
Direktiva:

Službeni list Evropske unije:

Lista harmoniziranih evropskih standarda koji su identični bosanskohercegovačkim standardima, čija upotreba ostvaruje pretpostavku o usklađenosti proizvoda

sa zahtjevima Direktive: 2009/142/EC - Uređaji na gasovita goriva

Lista evropskih standarda koji su preuzeti po preporuci Evropske komisije, objavljenih u: OJ C 118 od 6. maja 2010, OJ C 349 od 22. decembra 2010, OJ C 382 od 15. oktobra 

2016 i OJ C 118 od 4. aprila 2018.

Stanje: 2022-04

Datum prestanka 

predpostavke 

usklađenosti 

zamijenjenog standarda                   

Napomena 1

BAS EN 26:2003 Gasni protočni grijači vode za sanitarnu 

upotrebu s atmosferskim gorionicima                                             

Gas-fired instantaneous water heaters for 

sanitory uses production, fitted with 

atmospheric burners(Including 

Corrigendum 1998)

EN 26:1997

EN 26:1997/A1:2000

EN 26:1997/AC:1998

Napomena 3 Datum istekao

(18.07.2001)

BAS EN 26/A2:2008 Gasni protočni grijači vode za sanitarnu 

upotrebu s atmosferskim gorionicima

Gas-fired instantaneous water heaters for 

the production of domestic hot water, 

fitted with atmospheric burners

EN 26:1997/A2:2004 Napomena 3 Datum istekao

(18.11.2009)

BAS EN 26/A3:2008 Gasni protočni grijači vode za sanitarnu 

upotrebu s atmosferskim gorionicima

Gas-fired instantaneous water heaters for 

the production of domestic hot water, 

fitted with atmospheric burners

EN 26:1997/A3:2006 Napomena 3 Datum istekao

(30.06.2007)

Domestic cooking appliances burning 

gas– Part 1-1: Safety – General

EN 30-1-1:2008+A1:2010 EN 30-1-1:2008

Napomena 2.1

Datum istekao

(31.01.2011)

BAS EN 30-1-2:2007 Kućanski aparati za kuhanje na gasovita 

goriva - Dio 1-2: Sigurnost - Aparati sa 

pećnicom s cirkulacijom zraka i/ili 

uređajem sa zračećim roštiljem

Domestic cooking appliances burning gas 

– Part 1-2: Safety – Appliances having 

forced-convection ovens and/or grills

EN 30-1-2:1999

BAS EN 30-1-3+A1:2008 Kućni gasni aparati za kuhanje - Dio 1-3: 

Sigurnost - Aparati sa staklokeramičkom 

pločom

Domestic cooking appliances burning gas 

– Part 1-3: Safety – Appliances having a 

glass ceramic hotplate

EN 30-1-3:2003+A1:2006 EN 30-1-3:2003

Napomena 2.1

Datum istekao

(30.06.2007)

OJ L 330 od 2009-12-16

2009/142/EC-Uređaji na gasovita goriva

Oznaka BAS standarda
1

Naziv BAS standarda na jednom od 

službenih jezika
2 Naziv standarda na engleskom jeziku

3
Referentni standard(i)

4
Oznaka zamijenjenog 

standarda
5
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BAS EN 30-1-4:2007 Kućanski aparati za kuhanje na gasovita 

goriva - Dio 1-4: Sigurnost – Aparati s 

jednim ili više gorionika s ložišnim 

automatom

Domestic cooking appliances burning gas 

- Part 1-4:  Safety - Appliances having 

one or more burners with an  automatic 

burner control systems

EN 30-1-4:2002

BAS EN 30-1-4/A1:2008 Kućanski aparati za kuhanje na gasovita 

goriva-Dio 1-4:Sigurnost – Aparati sa 

jednim ili više gorionika s ložišnim 

automatom

Domestic cooking appliances burning gas 

- Part 1-4:  Safety - Appliances having 

one or more burners with an  automatic 

burner control systems

EN 30-1-4:2002/A1:2006 Napomena 3 Datum istekao

(30.06.2007)

BAS EN 30-2-1:2008 Kućni gasni aparati za kuhanje - Dio 2-1: 

Racionalno korištenje energije - Općenito

Domestic cooking appliances burning gas 

– Part 2-1: Rational use of energy – 

General

EN 30-2-1:1998

BAS EN 30-2-1/A1:2008 Kućni gasni aparati za kuhanje - Dio 2-1: 

Racionalno korištenje energije - Općenito     

 Domestic cooking appliances burning 

gas – Part 2-1: Rational use of energy – 

General

EN 30-2-1:1998/A1:2003 Napomena 3 Datum istekao

(10.12.2004)

BAS EN 30-2-1/A2:2008 Kućni gasni aparati za kuhanje - Dio 2-1: 

Racionalno korištenje energije - Općenito                

Domestic cooking appliances burning gas 

– Part 2-1: Rational use of energy – 

General

EN 30-2-1:1998/A2:2005 Napomena 3 Datum istekao

(11.11.2005)

BAS EN 30-2-

1/A1/Cor1:2008

Kućni gasni aparati za kuhanje - Dio 2-1: 

Racionalno korištenje energije - Općenito 

Domestic cooking appliances burning gas 

– Part 2-1: Rational use of energy – 

General

EN 30-2-

1:1998/A1:2003/AC:2004

BAS EN 30-2-2:2007 Kućni gasni aparati za kuhanje - Dio 2-2: 

Racionalno korištenje energije - - Aparati 

s pećnicom s cirkulacijom i/ili zračećim 

roštiljom  

Domestic cooking appliances burning gas 

– Part 2-2: Rational use of energy – 

Appliances having forced-convection 

ovens and/or grills

EN 30-2-2:1999

BAS EN 88-1:2008 Regulatori pritiska i pripadajući sigurnosni 

uređaji za gasne aparate – Dio 1: 

Regulatori pritiska za ulazne pritiske do 

uključujući 500 mbar

Pressure regulators and associated 

safety devices for gas appliances-Part 1: 

Pressure regulators for inlet pressures up 

to and including 500 mbar

EN 88-1:2007 EN 88: 1991

Napomena 2.1

Datum istekao

(31.05.2008)

BAS EN 88-2:2008 Regulatori pritiska i pripadajući sigurnosni 

uređaji za gasne aparate – Dio 2: 

Regulatori pritiska za ulazne pritiske 

preko 500 mbar do i uključujući 5 bar

Pressure regulators and associated 

safety devices for gas appliances-Part 2: 

Pressure regulators for inlet pressures 

above 500mbar up to and including 5 bar

EN 88-2:2007

BAS EN 89:2004 Gasni akumulacioni grijači vode za 

sanitarnu upotrebu

Gas-fired storage water heaters for the 

production of domestic hot water

EN 89:1999

BAS EN 89/A1:2004 Gasni akumulacioni grijači vode za 

sanitarnu upotrebu

Gas-fired storage water heaters for the 

production of domestic hot water

EN 89:1999/A1:1999 Napomena 3 Datum istekao

(17.10.2000)

BAS EN 89/A2:2004 Gasni akumulacioni grijači vode za 

sanitarnu upotrebu

Gas-fired storage water heaters for the 

production of domestic hot water

EN 89:1999/A2:2000 Napomena 3 Datum istekao

(18.07.2001)

BAS EN 89/A3:2008 Gasni akumulacioni grijači vode za 

sanitarnu upotrebu

Gas-fired storage water heaters for the 

production of domestic hot water

EN 89:1999/A3:2006 Napomena 3 Datum istekao

(30.06.2007)

BAS EN 89/A4:2008 Gasni akumulacioni grijači vode za 

sanitarnu upotrebu

Gas-fired storage water heaters for the 

production of domestic hot water

EN 89:1999/A4:2006 Napomena 3 Datum istekao

(30.06.2007)
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BAS EN 125:2010 Uređaji za nadziranje plamena za gasne 

aparate - Termoelektrični osigurači 

paljenja                              

Flame supervision devices for gas 

burning appliances – Thermo-electric 

flame supervision devices                                             

EN 125:2010 EN 125: 1991

Napomena 2.1

Datum ove publikacije                       

BAS EN 126:2004 Višefunkcionalni kontrolni uređaji za 

gasne aparate

Multifunctional controls for gas burning 

appliances

EN 126:2004 EN 126:1995          

Napomena 2.1

Datum istekao

(10.12.2004)

BAS EN 161:2008 Automatski zaporni ventili za gasne 

gorionike i gasne aparate

Automatic shut-off valves for gas burners 

and gas appliances

EN 161:2007 EN 161:2001

Napomena 2.1

Datum istekao

( 31.07.2007)

BAS EN 203-1+A1:2009 Aparati na gasovita goriva za velike 

kuhinje – Dio 1: Opći zahtjevi za sigurnost

Gas-heated catering equipment – Part 1: 

General safety rules

EN 203-1:2005+A1:2008 EN 203-1:2005

Napomena 2.1

Datum istekao

(18.11.2009)

BAS EN 203-2-1:2007 Gasni aparati za velike kuhinje - Dio 2-1: 

Posebni zahtjevi - Otvoreni gorionici i wok 

gorionici

Gas heated catering equipment - Part 2-

1: Specific requirements - Open burners 

and wok burners

EN 203-2-1:2005 EN 203-2:1995

Napomena 2.1

Datum istekao

(31.12.2008)

BAS EN 203-2-2:2007 Gasni aparati za velike kuhinje - Dio 2-2: 

Posebni zahtjevi – Pećnice

Gas heated catering equipment — Part 2-

2: Specific requirements — Ovens

EN 203-2-2:2006 EN 203-2:1995

Napomena 2.1

Datum istekao

(31.12.2008)

BAS EN 203-2-3:2007 Gasni aparati za velike kuhinje - Dio 2-3: 

Posebni zahtjevi - Kotlovi za kuhanje    

Gas heated catering equipment - Part 2-

3: Specific requirements - Boiling pans

EN 203-2-3:2005 EN 203-2:1995

Napomena 2.1

Datum istekao

(31.12.2008)

BAS EN 203-2-4:2007 Gasni aparati za velike kuhinje - Dio 2-4: 

Posebni zahtjevi – Friteze

Gas heated catering equipment - Part 2-

4: Specific requirements - Fryers 

EN 203-2-4:2005 EN 203-2:1995

Napomena 2.1

Datum istekao

( 31.12.2008)

BAS EN 203-2-6:2007 Gasni aparati za velike kuhinje - Dio 2-6: 

Posebni zahtjevi – Grijači vode za napitke

Gas heated catering equipment - Part 2-

6: Specific requirements - Hot water 

heaters for beverage        

EN 203-2-6:2005 EN 203-2:1995

Napomena 2.1

Datum istekao

(31.12.2008)

BAS EN 203-2-7:2008 Gasni aparati za velike kuhinje - Dio 2-7: 

Posebni zahtjevi – Salamander i roštilji     

Gas heated catering equipment-Part 2-7: 

Specific requirements-Salamanders and 

rottisseries

EN 203-2-7:2007 EN 203-2:1995       

Napomena 2.1

Datum istekao

( 31.12.2008)

BAS EN 203-2-8:2007 Gasni aparati za velike kuhinje - Dio 2-8: 

Posebni zahtjevi - Paella tave i tave za 

prženje

Gas heated catering equipment - Part 2-

8: Specific requirements - Brat pans and 

paëlla cookers              

EN 203-2-8:2005 EN 203-2:1995        

Napomena 2.1

Datum istekao

(31.12.2008)

BAS EN 203-2-9:2007 Gasni aparati za velike kuhinje - Dio 2-9: 

Posebni zahtjevi - Žareće ploče, ploče za 

zagrijavanje i griddle ploče

Gas heated catering equipment - Part 2-

9: Specific requirements - Solid tops, 

warming plates and griddles

EN 203-2-9:2005 EN 203-2:1995

Napomena 2.1

Datum istekao

(31.12.2008)

BAS EN 203-2-10:2008 Gasni aparati za velike kuhinje – Dio 2-

10: Posebni zahtjevi - Roštilji

Gas heated catering equipment-Part 2-

10: Specific requirements-Chargrills

EN 203-2-10:2007 EN 203-2:1995

Napomena 2.1

Datum istekao

(31.12.2008)

BAS EN 203-2-11:2007 Gasni aparati za velike kuhinje - Dio 2-11: 

Posebni zahtjevi – Kuhalo za rezance 

Gas heated catering equipment — Part 2-

11: Specific requirements — Pasta 

cookers  

EN 203-2-11:2006 EN 203-2:1995

Napomena 2.1

Datum istekao

(31.12.2008)

BAS EN 203-3:2010 Gasni aparati za velike kuhinje - Dio 3: 

Materijali i ugradbeni dijelovi u dodiru sa 

životnim namirnicama i ostali higijenski 

aspekti 

Gas heated catering equipment-Part 3: 

Materials and parts in contact with food 

and other sanitary aspects

EN 203-3:2009

BAS EN 257:2010 Mehanički regulatori temperature za 

gasne aparate

Mechanical thermostats for gas-burning 

appliances

EN 257:2010 EN 257:1992

Napomena 2.1

(31.12.2010)
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BAS EN 297:2004 Gasni kotlovi za centralno grijanje - 

Kotlovi vrste B11 i B11BS s atmosferskim 

gorionicima nazivnog toplotnog 

opterećenja jednakog ili manjeg od 70 kW

Gas-fired central heating boilers – Type B 

11 and B 11 BS boilers fitted with 

atmospheric burners of nominal heat 

input not exceeding 70 kW                                                               

EN 297:1994

BAS EN 297/A2:2008 Gasni kotlovi za centralno grijanje - 

Kotlovi vrste  B11 i B11BS s atmosferskim 

gorionicima nazivnog toplotnog 

opterećenja jednakog ili manjeg od 70 kW 

- Amandman A2

Gas-fired central heating boilers - Type 

B11 and B11BS boilers, fitted with 

atmospheric burners of nominal heat 

input not exceeding 70 kW; Amendment 

A2

EN 297:1994/A2:1996 Napomena 3 Datum istekao

(29.10.2002)

BAS EN 297/A3:2008 Gasni kotlovi za centralno grijanje - 

Kotlovi vrste B11 i B11BS s atmosferskim 

gorionicima nazivnog toplotnog 

opterećenja jednakog ili manjeg od 70 kW- 

Amandman A3     

Gas-fired central heating boilers – Type B 

11 and B 11 BS boilers fitted with 

atmospheric burners of nominal heat 

input not exceeding 70 kW 

EN 297:1994/A3:1996 Napomena 3 Datum istekao

(24.02.1998)

BAS EN 297/A5:2004 Gasni kotlovi za centralno grijanje - 

Kotlovi vrste B11 i B11BS s atmosferskim 

gorionicima nazivnog toplotnog 

opterećenja jednakog ili manjeg od 70 kW

Gas-fired central heating boilers – Type B 

11 and B 11 BS boilers fitted with 

atmospheric burners of nominal heat 

input not exceeding 70 kW 

EN 297:1994/A5:1998 Napomena 3 Datum istekao

(31.12.1998)

BAS EN 297/A6:2004 Gasni kotlovi za centralno grijanje - 

Kotlovi vrste B11 i B11BS s atmosferskim 

gorionicima nazivnog toplotnog 

opterećenja jednakog ili manjeg od 70 kW

Gas-fired central heating boilers – Type B 

11 and B 11 BS boilers fitted with 

atmospheric burners of nominal heat 

input not exceeding 70 kW

EN 297:1994/A6:2003 Napomena 3 Datum istekao

(23.12.2003)

BAS EN 297/A4:2008 Gasni kotlovi za centralno grijanje - 

Kotlovi vrste B11 i B11BS s atmosferskim 

gorionicima nazivnog toplotnog 

opterećenja jednakog ili manjeg od 70 kW      

Gas-fired central heating boilers – Type B 

11 and B 11 BS boilers fitted with 

atmospheric burners of nominal heat 

input not exceeding 70 kW 

EN 297:1994/A4:2004 Napomena 3 Datum istekao

(11.06.2005)

BAS EN 297/A2/Cor1:2007 Gasni kotlovi za centralno grijanje - 

Kotlovi vrste B11 i B11BS s atmosferskim 

gorionicima nazivnog toplotnog 

opterećenja jednakog ili manjeg od 70 kW

Gas-fired central heating boilers – Type B 

11 and B 11 BS boilers fitted with 

atmospheric burners of nominal heat 

input not exceeding 70 kW 

EN 297:1994/A2:1996/AC:  

2006

BAS EN 298:2004 Ložišni automati za gasne gorionike i 

aparate sa i bez ventilatora

Automatic gas burner control systems for 

gas burners and gas burning appliances 

with or without fans

EN 298:2003 EN 298:1993

Napomena 2.1

Datum istekao

(30.09.2006)

BAS EN 303-3:2007 Kotlovi za grijanje - Dio 3: Gasni kotlovi za 

centralno grijanje – Sklop kotla i gorionika 

s ventilatorom

Heating boilers - Part 3: Gas-fired central 

heating boilers - Assembly comprising a 

boiler body and a forced draught burner

EN 303-3:1998
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BAS EN 303-3/A2:2007 Kotlovi za grijanje - Dio 3: Gasni kotlovi za 

centralno grijanje – Sklop kotla i gorionika 

s ventilatorom

Heating boilers - Part 3: Gas-fired central 

heating boilers - Assembly comprising a 

boiler body and a forced draught burner

EN 303-3:1998/A2:2004 Napomena 3 Datum istekao

(11.06.2005)

BAS EN 303-3/Cor1:2007 Kotlovi za grijanje - Dio 3: Gasni kotlovi za 

centralno grijanje – Sklop kotla i gorionika 

s ventilatorom

Heating boilers - Part 3: Gas-fired central 

heating boilers - Assembly comprising a 

boiler body and a forced draught burner

EN 303-3:1998/AC:2006

BAS EN 303-7:2008 Kotlovi za grijanje - Dio 7: Gasni kotlovi za 

centralno grijanje s gorionik s 

ventilatorom nazivnog toplotnog 

opterećenja jednakim ili manjim od 1000 

kW 

Heating boilers - Part 7: Gas-fired central 

heating boilers equipped with a forced 

draught burner of nominal heat output not 

exceeding 1000 kW

EN 303-7:2006

BAS EN 377:2000 Maziva za primjenu u aparatima i 

pripadajućim podešavajućim uređajima za 

gorive gasove osim onih koja su 

predviđena za primjenu u industrijskim 

procesima

Lubricants for applications in appliances 

and associated controls using 

combustible gases except those designed 

for use in industrial processes

EN 377:1993

BAS EN 377/A1:2000 Sredstva za podmazivanje za upotrebu u  

aparatima i pripadajućim kontrolnim 

uređajima za gorive gasove osim onih koji 

su predviđeni za primjenu u industrijskim 

procesima    

Lubricants for applications in appliances 

and associated controls using 

combustible gases except those designed 

for use in industrial processes

EN 377:1993/A1:1996 Napomena 3 Datum istekao

(11.06.2005)

BAS EN 416-1:2009 Tamnozračeće gasne grijalice s jednim 

gorionikom s ventilatorom za zanatsku i 

industrijsku primjenu – Dio 1: Sigurnost

Single burner gas-fired overhead radiant 

tube heaters for non-domestic use - Part 

1: Safety

EN 416-1:2009 EN 416-1:1999

Napomena 2.1

Datum istekao

(18.11.2009)

BAS EN 416-2:2007 Tamnozračeće gasne grijalice s jednim 

gorionikom s ventilatorom za zanatsku i 

industrijsku primjenu - Dio 2: Racionalno 

korištenje energije

Single burner gas-fired overhead radiant 

tube heaters for non- domestic use - Part 

2: Rational use of energy

EN 416-2:2006

BAS EN 419-1:2009 Gasni aparati - Zračeće grijalice - 

Svijetlozračeće grijalice sa gorionikom sa 

duvaljkom za zanatsku i industrijsku 

primjenu - Dio 1:Sigurnost

Non-domestic gas-fired overhead 

luminous radiant heaters – Part 1: Safety

EN 419-1:2009 EN 419-1:1999        

Napomena 2.1

Datum istekao

(18.11.2009)           

BAS EN 419-2:2008 Tamnozračeće gasne grijalice s jednim 

gorionikom s ventilatorom za zanatsku i 

industrijsku primjenu - Dio 2: Racionalno 

korištenje energije

Non-domestic gas-fired overhead 

luminous radiant heaters — Part 2: 

Rational use of energy

EN 419-2:2006

BAS EN 437+A1:2009 Ispitni gasovi - Ispitni pritisci - Kategorije 

aparata

Test gases - Test pressures – Appliance 

categories

EN 437:2003+A1:2009 EN 437:2003                

Napomena 2.1

Datum istekao       

(18.11.2009)

Strana 5 od 13 BAS O 8.1-02



Datum prestanka 

predpostavke 

usklađenosti 

zamijenjenog standarda                   
Oznaka BAS standarda

1
Naziv BAS standarda na jednom od 

službenih jezika
2 Naziv standarda na engleskom jeziku

3
Referentni standard(i)

4
Oznaka zamijenjenog 

standarda
5

BAS EN 449+A1:2009 Odredbe za aparate na tečni naftni gas -– 

Aparati za grijanje prostorija u 

domaćinstvu bez odvođenja odlaznih 

gasova (uključujući aparate za grijanje s 

difuzionim katalitičkim sagorijevanjem)     

Specification for dedicated liquefied 

petroleum gas applicances - Domestic 

flueless space heaters (including diffusive 

catalytic combustion heaters)

EN 449:2002+A1:2007 EN 449:2002

Napomena 2.1

Datum istekao

(23.12.2008)                           

BAS EN 461:2007 Odredbe za aparate na tečni naftni gas -– 

Aparati za grijanje prostorija u zanatstvu 

bez odvođenja odlaznih gasova do 10 kW

Specification for dedicated liquefied 

petroleum gas appliances – Flueless non-

domestic space heaters not exceeding 10 

kW

EN 461:1999

BAS EN 461/A1:2007 Odredbe za aparate na tečni naftni gas -– 

Aparati za grijanje prostorija u zanatstvu 

bez odvođenja odlaznih gasova do 10 kW

Specification for dedicated liquefied 

petroleum gas appliances – Flueless non-

domestic space heaters not exceeding 10 

kW

EN 461:1999/A1:2004 Napomena 3 Datum istekao

(10.12.2004)

BAS EN 483:2003 Kotlovi za grijanje na gasovita goriva - 

Kotlovi za grijanje tipa C nazivnog 

toplotnog opterećenja jednakog ili manjeg 

od 70 kW

Gas-fired central heating boilers – Type C 

boilers of nominal heat input not 

exceeding 70 kW

EN 483:1999

BAS EN 483/A2:2003 Kotlovi za grijanje na gasovita goriva - 

Kotlovi za grijanje tipa C nazivnog 

toplotnog opterećenja jednakog ili manjeg 

od 70 kW

Gas-fired central heating boilers – Type C 

boilers of nominal heat input not 

exceeding 70 kW

EN 483:1999/A2:2001 Napomena 3 Datum istekao

(31.01.2002)

BAS EN 483/A2/Cor1:2007 Kotlovi za grijanje na gasovita goriva - 

Kotlovi za grijanje tipa C nazivnog 

toplotnog opterećenja jednakog ili manjeg 

od 70 kW

Gas-fired central heating boilers – Type C 

boilers of nominal heat input not 

exceeding 70 kW

EN 483:1999 / A2:2001 

/AC:2006

BAS EN 484:2007 Odredbe za aparate na tečni naftni gas -– 

Aparati za kuhanje na tečni naftni gas, 

uključujući i one koji imaju roštilj, za 

primjenu u slobodnoj atmosferi 

Specification for dedicated liquefied 

petroleum gas applicances – Independent 

hotplates, including those incorporating a 

grill for outdoor use

EN 484:1997

BAS EN 497:2007 Odredbe za aparate na tečni naftni gas -– 

Višenamjenski aparati za kuhanje na 

tečni natni gas za primjenu u slobodnoj 

atmosferi

Specification for dedicated liquefied 

petroleum gas applicances – Multi 

purpose boiling burners for outdoor use

EN 497:1997

BAS EN 498:2007 Odredbe za aparate na tečni naftni gas 

(LPG) - Aparati za roštiljanje za primjenu 

na otvorenom

Specification for dedicated liquefied 

petroleum gas applicances – Barbecues 

for outdoor use

EN 498:1997

BAS EN 498/Cor1:2010 Odredbe za aparate na tečni naftni gas 

(LPG) - Aparati za roštiljanje za primjenu 

na otvorenom

Specification for dedicated liquefied 

petroleum gas applicances – Barbecues 

for outdoor use

EN 498:1997/AC:2000

BAS EN 509:2007 Dekorativni gasni aparati sa efektom 

gorenja

Decorative fuel-effect gas appliances EN 509:1999

BAS EN 509/A1:2007 Dekorativni gasni aparati sa efektom 

gorenja 

Decorative fuel-effect gas appliances EN 509:1999/A1:2003 Napomena 3 Datum istekao

(31.12.2003)
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BAS EN 509/A2:2007 Dekorativni gasni aparati sa efektom 

gorenja

Decorative fuel-effect gas appliances EN 509:1999/A2:2004 Napomena 3 Datum istekao

(30.06.2005)

BAS EN 521:2007 Odredbe za aparate na tečni naftni gas – 

Prenosivi aparati na tečni naftni gas koji 

za svoj rad koriste pritisak pare

Specifications for dedicated liquefied 

petroleum gas appliances - Portable 

vapour pressure liquefied petroleum gas 

appliances

EN 521:2006 EN 521:1998

Napomena 2.1

Datum istekao

(31.08.2006)

BAS EN 525:2010 Gasni generator toplog zraka bez 

izmjenjivača toplote s prinudnom 

konvekcijom za grijanje prostora izvan 

domaćinstva nazivnog toplotnog 

opterećenja manjim od 300 kW 

Non-domestic direct gas-fired forced 

convection air heaters for space heating 

not exceeding a net heat input of 300 kW

EN 525:2009 EN 525:1997

Napomena 2.1

Datum važenja

(30.11.2009)                           

BAS EN 549:2004 Elastomerni materijali za zaptivače i 

membrane u gasnim aparatima i gasnoj 

opremi

Rubber materials for seals and 

diaphragms for gas appliances and gas 

equipment

EN 549:1994 EN 279: 1991

EN 291:1992

Napomena 2.1                               

Datum istekao

(31.12.1995)

BAS EN 613:2003 Gasni konvekcijski grijači prostora Independent gas-fired convection heaters EN 613:2000

BAS EN 613/A1:2003 Gasni konvekcijski grijači prostora Independent gas-fired convection heaters EN 613:2000/A1:2003 Napomena 3 Datum istekao

(23.12.2003)   

BAS EN 621:2010 Gasni generator toplog zraka s 

prinudnom konvekcijom za grijanje 

prostora izvan domaćinstva nazivnog 

toplotnog opterećenja manjim od 300 kW, 

bez ventilatora za dobavu zraka za 

sagorijevanje i/ili odvođenje odlaznih 

gasova

Non-domestic gas-fired forced convection 

air heaters for space heating not 

exceeding a net heat input of 300 kW, 

without a fan to assist transportation of 

combustion air and/or combustion 

products

EN 621:2009 EN 621:1998

Napomena 2.1

Datum istekao 

(31.05.2010)                           

BAS EN 624:2007 Odredbe za aparate koji rade na  tečni 

gas – Aparati za grijanje prostorija na 

tečni gas neovisni od zraka u prostoriji za 

ugradnju u vozila i čamce

Specification for dedicated LPG  

appliances - Room sealed LPG space  

heating equipment for installation in  

vehicles and boats

EN 624:2000

BAS EN 624/A2:2008 Odredbe za aparate koji rade na  tečni 

gas – Aparati za grijanje prostorija na 

tečni gas neovisni od zraka u prostoriji za 

ugradnju u vozila i čamce

Specification for dedicated LPG  

appliances - Room sealed LPG space  

heating equipment for installation in  

vehicles and boats

EN 624:2000/A2:2007 Napomena 3 Datum istekao

(05.06.2009)

BAS EN 625:2004 Gasni kotlovi za centralno grijanje - 

Posebni zahtevi za pripremu vode za piće 

kod kombinovanih kotlova nazivnog 

toplotnog opterećenja jednakog ili manjeg 

od 70 kW

Gas-fired central heating boilers – 

Specific requirements for the domestic 

hot water operation of combination boilers 

of  nominal heat input not exceeding 70 

kW

EN 625:1995

Upozorenje (1):  Ova publikacija ne pokriva prenosive kućne plinske peći (2). 

(1) U skladu sa Komisijom za provedbu odluke EU 2015/2414 od 17 decembra 2015 godine na objavu ograničenja objavljenu u OJ Evropske unije vezano za harmonizirani standard EN 521:2006 '' 

Odredbe za aparate na tečni naftni gas – Prenosivi aparati na tečni naftni gas koji za svoj rad koriste pritisak pare'' u skladu sa Direktivom 2009/142/EC Evropskog parlamenta i Viječa (OJ L333, 

19.12.2015, p.120). 

(2) Kućne plinske peći sastoje se od plamenika postavljenog na horizontalno tijelo i sadrži integrisano skladište  gasa do plamenika.
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BAS EN 656:2007 Gasni kotlovi za centralno grijanje - - 

Kotlovi vrste B nazivnog toplotnog 

opterećenja većeg od 70 kW ali jednakog 

ili manje od 300 kW

Gas-fired central heating boilers -  Type B 

boilers of nominal heat input  exceeding 

70 kW but not exceeding  300 kW

EN 656:1999

BAS EN 656/A1:2007 Gasni kotlovi za centralno grijanje - - 

Kotlovi vrste B nazivnog toplotnog 

opterećenja većeg od 70 kW ali jednakog 

ili manje od 300 kW

Gas-fired central heating boilers -  Type B 

boilers of nominal heat input  exceeding 

70 kW but not exceeding  300 kW 

EN 656:1999/A1:2006 Napomena 3 Datum istekao

(18.11.2009)

BAS EN 676+A2:2009 Automatski gasni gorionici s ventilatorom Automatic forced draught burners for 

gaseous fuels

EN 676:2003+A2:2008 EN 676:2003

Napomena 2.1

Datum istekao

(30.06.2010)                           

BAS EN 676+A2/Cor1:2009 Automatski gasni gorionici s ventilatorom  Automatic forced draught burners for 

gaseous fuels

EN 676:2003+A2:2008/AC 

:2008

BAS EN 677:2004 Gasni kotlovi za centralno grijanje - - 

Posebni zahtjevi za kondenzacijske 

kotlove nazivnog toplotnog opterećenja 

jednakog ili manjeg od 70 kW

Gas-fired central heating boilers – 

Specific requirements for condensing 

boilers with a nominal heat input not 

exceeding 70 kW

EN 677:1998

BAS EN 732:2007 Odredbe za aparate na tečni naftni gas – 

Apsorpcioni frižideri

Specification for dedicated liquefied  

petroleum gas appliances – Absorption 

refrigerators

EN 732:1998

BAS EN 751-1:2008 Zaptivni materijali za navojne spojeve u 

kontaktu sa gasovima prve, druge i treće 

familije i vrelom vodom - Dio 1: Sredstva 

za anaerobno zaptivanje

Sealing materials for metallic threaded 

joints in contact with 1st, 2nd and 3rd 

family gases and hot water-Part 1: 

Anaerobic jointing compounds

EN 751-1:1996

BAS EN 751-2:2004 Zaptivni materijali za navojne spojeve u 

kontaktu sa gasovima prve, druge i treće 

familije i vrelom vodom - Dio 2: 

Neotvrdnjavajuća zaptivna sredstva 

Sealing materials for metallic threaded 

joints in contact with 1st, 2nd and 3rd 

family gases and hot water-Part 2: Non-

hardening jointing compounds

EN 751-2:1996

BAS EN 751-3: 2004 Zaptivni materijali za navojne spojeve u 

kontaktu sa gasovima prve, druge i treće 

familije i vrelom vodom - Dio 3: 

Nesinterovane PTFE trake

Sealing materials for metallic threaded 

joints in contact with 1st, 2nd and 3rd 

family gases and hot water-Part 3: 

Unsintered PTFE tapes

EN 751-3:1996

BAS EN 751-3/Cor1:2010 Zaptivni materijali za navojne spojeve u 

kontaktu sa gasovima prve, druge i treće 

familije i vrelom vodom - Dio 3: 

Nesinterovane PTFE trake

Sealing materials for metallic threaded 

joints in contact with 1st, 2nd and 3rd 

family gases and hot water-Part 3: 

Unsintered PTFE tapes

EN 751-3:1996/AC:1997

BAS EN 777-1:2010 Gasni aparati - Zračeće grijalice - 

Tamnozračeće grijalice - Sistemi sa više 

gorionika sa duvaljkom za zanatsku i 

industrijsku primjenu - Dio 1: Sistem D, 

sigurnost

Multi-burner gas-fired overhead radiant  

tube heater systems for non-domestic  

use - Part 1: System D, safety

EN 777-1:2009 EN 777-1:1999

Napomena 2.1

Datum istekao

(18.11.2009)                            
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BAS EN 777-2:2010 Gasni aparati - Zračeće grijalice - Sistemi 

tamnozračećih grijalica sa više gorionika 

sa duvaljkom za zanatsku i industrijsku 

primjenu - Dio 2: Sistem E,sigurnost                                                                                        

Multi-burner gas-fired overhead radiant  

tube heater systems for non-domestic  

use - Part 2: System E, safety 

EN 777-2:2009 EN 777-2:1999        

Napomena 2.1          

Datum istekao

(18.11.2009)                            

BAS EN 777-3:2010 Gasni aparati - Zračeće grijalice - Sistemi 

tamnozračećih grijalica više gorionika sa 

duvaljkom za zanatsku i industrijsku 

primjenu - Dio 3: Sistem F, sigurnost                                                                                  

 Multi-burner gas-fired overhead radiant  

tube heater systems for non-domestic  

use - Part 3: System F, safety 

EN 777-3:2009 EN 777-3:1999

Napomena 2.1

Datum istekao

(18.11.2009)                            

BAS EN 777-4:2010 Gasni aparati - Zračeće grijalice - Sistemi 

tamnozračećih grijalica sa više gorionika 

sa duvaljkom za zanatsku i industrijsku 

primjenu - Dio 4: Sistem H, sigurnost

Multi-burner gas-fired overhead radiant  

tube heater systems for non-domestic  

use - Part 4: System H, safety 

EN 777-4:2009 EN 777-4:1999

Napomena 2.1

Datum istekao

(18.11.2009)                           

BAS EN 778:2010 Gasni generator toplog zraka s 

prinudnom konvekcijom za grijanje 

prostora u domaćinstvu nazivnog 

toplotnog opterećenja manjim od 70 kW, 

bez ventilatora za dobavu zraka za 

sagorijevanje i/ili odvođenje odlaznih 

gasova

Domestic gas-fired forced convection  air 

heaters for space heating not  exceeding 

a net heat input of 70 kW,  without a fan 

to assist transportation  of combustion air 

and/or combustion products 

EN 778:2009 EN 778:1998

Napomena 2.1

Datum istekao

(06.05.2010)

BAS EN 1020:2010 Gasni generatori toplog zraka s 

prinudnom konvekcijom koji se ne koriste 

u domaćinstvu, nazivnog toplotnog 

opterećenja manjim od 300 kW, s 

ventilatorom za dobavu zraka za 

sagorijevanje i/ili odvođenje odlaznih 

gasova

Non-domestic forced  convection gas-

fired air heaters for space  heating not 

exceeding a net heat input  of 300 kW, 

incorporating a fan to  assist 

transportation of combustion air  and/or 

combustion products

EN 1020:2009 EN 1020:1997

Napomena 2.1

Datum istekao

(31.05.2010)                              

BAS EN 1106:2011 Ručno podešavajući uređaji za gasne 

aparate

Manually operated taps for gas  burning 

appliances 

EN 1106:2010 EN 1106:2001

Napomena 2.1

Datum ove publikacije                       

BAS EN 1196:2008 Gasom loženi generatori toplog zraka za 

domaćinstva i upotrebu izvan 

domaćinstva – Dodatni zahtjevi za 

kondenzirajuće generatore toplog zraka

Domestic and non-domestic gas-fired air 

heaters – Supplementary requirements 

for condensing air heaters

EN 1196:1998

BAS EN 1266:2007 Gasni konvekcijski grijači prostora s 

podrškom duvaljke za dobavu zraka za 

sagorijevanje i/ili odvođenje odlaznih 

gasova

Independent gas fired convection  heaters 

incorporating a fan to assist transportation 

of combustion air and/or flue gases

EN 1266:2002

BAS EN 1266/A1:2007 Gasni konvekcijski grijači prostora s 

podrškom duvaljke za dobavu zraka za 

sagorijevanje i/ili odvođenje odlaznih 

gasova

Independent gas fired convection heaters 

incorporating a fan to assist transportation 

of combustion air and/or flue gases

EN 1266:2002/A1:2005 Napomena 3 Datum istekao

(28.02.2006)
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BAS EN 1319:2010 Gasni generatori toplog zraka s 

prinudnom konvekcijom za grijanje 

prostora u domaćinstvu, s gasnim 

gorionikom s ventilatorom nazivnog 

toplotnog opterećenja jednakim ili manjim 

od 70 kW                         

Domestic gas-fired forced convection air 

heaters for space heating, with fan-

assisted burners not exceeding a net heat 

input of 70 kW

EN 1319:2009 EN 1319:1998

Napomena 2.1

Datum istekao

(30.06.2010)                                      

BAS EN 1458-1:2008 Direktno gasom grijane kućne sušilice s 

bubnjem tipova B22D i B23D nazivnog 

toplotnog opterećenja manjeg ili jednakog 

6 kW- Dio 1: Sigurnost

Domestic direct gas-fired tumble dryers of 

types B22D and B23D, of nominal heat 

input not exceeding 6 kW – Part 1: Safety

EN 1458-1:1999

BAS EN 1458-2:2008 Direktno gasom grijane kućne sušilice s 

bubnjem tipova B22D i B23D nazivnog 

toplotnog opterećenja manjeg ili jednakog 

6 kW- Dio 2: Racionalno korištenje 

energije

Domestic direct gas-fired tumble dryers of 

types B22D and B23D, of nominal heat 

input not exceeding 6 kW – Part 2: 

Rational use of energy

EN 1458-2:1999

BAS EN 1596:2007 Karakteristike aparata na tečni naftni gas - 

Pokretni i prenosivi grijači vazduha sa 

prinudnim strujanjem i direktnim grijanjem 

koji se upotrebljavaju van domaćinstava

Specification for dedicated liquefied 

petroleum gas appliances-Mobile and 

portable non -domestic forced convection 

direct fired air heaters

EN 1596:1998

BAS EN 1596/A1:2008 Karakteristike aparata na tečni naftni gas - 

Pokretni i prenosivi grijači vazduha sa 

prinudnim strujanjem i direktnim grijanjem 

koji se upotrebljavaju van domaćinstava                      

Specification for dedicated liquefied 

petroleum gas appliances-Mobile and 

portable non -domestic forced convection 

direct fired air heaters

EN 1596:1998/A1:2004 Napomena 3 Datum istekao

(10.12.2004)

BAS EN 1643:2004 Sistemi nadziranja pomoću ventila za 

automatske zaporne ventile kod gasnih 

gorionika i gasnih aparata

Valve proving systems for automatic shut-

off valves for gas burners and gas 

appliances

EN 1643:2000

BAS EN 1854:2011 Nadzirači pritiska za gasne gorionike i 

gasne aparate

Pressure sensing devices for gas burners 

and gas burning appliances

EN 1854:2010 EN 1854:2006

Napomena 2.1

(31.05.2012)

BAS EN 12067-1:2008 Regulatori kontrole odnosa gasa i zraka 

za gasne gorionike i gasne aparate – Dio 

1: Pneumatska izvedbe

Gas/air ratio controls for gas burners and 

gas burning appliances– Part 1: 

Pneumatic types

EN 12067-1:1998

BAS EN 12067-1/A1:2008 Regulatori koji povezujuju gas i zrak za 

gasne gorionike i gasne aparate – Dio 1: 

Pneumatska izvedbe

Gas/air ratio controls for gas burners and 

gas burning appliances– Part 1: 

Pneumatic type

EN 12067-1:1998/A1:2003 Napomena 3 Datum istekao

(23.12.2003)   

BAS EN 12067-2:2008 Regulacioni uređaji koji povezuju gas i 

zrak za gasne gorionike i gasne aparate – 

Dio 2: Električna izvedbe

Gas/air ratio controls for gas burners and 

gas burning appliances - Part 2: 

Electronic types

EN 12067-2:2004

BAS EN 12078:2008 Regulator nultog pritiska za gasne 

gorionike i gasne aparate

Zero governors for gas burners and gas 

burning appliances

EN 12078:1998
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BAS EN 12244-1:2008 Direktno gasom ložene mašine za pranje 

nazivnog toplotnog opterećenja do 20 kW 

– Dio 1: Sigurnost

Direct gas-fired washing machines, of 

nominal heat input not exceeding 20 kW 

– Part 1: Safety

EN 12244-1:1998

BAS EN 12244-2:2008 Direktno gasom ložene mašine za pranje 

nazivnog toplotnog opterećenja do 20 kW 

– Dio 2: Racionalno korištenje energije

Direct gas-fired washing machines of heat 

input not exceeding 20 kW - Part 2: 

Rational use of energy                                                        

EN 12244-2:1998

BAS EN 12309-1:2007 Gasni apsorpcioni i adsorpcioni uređaji za 

klimatizaciju i/ili toplotne pumpe nazivnog 

toplotnog opterećenja ne većim od 70 kW 

- Dio 1: Sigurnost

Gas-fired absorption and adsorption  air-

conditioning and/or heat pump  

appliances with a net heat input not  

exceeding 70 kW - Part 1: Safety

EN 12309-1:1999

BAS EN 12309-2:2000 Gasni apsorpcioni i adsorpcioni uređaji za 

klimatizaciju i/ili toplotne pumpe nazivnog 

toplotnog opterećenja ne većim od 70 kW 

- Dio 1: Sigurnost

Gas-fired absorption and adsorption  air-

conditioning and/or heat pump  

appliances with a net heat input not  

exceeding 70 kW - Part 2: Rational use of 

energy

EN 12309-2:2000

BAS EN 12669:2008 Usmjereni puhači vrelog zraka na 

gasovita goriva za upotrebu u 

staklenicima i grijanje dopunskih 

nekućanskih prostora

Direct gas-fired hot air blowers for use in 

greenhouses and supplementary non-

domestic space heating

EN 12669:2000

BAS EN 12752-1:2008 Gasom ložene sušilice sa bubnjem tip B 

nazivnog toplotnog opterećenja do 20 kW 

Dio 1: Sigurnost

Gas-fired type B tumble dryers of nominal 

heat input not exceeding 20 kW – Part 1: 

Safety

EN 12752-1:1999

BAS EN 12752-2:2008 Gasom ložene sušilice sa bubnjem tip B 

nazivnog toplotnog opterećenja do 20 kW 

Dio 2: Racionalno korištenje energije

Gas-fired type B tumble dryers of nominal 

heat input not exceeding 20 kW– Part 2: 

Rational use of energy

EN 12752-2:1999

BAS EN 12864:2007 Fiksno podešeni aparati za regulaciju 

pritiska najvećeg pritiska regulacije 

zaključno do 200 mbar i protoka zaključno 

do 4 kg/h za butan, propan i njihove 

smješe kao i pripadajući sigurnosni 

uređaji

Low-pressure, non adjustable regulators 

having a maximum outlet pressure of less 

than or equal to 200 mbar with a capacity 

of less than or equal to 4 kg/h, and their 

associated safety devices for butane, 

propane or their mixtures

EN 12864:2001

BAS EN 12864/A1:2008 Fiksno podešeni aparati za regulaciju 

pritiska najvećeg pritiska regulacije 

zaključno do 200 mbar i protoka zaključno 

do 4 kg/h za butan, propan i njihove 

smješe kao i pripadajući sigurnosni 

uređaji

Low-pressure, non adjustable regulators 

having a maximum outlet pressure of less 

than or equal to 200 mbar with a capacity 

of less than or equal to 4 kg/h, and their 

associated safety devices for butane, 

propane or their mixtures

EN 12864:2001/A1:2003 Napomena 3 Datum istekao

(10.12.2004)

BAS EN 12864/A2:2008 Fiksno podešeni aparati za regulaciju 

pritiska najvećeg pritiska regulacije 

zaključno do 200 mbar i protoka zaključno 

do 4 kg/h za butan, propan i njihove 

smješe kao i pripadajući sigurnosni 

uređaji

Low-pressure, non adjustable regulators 

having a maximum outlet pressure of less 

than or equal to 200 mbar, with a capacity 

of less than or equal to 4 kg/h, and their 

associated safety devices for butane, 

propane or their mixtures          

EN 12864:2001/A2:2005 Napomena 3 Datum istekao

(28.02.2006)
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BAS EN 12864/A3:2010 Fiksno podešeni aparati za regulaciju 

pritiska najvećeg pritiska regulacije 

zaključno do 200 mbar i protoka zaključno 

do 4 kg/h za butan, propan i njihove 

smješe kao i pripadajući sigurnosni 

uređaji

Low-pressure, non adjustable regulators 

having a maximum outlet pressure of less 

than or equal to 200 mbar with a capacity 

of less than or equal to 4 kg/h, and their 

associated safety devices for butane, 

propane or their mixtures

EN 12864:2001/A3:2009 Napomena 3 Datum istekao

( 28.02.2010 )                             

BAS EN 13278:2008 Gasni aparati (garniture) za grijanje više 

prostorija

Open fronted gas-fired independent 

space heaters

EN 13278:2003

BAS EN 13611:2008 Sigurnosni, regulacioni i uređaji za 

upravljanje za gasne gorionike i gasne 

aparate – Opći zahtjevi

Safety and control devices for gas 

burners and gas-burning appliances - 

General requirements

EN 13611:2007 EN 13611:2000

Napomena 2.1

Datum istekao

(31.05.2008)

BAS EN 13785+A1:2009 Aparati za regulaciju pritiska najvećeg 

izlaznog pritiska zaključno do 4 bar I 

protoka zaključno do 100 kg/h, koji nisu 

obrađeni u EN 12864, za butan, propan i 

njihove smješe kao i pripadajući 

sigurnosni uređaji       

Regulators with a capacity of up to and 

including 100 kg/h, having a maximum 

nominal outlet pressure of up to and 

including 4 bar, other than those covered 

by EN 12864 and their associated safety 

devices for butane, propane or their 

mixtures

EN 13785:2005+A1:2008 EN 13785:2005            

Napomena 2.1

Datum istekao

(05.06.2009)

BAS EN 13786+A1:2009 Automatski ventili za prebacivanje s 

najvišim izlaznim pritiskom do i uključujući 

4 bar i protoka zaključno do 100 kg/h, za 

butan, propan i njihove smješe kao i 

pripadajući sigurnosni uređaji                                                 

Automatic change-over valves having a 

maximum outlet pressure of up to and 

including 4 bar with a capacity of up to 

and including 100 kg/h, and their 

associated safety devices for butane, 

propane or their mixtures

EN 13786:2004+A1:2008 EN 13786:2004

Napomena 2.1

Datum istekao

(05.06.2009)

BAS EN 13836:2008 Gasni kotlovi za centralno grijanje – 

Kotlovi vrste B nazivnog toplotnog 

opterećenja vaćeg od 300 kW, ali 

jednakog ili manjeg od 1000 kW

Gas fired central heating boilers — Type 

B boilers of nominal heat input exceeding 

300 kW, but not exceeding   1 000 kW

EN 13836:2006

BAS EN 14438:2008 Uložak za grijanje na gasovita goriva za 

zagrijavanje više prostorija

Gas-fired insets for heating more than 

one room

EN 14438:2006

BAS EN 14543+A1:2008 Odredbe za aparate na tečni naftni gas - 

Gijalice u obliku kišobrana za terase – 

Grijalice za terasu bez odvođenja 

odlaznih gasova za primjenu u slobodnoj 

atmosferi ili u dobro provjetravanom 

prostoru 

Specification for dedicated liquefied 

petroleum gas appliances –Parasol  patio 

heaters –  Flueless radiant heaters for 

outdoor or amply ventilated area use

EN 14543:2005+A1:2007 EN 14543:2005

Napomena 2.1

Datum istekao

(24.05.2008)

BAS EN 14829:2008 Gasni konvekcioni grijači prostora bez 

odvođenja odlaznih gasova nazivnog 

toplotnog opterećenja manjeg ili jednakog 

6 kW                                       

Independent gas-fired flueless space 

heaters for nominal heat input not 

exceeding 6 kW

EN 14829:2007

BAS EN 15033:2007 Akumulacioni grijač vode na tečni naftni 

gas neovisan o zraku iz prostorije za 

sanitarnu upotrebu u vozilima i čamcima

Room sealed storage water heaters for 

the production of sanitary hot water using 

LPG for vehicles and boats

EN 15033:2006
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Datum prestanka 

predpostavke 

usklađenosti 

zamijenjenog standarda                   
Oznaka BAS standarda

1
Naziv BAS standarda na jednom od 

službenih jezika
2 Naziv standarda na engleskom jeziku

3
Referentni standard(i)

4
Oznaka zamijenjenog 

standarda
5

BAS EN 15033/Cor1:2009 Akumulacioni grijač vode na tečni naftni 

gas neovisan o zraku iz prostorije za 

sanitarnu upotrebu u vozilima i čamcima

Room sealed storage water heaters for 

the production of sanitary hot water using 

LPG for vehicles and boats

EN 15033:2006/AC:2008

1  Oznaka BAS standarda: Standardizovana referentna oznaka standarda sastoji se od oznake bosanskohercegovačkog standarda (BAS), slovne oznake izvornog dokumenta

 i identifikacionog broja izvornog dokumenta i godine izdanja bosanskohercegovačkog standarda.

2  Naziv standarda na jednom od službenih jezika u Bosni i Hercegovini

3  Naziv standarda na engleskom jeziku.

4  Referentni dokument(i) je(su) dokument(i), koji je(su) bio(bili) podloga za BAS standard.

5  Oznaka zamijenjenog standarda je referentna oznaka standarda sa godinom izdanja.

* Standard je preuzet metodom prevoda.

Napomena 1:  Općenito, datum prestanka pretpostavke usklađenosti treba biti datum povlačenja (dow), stavljen van snage od Evropske organizacije za standardizaciju, ali se korisnicima ovih 

standarda skreće pažnja na činjenicu da u određenim iznimnimi slučajevima može biti i drugačije.
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