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Oznaka BAS standarda®

Naziv BAS standarda na jednom od
sluzbenih jezika®

Naziv standarda na engleskom jeziku?®

Referentni standard(i)*

Oznaka zamijenjenog
standarda®

Datum prestanka
predpostavke
uskladenosti

zamijenjenog standarda
Napomena 1

Standardi tipa A

Standardi tipa A utvrduju se osnovni pojmovi, terminologija i konstrukcijska nacela primjenjiva na sve kategorije masina. Primjena samo tih standarda, kojima se doduse osigurava temeljni okvir za
pravilnu primjenu Direktive o maSinama, nije dovoljna da se osigura uskladenost s bitnim mjerodavnim zdravstvenim i sigurnosnim zahtjevima Direktive i stoga ne omogucuje potpunu pretpostavku o

uskladenosti.

BAS EN ISO 12100:2021*

Bezbjednost masina - Opsti principi za
projektovanje - Ocjena i smanjivanje rizika

Safety of machinery - General principles
for design - Risk assessment and risk
reduction

EN ISO 12100:2010

Standardi tipa B

Standardi tipa B odnose se na posebne vidove sigurnosti masina ili posebne vrste zastitnih mjera koje se mogu primijeniti na Siroki raspon kategorija masina. Primjenom specifikacija standarda tipa B
stvara se pretpostavka o uskladenosti s bitnim zdravstvenim i sigurnosnim zahtjevima Direktive o maSinama koji su tim standardima obuhvaceni kada je standardom tipa C ili proizvodacevom
procjenom rizika dokazano da je tehni¢ko rjeSenje navedeno u standardu tipa B primjereno za odredenu kategoriju ili model doti€¢ne masine. Primjenom standarda tipa B s navedenim specifikacijama
za sigurnosne dijelove koji se zasebno stavljaju na trziSte stvara se pretpostavka o uskladenosti za doti€ne sigurnosne dijelove i za bitne zdravstvene i sigurnosne zahtjeve obuhvacene standardima.

BAS EN 547-1+A1:2010

Sigurnost masina - Dimenzije ljudskog
tijela - Dio 1: Principi za odredivanje
potrebnih dimenzija prolaza za pristup
cijelog tijela masini

Safety of machinery - Human body
measurements - Part 1: Principles for
determining the dimensions required for
openings for whole body access into
machinery

EN 547-1:1996+A1:2008

BAS EN 547-2+A1:2010

Sigurnost masina - Dimenzije ljudskog
tijela - Dio 2: Principi za odredivanje
potrebnih dimenzija slobodnih prilaza

Safety of machinery - Human body
measurements - Part 2: Principles for
determining the dimensions required for
access openings

EN 547-2:1996+A1:2008
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BAS EN 547-3+A1:2010

Sigurnost masina - Dimenzije ljudskog
tijela - Dio 3: Antropometrijski podaci

Safety of machinery - Human body
measurements - Part 3: Anthropometric
data

EN 547-3:1996+A1:2008

BAS EN 614-1+A1:2010

Sigurnost masina - Ergonomski principi
projektovanja - Dio 1: Terminologija i
opsti principi

Safety of machinery - Ergonomic design
principles - Part 1: Terminology and
general principles

EN 614-1:2006+A1:2009

BAS EN 614-2+A1:2010

Sigurnost masina - Ergonomski principi
projektovanja - Dio 2: Uzajamno dejstvo
izmedu konstrukcije masine i njene
namjene

Safety of machinery - Ergonomic design
principles - Part 2: Interactions between
the design of machinery and work tasks

EN 614-2:2000+A1:2008

BAS EN 842+A1:2010

Sigurnost masina - Vizuelni signali
opasnosti - Opsti zahtjevi, projektovanje i
ispitivanje

Safety of machinery - Visual danger
signals - General requirements, design
and testing

EN 842:1996+A1:2008

BAS EN 894-1+A1:2010

Sigurnost masina - Ergonomski zahtjevi
za projektovanje displeja i kontrolnih
aktuatora - Dio 1: Opsti principi
uzajamnog dejstva Covjeka sa displejima
i kontrolnim aktuatorima

Safety of machinery - Ergonomics
requirements for the design of displays
and control actuators - Part 1: General
principles for human interactions with
displays and control actuators

EN 894-1:1997+A1:2008

BAS EN 894-2+A1:2010

Sigurnost masina - Ergonomski zahtjevi
za projektovanje displeja i kontrolnih
aktuatora - Dio 2: Displeji

Safety of machinery - Ergonomics
requirements for the design of displays
and control actuators - Part 2: Displays

EN 894-2:1997+A1:2008

BAS EN 894-3+A1:2010

Sigurnost masina - Ergonomski zahtjevi
za projektovanje displeja i kontrolnih
aktuatora - Dio 3: Kontrolni aktuatori

Safety of machinery - Ergonomics
requirements for the design of displays
and control actuators - Part 3: Control
actuators

EN 894-3:2000+A1:2008

BAS EN 894-4:2011

Sigurnost masina - Ergonomski zahtjevi
za projektovanje displeja i kontrolnih
aktuatora - Dio 4: Lokacija i razmjestaj
displeja i kontrolnih aktuatora

Safety of machinery - Ergonomics
requirements for the design of displays
and control actuators - Part 4: Location
and arrangement of displays and control
actuators

EN 894-4:2010

BAS EN 981+A1:2010

Sigurnost mas$ina - Sistem zvuénih i
vizuelnih signala opasnosti i signala
obavjeStavanja

Safety of machinery - System of auditory
and visual danger and information signals

EN 981:1996+A1:2008

BAS EN 1005-1+A1:2010

Sigurnost masina - Fizi¢ke osobine ljudi -
Dio 1: Termini i definicije

Safety of machinery - Human physical
performance - Part 1: Terms and
definitions

EN 1005-1:2001+A1:2008

BAS EN 1005-2+A1:2010

Sigurnost masina - Fizi¢ke osobine ljudi -
Dio 2: Rukovanje maSinama i sastavnim
dijelovima masina

Safety of machinery - Human physical
performance - Part 2: Manual handling of
machinery and component parts of
machinery

EN 1005-2:2003+A1:2008

BAS EN 1005-3+A1:2010

Sigurnost masina - Fizi¢ke osobine ljudi -
Dio 3: Preporu€ene grani¢ne sile za
rukovanje masinama

Safety of machinery - Human physical
performance - Part 3: Recommended
force limits for machinery operation

EN 1005-3:2002+A1:2008
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BAS EN 1005-4+A1:2010

Sigurnost masina - Fizi¢ke osobine ljudi -
Dio 4: Procjena radnih polozZaja i pokreta
u odnosu na masinu

Safety of machinery - Human physical
performance - Part 4: Evaluation of
working postures and movements in
relation to machinery

EN 1005-4:2005+A1:2008

BAS EN 1032+A1:2010

Mehanicke vibracije - Ispitivanje pokretnih
masina u cilju odredivanja vrijednosti
emisije vibracija

Mechanical vibration - Testing of mobile
machinery in order to determine the
vibration emission value

EN 1032:2003+A1:2008

BAS EN 1093-1:2010

Sigurnost masina - Procjena emisije
opashih supstanci koje se prenose
vazduhom - Dio 1: Izbor metoda
ispitivanja

Safety of machinery - Evaluation of the
emission of airborne hazardous
substances - Part 1: Selection of test
methods

EN 1093-1:2008

BAS EN 1093-2+A1:2009

Sigurnost masina - Vrednovanje emisije
opasnih supstanci noSenih zrakom - Dio
2: Metoda gasa u tragu za mjerenje
veli¢ine emisije datog zagadivaca

Safety of machinery - Evaluation of the
emission of airborne hazardous
substances - Part 2: Tracer gas method
for the measurement of the emission rate
of a given pollutant

EN 1093-2:2006+A1:2008

BAS EN 1093-3+A1:2009

Sigurnost mas$ina - Vrednovanje emisije
opasnih supstanci noSenih zrakom - Dio
3: Metoda ispitnog stola za mjerenje
veli¢ine emisije datog zagadivaca

Safety of machinery - Evaluation of the
emission of airborne hazardous
substances - Part 3: Test bench method
for the measurement of the emission rate
of a given pollutant

EN 1093-3:2006+A1:2008

BAS EN 1093-4+A1:2009

Sigurnost masina - Vrednovanje emisije
opasnih supstanci noSenih zrakom - Dio
4: Efikasnost hvatanja izduvnog sistema -
Metoda traga

Safety of machinery - Evaluation of the
emission of airborne hazardous
substances - Part 4: Capture efficiency of
an exhaust system - Tracer method

EN 1093-4:1996+A1:2008

BAS EN 1093-6+A1:2009

Sigurnost masina - Vrednovanje emisije
opasnih supstanci noSenih zrakom - Dio
6: Dejstva odvajanja po masi bez ozrake

Safety of machinery - Evaluation of the
emission of airborne hazardous
substances - Part 6: Separation efficiency
by mass, unducted outlet

EN 1093-6:1998+A1:2008

BAS EN 1093-7+A1:2009

Sigurnost masina - Vrednovanje emisije
opasnih supstanci noSenih zrakom - Dio
7: Dejstva odvajanja po masi sa ozrakom

Safety of machinery - Evaluation of the
emission of airborne hazardous
substances - Part 7: Separation efficiency
by mass, ducted outlet

EN 1093-7:1998+A1:2008

BAS EN 1093-8+A1:2009

Sigurnost masina - Vrednovanje emisije
opasnih supstanci noSenih zrakom - Dio
8: Parametar koncentracije polutanta,
metoda ispitivanja na stolu

Safety of machinery - Evaluation of the
emission of airborne hazardous
substances - Part 8: Pollutant
concentration parameter, test bench
method

EN 1093-8:1998+A1:2008

BAS EN 1093-9+A1:2009

Sigurnost masina - Vrednovanje emisije
opasnih supstanci noSenih zrakom - Dio
9: Parametar koncentracije polutanta,
sobna metoda

Safety of machinery - Evaluation of the
emission of airborne hazardous
substances - Part 9: Pollutant
concentration parameter, room method

EN 1093-9:1998+A1:2008
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BAS EN 1093-11+A1:2009

Sigurnost masina - Vrednovanje emisije
opasnih supstanci noSenih zrakom - Dio
11: Indeks dekontaminacije

Safety of machinery - Evaluation of the
emission of airborne hazardous
substances - Part 11: Decontamination
index

EN 1093-11:2001+A1:2008

BAS EN 1127-1:2020

Eksplozivne atmosfere — Spre€avanje i
zastita od eksplozije — Dio 1: Osnovni
pojmovi i metodologija

Explosive atmospheres - Explosion
prevention and protection - Part 1: Basic
concepts and methodology

EN 1127-1:2019

BAS EN 1127-2:2020*

Eksplozivne atmosfere — Sprje€avanje
eksplozije i zastita od eksplozije — Dio 2:
Osnovni pojmovi i metodologija u
rudarstvu

Explosive atmospheres — Explosion
prevention and protection — Part 2: Basic
concepts and methodology for mining

EN 1127-2:2014

BAS EN 1299+A1:2010

Mehanicke vibracije i udari - I1zolovanje
masina od vibracija - Informacije o
primjeni izolovanja izvora

Mechanical vibration and shock -
Vibration isolation of machines -
Information for the application of source
isolation

EN 1299:1997+A1:2008

BAS EN 1837:2022

Sigurnost masina — Integralno osvjetljenje
masina

Safety of machinery - Integral lighting of
machines

EN 1837:2020

BAS EN ISO 3741:2011

Akustika - Odredivanje nivoa zvu¢ne
snage i energije izvora buke uz koristenje
zvuénoga pritiska - Precizna metoda za
reverberacione komore

Acoustics - Determination of sound power
levels and sound energy levels of noise
sources using sound pressure - Precision
methods for reverberation test rooms

EN ISO 3741:2010

BAS EN ISO 3743-1:2011

Akustika - Odredivanje nivoa zvu€ne
snage i energije izvora buke uz koristenje
zvuénoga pritiska - Inzenjerske metode
za male pokretne izvore u
reverberacionom polju - Dio 1: Uporedna
metoda za ispitivanje prostorija sa krutim
zidovima

Acoustics - Determination of sound power
levels and sound energy levels of noise
sources using sound pressure -
Engineering methods for small movable
sources in reverberant fields - Part 1:
Comparison method for a hard-walled
test room

EN ISO 3743-1:2010

BAS EN ISO 3743-2:2020

Akustika — Odredivanje razina zvuéne
shage izvora buke uz koristenje zvuénog
tlaka - InZenjerska metoda za male
pokretne izvore u poljima s odjekom —
Metode za specijalne prostorije za
ispitivanje s odjekom

Acoustics — Determination of sound
power levels of noise sources using
sound pressure — Engineering methods
for small, movable sources in reverberant
fields — Part 2: Methods for special
reverberation test rooms

EN ISO 3743-2:2019

BAS EN ISO 3744:2011

Akustika - Odredivanje nivoa zvu¢ne
snage i energije izvora buke uz koristenje
zvuénoga pritiska - InZenjerska metoda u
priblizno slobodnom polju iznad
reflektiraju¢e podloge

Acoustics - Determination of sound power
levels and sound energy levels of noise
sources using sound pressure -
Engineering methods for an essentially
free field over a reflecting plane

EN ISO 3744:2010
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BAS EN ISO 3745:2013

Akustika - Odredivanje nivoa zvuéne
shage i zvu¢ne energije izvora buke na
oshovu zvuénog pritiska - Precizne
metode za gluhe i polugluhe komore

Acoustics - Determination of sound power
levels and sound energy levels of noise
sources using sound pressure - Precision
methods for anechoic rooms and hemi-
anechoic rooms

EN ISO 3745:2012

BAS EN ISO 3745/A1:2018

Akustika - Odredivanje nivoa zvucne
shage i zvucne energije izvora buke na
oshovu zvuénog pritiska - Precizne
metode za gluhe i polugluhe komore -
Amandman 1

Acoustics - Determination of sound power
levels and sound energy levels of noise
sources using sound pressure - Precision
methods for anechoic rooms and hemi-
anechoic rooms

EN ISO 3745:2012/A1:2017

BAS EN ISO 3746:2011

Akustika - Odredivanje nivoa zvucne
shage i energije izvora buke uz koristenje
zvuénoga pritiska - Istrazna metoda
koris¢enjem mjerne povrsine, koja iznad
reflektirajuce podloge obuhvata izvor

Acoustics - Determination of sound power
levels and sound energy levels of noise
sources using sound pressure - Survey
method using an enveloping
measurement surface over a reflecting
plane

EN ISO 3746:2010

BAS EN ISO 3747:2011

Akustika - Odredivanje nivoa zvu¢ne
snage i energije izvora buke uz koristenje
zvucnoga pritiska - InZzenjersko/istrazna-
terenska metoda u reverberacionom
okruzenju

Acoustics - Determination of sound power
levels and sound energy levels of noise
sources using sound pressure -
Engineering/survey methods for use in
situ in a reverberant environment

EN ISO 3747:2010

BAS EN ISO 4413:2012

Hidraulini sistemi za prenos snage -
Opsta pravila i sigurnosni zahtjevi za
sisteme i njihove komponente

Hydraulic fluid power - General rules and
safety requirements for systems and their
components

EN ISO 4413:2010

BAS EN ISO 4414:2012

Pneumatski sistemi za prenos snage -
Opsta pravila i sigurnosni zahtjevi za
sisteme i njihove komponente

Pneumatic fluid power - General rules
and safety requirements for systems and
their components

EN ISO 4414:2010

BAS EN ISO 4871:2010

Akustika - 1zjave i provjeravanje
vrijednosti buke emitovane od masina i
opreme

Acoustics - Declaration and verification of
noise emission values of machinery and
equipment

EN ISO 4871:2009

BAS EN ISO 5136:2010

Akustika - Odredivanje snagezvuka
emitovanog u cjevovode ventilatorima i
ostalim uredajima za pokretanje vazduha -
Metoda mjerenja u cjevovodu

Akustika - Odredivanje snagezvuka
emitovanog u cjevovode ventilatorima i
ostalim uredajima za pokretanje vazduha -
Metoda mjerenja u cjevovodu

EN ISO 5136:2009

BAS EN ISO 7235:2010

Akustika - Postupci laboratorijskog
mjerenja za priguSivace cjevovoda i
elemenata vazdusnih priklju¢aka - Gubici
zbog umetanja, buka zbog proticanja i
gubitak ukupnog pritiska

Acoustics - Laboratory measurement
procedures for ducted silencers and air-
terminal units - Insertion loss, flow noise
and total pressure loss

EN ISO 7235:2009

BAS EN ISO 7731:2010

Ergonomija - Signali opasnosti za javne i
radne prostore - Zvuéni signali opasnosti

Ergonomics - Danger signals for public
and work areas - Auditory danger signals

EN ISO 7731:2008
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BAS EN ISO 9614-1:2010

Akustika - Odredivanje nivoa snage
zvuka izvora buke uz koristenje jacine
zvuka - Dio 1: Mjerenje u izdvojenim
taCkama

Acoustics - Determination of sound power
levels of noise sources using sound
intensity - Part 1: Measurement at
discrete points

EN ISO 9614-1:2009

BAS EN ISO 9614-3:2010

Akustika - Odredivanje nivoa snage
zvuka izvora buke uz koriStenje jacine
Jacine zvuka - Dio 3: Precizne metode
mjerenja skeniranjem

Acoustics - Determination of sound power
levels of noise sources using sound
intensity - Part 3: Precision method for
measurement by scanning

EN ISO 9614-3:2009

BAS EN ISO 10326-1:2018

Mehanicke vibracije - Laboratorijska
metoda za procjenu vibracija sjedista
vozila - Dio 1: Osnovni zahtjevi

Mechanical vibration - Laboratory method
for evaluating vehicle seat vibration - Part
1: Basic requirements

EN ISO 10326-1:2016

BAS EN ISO 11161:2008

Sigurnost masina - Integrisani proizvodni
sistemi -Osnovni zahtjevi

Safety of machinery - Integrated
manufacturing systems - Basic
requirements

EN ISO 11161:2007

BAS EN ISO 11161/A1:2011

Sigurnost masina - Integrisani proizvodni
sistemi -Osnovni zahtjevi - Amandman Al

Safety of machinery - Integrated
manufacturing systems - Basic
requirements - Amendment 1

EN ISO
11161:2007/A1:2010

BAS EN ISO 11201:2010

Akustika - Buka koju emituju masine i
oprema - Mjerenje emisije zvuénog
pritiska nha radnom mjestu i na drugim
odredenim mjestima - Priru¢na metoda
mjerenja u slobodnom zvu&nom polju
iznad reflektiraju¢e povrsine

Acoustics - Noise emitted by machinery
and equipment - Measurement of
emission sound pressure levels at a work
station and at other specified positions -
Engineering method in an essentially free
field over a reflecting plane

EN ISO 11201:2010

BAS EN ISO 11202/A1:2022

Akustika - Buka koju emituju masine i
oprema - Mjerenje nivoa emisije zvu¢nog
pritiska na radnom mjestu i na drugim
odredenim poloZajima, pribliznom
korekcijom uticaja okoline, na terenu -
Amandman 1

Acoustics - Noise emitted by machinery
and equipment - Determination of
emission sound pressure levels at a work
station and at other specified positions
applying approximate environmental
corrections - Amendment 1

EN ISO
11202:2010/A1:2021

BAS EN ISO 11203:2010

Akustika — Buka koju emitiraju maSine i
oprema — Mjerenje nivoa zvu¢nog pritiska
emisije na radnom mjestu i ha drugim
specificiranim mjestima u zavisnosti od
zvuéne snage

Acoustics - Noise emitted by machinery
and equipment - Determination of
emission sound pressure levels at a work
station and at other specified positions
from the sound power level

EN ISO 11203:2009

BAS EN ISO 11203/A1:2022

Akustika — Buka koju emitiraju masine i
oprema — Mjerenje nivoa zvu€nog pritiska
emisije na radnom mjestu i na drugim
specificiranim mjestima u zavisnosti od
zvucne snage - Amandman 1

Acoustics - Noise emitted by machinery
and equipment - Determination of
emission sound pressure levels at a work
station and at other specified positions
from the sound power level - Amendment
1

EN ISO
11203:2009/A1:2020
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BAS EN ISO 11204:2011

Akustika - Buka koju emituju masine i
oprema - Mjerenje nivoa emisije zvuénog
pritiska na radnom mjestu i na drugim
odredenim polozajima - Preciznom
korekcijom uticaja okoline, na terenu

Acoustics - Noise emitted by machinery
and equipment - Determination of
emission sound pressure levels at a work
station and at other specified positions
applying accurate environmental
corrections

EN ISO 11204:2010

BAS EN ISO 11205:2010

Akustika - Buka koju emitiraju masine i
oprema — InZenjerska metoda za
odredivanje nivoa emitovanja zvu¢nog
pritiska u izvoru na radnom mjestu i
na drugim odredenim polozajima
upotrebom jacine zvuka

Acoustics - Noise emitted by machinery
and equipment - Engineering method for
the determination of emission sound
pressure levels in situ at the work station
and at other specified positions using
sound intensity

EN ISO 11205:2009

BAS EN ISO 11546-1:2010

Akustika - Odredivanje karakteristika
obloga za izolaciju zvuka - Dio 1:
Mjerenje u laboratorijskim uslovima
(u svrhu izjavljivanja)

Acoustics - Determination of sound
insulation performances of enclosures -
Part 1: Measurements under laboratory
conditions (for declaration purposes)

EN ISO 11546-1:2009

BAS EN ISO 11546-2:2010

Akustika - Odredivanje karakteristika
obloga za izolaciju zvuka - Dio 2:
Mjerenje na izvoru (u svrhu prihvatanja
i verificiranja)

Acoustics - Determination of sound
insulation performances of enclosures -
Part 2: Measurements in situ (for
acceptance and verification purposes)

EN ISO 11546-2:2009

BAS EN ISO 11553-1:2021

Sigurnost masina — Laserske masine za
obradu — Dio 1: Zahtjevi za sigurnost
lasera

Safety of machinery - Laser processing
machines - Part 1: Laser safety
requirements

EN ISO 11553-1:2020

BAS EN ISO 11553-
1/A11:2022

Sigurnost masina — Laserske masine za
obradu — Dio 1: Zahtjevi za sigurnost
lasera

Safety of machinery - Laser processing
machines - Part 1: Laser safety
requirements

EN ISO 11553-
1:2020/A11:2020

BAS EN ISO 11554:2019

Optika i fotonika - Laseri i odgovarajuc¢a
laserska oprema - Metode ispitivanja za
snagu energiju i vriemenske karakteristike
laserskog snopa

Optics and photonics - Lasers and laser-
related equipment - Test methods for
laser beam power, energy and temporal
characteristics

EN ISO 11554:2017

BAS EN ISO 11688-1:2010

Akustika - Preporuceni postupci za
projektovanje nisko-bu¢nih masina i
opreme - Dio 1: Planiranje

Acoustics - Recommended practice for
the design of low-noise machinery and
equipment - Part 1: Planning

EN ISO 11688-1:2009

BAS EN ISO 11691:2010

Akustika - Mjerenje gubitaka zbog
umetanja priguSivaca zvuka u kanalima
cjevovoda bez proticanja - Laboratorijska
metoda pregleda

Laboratorijska metoda pregleda
Acoustics - Measurement of insertion loss
of ducted silencers without flow -
Laboratory survey method

EN ISO 11691:2009

BAS EN ISO 11957:2010

Akustika - Utvrdivanje zvuc¢ne izolacije
kabina - Laboratorijska i terenska
mjerenja

Acoustics - Determination of sound
insulation performance of cabins -
Laboratory and in situ measurements

EN ISO 11957:2009

BAS EN 12198-1+A1:2010

Sigurnost masina - Odredivanje i
smanjivanje rizika nastalih od zracenja
emitovanog sa masina - Dio 1: Opsti
principi

Safety of machinery - Assessment and
reduction of risks arising from radiation
emitted by machinery - Part 1: General
principles

EN 12198-1:2000+A1:2008
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BAS EN 12198-2+A1:2010

Sigurnost masina - Odredivanje i
smanjivanje rizika nastalih od zragenja
emitovanog sa masina - Dio 2: Postupak
mjerenja emitovanog zra¢enja

Safety of machinery - Assessment and
reduction of risks arising from radiation
emitted by machinery - Part 2: Radiation
emission measurement procedure

EN 12198-2:2002+A1:2008

BAS EN 12198-3+A1:2010

Sigurnost masina - Odredivanje i
smanjivanje rizika nastalog zracenjem
emitovanim sa masina - Dio 3:
Smanijivanje zracenja slabljenjem ili
zaklanjanjem

Safety of machinery - Assessment and
reduction of risks arising from radiation
emitted by machinery - Part 3: Reduction
of radiation by attenuation or screening

EN 12198-3:2002+A1:2008

BAS EN 12254:2011

Zakloni za radna mjesta sa laserom -
Sigurnosni zahtjevi i ispitivanje

Screens for laser working places - Safety
requirements and testing

EN 12254:2010

BAS EN 12254/Cor1:2012

Zakloni za radna mjesta sa laserom -
Sigurnosni zahtjevi i ispitivanje

Screens for laser working places - Safety
requirements and testing

EN 12254:2010/AC:2011

BAS EN 12786:2014

Sigurnost masina — Smjernica za izradu
odredaba o vibracijama u standardima o
sigurnosti

Safety of machinery - Requirements for
the drafting of the vibration clauses of
safety standards

EN 12786:2013

BAS EN 13490+A1:2010

Mehanicke vibracije - Industrijski kamioni -
Laboratorijska ocjena i specifikacije
vibracija sjedista rukovaoca

Mechanical vibration - Industrial trucks -
Laboratory evaluation and specification of
operator seat vibration

EN 13490:2001+A1:2008

BAS EN ISO 13732-1:2010

Ergonomija toplotnog okruZenja - Metode
za ocjenu ¢ovjekove reakcije u kontaktu
sa povrSinama - Dio 1: Vruée povrSine

Ergonomics of the thermal environment -
Methods for the assessment of human
responses to contact with surfaces - Part
1: Hot surfaces

EN ISO 13732-1:2008

BAS EN ISO 13732-3:2010

Ergonomija toplotnog okruZenja - Metode
odredivanja ljudskih reakcija u kontaktu
sa povrSinama - Dio 3: Hladne povrSine

Ergonomics of the thermal environment -
Methods for the assessment of human
responses to contact with surfaces - Part
3: Cold surfaces

EN ISO 13732-3:2008

BAS EN ISO 13753:2009

Mehanicke vibracije i udari - Vibracije
ruku - Metoda mjerenja prenosivosti
vibracija elastiénih materijala kada
opterete sistem ruka-rame

Mechanical vibration and shock - Hand-
arm vibration - Method for measuring the
vibration transmissibility of resilient
materials when loaded by the hand-arm
system

EN ISO 13753:2008

BAS EN ISO 13849-1:2021*

Sigurnost masina — Dijelovi upravljackih
sistema koji se odnose na sigurnost — Dio

Safety of machinery - Safety-related parts
of control systems - Part 1: General

EN ISO 13849-1:2015

Datum povlacenja iz
OJEU

1: Opéi principi za projektovanje principles for design 15.5.2027.
BAS EN ISO 13849-1:2024 |Sigurnost masina — Dijelovi upravljackih  |Safety of machinery - Safety-related parts [EN ISO 13849-1:2023
sistema koji se odnose na sigurnost — Dio |of control systems - Part 1: General
1: Opéi principi za projektovanje principles for design
BAS EN ISO 13849-2:2014 |Sigurnost masina - Dijelovi upravljackih Safety of machinery - Safety-related parts |EN ISO 13849-2:2012
sistema koji se odnose na sigurnost - Dio |of control systems - Part 2: Validation
2: Validacija
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BAS EN ISO 13850:2016

Sigurnost masina — Zaustavljanje u
slu¢aju opasnosti — Principi za
projektovanje

Safety of machinery — Emergency stop
function — Principles for design

EN ISO 13850:2015

BAS EN ISO 13851:2021

Sigurnost strojeva - Dvoru¢ne komande -
Funkcionalni aspekti i nacela za
projektiranje

Safety of machinery — Two-hand control
devices — Principles for design and
selection

EN ISO 13851:2019

BAS EN ISO 13854:2021

Sigurnost strojeva - Minimalni razmaci za
spre¢avanje ozljeda dijelova ljudskog tijela

Safety of machinery — Minimum gaps to
avoid crushing of parts of the human body

EN ISO 13854:2019

BAS EN ISO 13855:2011

Sigurnost masina - Odredivanje polozaja
zastitne opreme zavisno od brzina
priblizavanja dijelova ljudskog tijela

Safety of machinery - Positioning of
safeguards with respect to the approach
speeds of parts of the human body

EN ISO 13855:2010

BAS EN ISO 13856-1:2014

Sigurnost masina - Zastitni uredaji
osjetljivi na pritisak - Dio 1: OpS§ti principi
za projektovanije i ispitivanje podmetaca i
platformi osjetljivih na pritisak

Safety of machinery - Pressure-sensitive
protective devices - Part 1: General
principles for design and testing of
pressure-sensitive mats and pressure-
sensitive floors

EN ISO 13856-1:2013

BAS EN ISO 13856-2:2014

Sigurnost masina - Zastitni uredaji
osjetljivi na pritisak - Dio 2: OpS§ti principi
za projektovanje i ispitivanje traka i
poluga osjetljivih na pritisak

Safety of machinery - Pressure-sensitive
protective devices - Part 2: General
principles for design and testing of
pressure-sensitive edges and pressure-
sensitive bars

EN ISO 13856-2:2013

BAS EN ISO 13856-3:2014

Sigurnost masina - Zastitni uredaji
osjetljivi na pritisak - Dio 3: Op$ti zahtjevi
za projektovanje i ispitivanje prigusivaca,
podloga, Zica i sli¢nih uredaja osjetljivin
na pritisak

Safety of machinery - Pressure-sensitive
protective devices - Part 3: General
principles for design and testing of
pressure-sensitive bumpers, plates, wires
and similar devices

EN ISO 13856-3:2013

BAS EN ISO 13857:2021

Sigurnost strojeva — Sigurnosne
udaljenosti koje spre€avaju dohvat
podrucja opasnosti gornjim i donjim
ekstremitetima

Safety of machinery — Safety distances to
prevent hazard zones being reached by

upper
and lower limbs

EN ISO 13857:2019

BAS EN ISO 14118:2018

Sigurnost masina - Spre€avanje
neocCekivanog ukljucivanja

Safety of machinery - Prevention of
unexpected start-up

EN ISO 14118:2018

BAS EN ISO 14119:2014

Sigurnost masina - Uredaiji za blokiranje
povezani sa zastitama - Principi za
projektovanje i izbor

Safety of machinery - Interlocking devices
associated with guards - Principles for
design and selection

EN ISO 14119:2013

BAS EN ISO 14120:2016

Sigurnost masina - Zastite - Opsti zahtjevi
za projektovanje i konstrukciju
nepokretnih i pokretnih zatita

Safety of machinery — Guards —
General requirements for the design and
construction of fixed and movable quards

EN ISO 14120:2015

BAS EN ISO 14122-1:2017

Sigurnost masina — Stalna sredstva za
pristup masinama - Dio 1: I1zbor
nepokretnih sredstava

Safety of machinery - Permanent means
of access to machinery - Part 1: Choice
of fixed means of access between two
levels

EN ISO 14122-1:2016
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BAS EN ISO 14122-2:2017

Sigurnost masina — Stalna sredstva za
pristup masinama - Dio 2: Radne
platforme i staze

Safety of machinery - Permanent means
of access to machinery - Part 2: Working
platforms and walkways

EN ISO 14122-2:2016

BAS EN ISO 14122-3:2017

Sigurnost masina - Stalna sredstva za
pristup masinama - Dio 3: Stepenista,
liestve i zaStitne ograde

Safety of machinery - Permanent means
of access to machinery - Part 3: Stairs,
stepladders and guard-rails

EN ISO 14122-3:2016

BAS EN ISO 14122-4:2017

Sigurnost masina — Stalna sredstva za
pristup masinama — Dio 4 - Nepokretne
ljiestve

Safety of machinery - Permanent means
of access to machinery - Part 4: Fixed
ladders

EN ISO 14122-4:2016

BAS EN ISO 14123-1:2016

Sigurnost masina - Smanjenje rizika po
zdravlje od opasnih materija koje emituju
masine - Dio 1: Principi i specifikacije za
proizvodace masina

Safety of machinery — Reduction of risks
to health resulting from hazardous
substances emitted by machinery — Part
1: Principles and specifications for
machinery manufacturers

EN ISO 14123-1:2015

BAS EN ISO 14123-2:2016

Sigurnost masina - Smanjenje rizika po
zdravlje od opasnih materija koje emituju
masine - Dio 2: Metodologija izvodenja
postupka verifikacije

Safety of machinery — Reduction of risks
to health resulting from hazardous
substances emitted by machinery — Part
2: Methodology leading to verification
procedures

EN ISO 14123-2:2015

BAS EN ISO 14159:2009

Sigurnost masina — Higijenski zahtjevi za
projektovanje masina

Safety of machinery - Hygiene
requirements for the design of machinery

EN ISO 14159:2008

BAS EN ISO 14738:2010

Sigurnost mas$ina - Antropometrijski
zahtjevi za projektovanje radnih mjesta
na masinama

Safety of machinery - Anthropometric
requirements for the design of
workstations at machinery

EN ISO 14738:2008

BAS EN ISO 15536-1:2010

Ergonomija - Kompjutersko modelovanje
anatomije ljudskog tijela i Sabloni tijela -
Dio 1: Opsti zahtjevi

Ergonomics - Computer manikins and
body templates - Part 1: General
requirements

EN ISO 15536-1:2008

BAS EN 15967:2012

Odredivanje najveceg pritiska i najveéeg
porasta pritiska eksplozije plinova i para

Determination of maximum explosion
pressure and the maximum rate of
pressure rise of gases and vapours

EN 15967:2011

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN 15967:2023

Odredivanje najveceg pritiska eksplozije i
najveéeg porasta pritiska gasova i para

Determination of maximum explosion
pressure and the maximum rate of
pressure rise of gases and vapours

EN 15967:2022

BAS EN 16590-1:2015

Traktori i maSine za poljoprivredu i
Sumarstvo - Dijelovi upravljagkih sistema
koji se odnose na sigurnost - Dio 1: Opsti
principi za projektovanje i razvoj

Tractors and machinery for agriculture
and forestry - Safety-related parts of
control systems General principles for
design and development

EN 16590-1:2014

Datum povlacenja iz
OJEU
15.11.2025.

BAS EN 16590-2:2015

Traktori i maSine za poljoprivredu i
Sumarstvo - Dijelovi upravljagkih sistema
koji se odnose na sigurnost - Dio 2: Faza
koncepta

Tractors and machinery for agriculture
and forestry - Safety-related parts of
control systems - Part 2: Concept phase

EN 16590-2:2014

Datum povlacenja iz
OJEU
15.11.2025.
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BAS EN 17624:2023

Odredivanje granica eksplozivnosti
gasova i para pri povisenim pritiscima,
poviSenim temperaturamaiili s
oksidansima koji nisu zrak

Determination of explosion limits of gases
and vapours at elevated pressures,
elevated temperatures or with oxidizers
other than air

EN 17624:2022

BAS EN ISO 18497:2020

Masine za poljoprivredu i traktori -
Sigurnost visokoautomatizovanih
poljoprivrednih masina - Pravila za
konstruisanje

Agricultural machinery and tractors -
Safety of highly automated agricultural
machines - Principles for design

EN ISO 18497:2018

BAS EN ISO 19353:2021

Sigurnost masina - SpreCavanje i zastita
od pozara

Safety of machinery - Fire prevention and
fire protection

EN ISO 19353:2019

BAS EN ISO 20607:2021

Sigurnost masina — Priru¢nik s
uputstvima — Opéi principi za izradu

Safety of machinery - Instruction
handbook - General drafting principles

EN ISO 20607:2019

BAS EN ISO 20643:2009

Mehanicke vibracije - Ru¢no vodene
masine drzane rukama - Principi za
procjenu emitovanih vibracija

Mechanical vibration - Hand-held and
hand-guided machinery - Principles for
evaluation of vibration emission

EN ISO 20643:2008

BAS EN ISO 20643/A1:2013

Mehanicke vibracije — Ru¢no vodene
masine drZzane rukama — Principi za
procjenu emitovanih vibracija —
Amandman 1: Polozaji akcelerometra

Mechanical vibration - Hand-held and
hand-guided machinery - Principles for
evaluation of vibration emission -
Amendment 1: Accelerometer positions

EN ISO
20643:2008/A1:2012

BAS EN 60204-1:2021*

Sigurnost masina - Elektrina oprema
masina - Dio 1: Op§ti zahtjevi

Safety of machinery - Electrical
equipment of machines - Part 1: General
requirements

EN 60204-1:2018

BAS EN IEC 60204-11:2021

Sigurnost masina - Elektricna oprema
masina - Dio 11: Zahtjevi za opremu za
napone iznad 1000 V naizmjeni¢ne struje
ili 1500 V istosmjerne struje, a koji ne
prelaze 36 kV

Safety of machinery - Electrical
equipment of machines - Part 11:
Requirements for equipment for voltages
above 1 000 V AC or 1 500 V DC and not
exceeding 36 kV

EN IEC 60204-11:2019

BAS EN 60204-32:2010

Sigurnost masina — Elektricna oprema
masina - Dio 32: Zahtjevi za masine za
dizanje

Safety of machinery - Electrical
equipment of machines - Part 32:
Requirements for hoisting machines

EN 60204-32:2008

BAS EN 60204-33:2012

Sigurnost masSina — Elektrina oprema
masina - Dio 33: Zahtjevi za opremu koja
se koristi u izradi poluprovodnika

Safety of machinery - Electrical
equipment of machines - Part 33:
Requirements for semiconductor
fabrication equipment

EN 60204-33:2011

BAS EN 61310-1:2009

Sigurnost masina - Oznacavanije,
obiliezavanje i pokretanje - Dio 1: Zahtjevi
za vizuelne, zvucne i signale dodira

Safety of machinery - Indication, marking
and actuation - Part 1: Requirements for
visual, acoustic and tactile signals

EN 61310-1:2008

BAS EN 61310-2:2009

Sigurnost masina - Oznacavanije,
obiliezavanje i pokretanje - Dio 2: Zahtjevi
za obiljezavanje

Safety of machinery - Indication, marking
and actuation - Part 2: Requirements for
marking

EN 61310-2:2008
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BAS EN 61310-3:2009

Sigurnost masina - Oznacavanje,
obiliezavanje i pokretanje - Dio 3: Zahtjevi
za polozaj i funcionisanje pokretaca
(aktuatora)

Safety of machinery - Indication, marking
and actuation - Part 3: Requirements for
the location and operation of actuators

EN 61310-3:2008

BAS EN 61800-5-2:2009

Elektropogonjeni sistemi sa podesivim
brojem obrtaja — Dio 5-2: Sigurnosni
zahtjevi — Funkcionalnost

Adjustable speed electrical power drive
systems - Part 5-2: Safety requirements -
Functional

EN 61800-5-2:2007

BAS EN IEC 62061:2022

Sigurnost masina - Funkcionalna
bezbjednost sigurnosnih upravljackih
sistema

Safety of machinery - Functional safety of
safety-related control systems

EN IEC 62061:2021

BAS EN 62745:2020

Sigurnost masina - Zahtjevi za beZi¢ne
sisteme upravljanja masinama

Safety of machinery — Requirements for
cableless control systems of machinery

EN 62745:2017

BAS EN 62745/A11:2021

Sigurnost masina - Zahtjevi za bezi¢ne
sisteme upravljanja masinama

Safety of machinery - Requirements for
cableless control systems of machinery

EN 62745:2017/A11:2020

Standardi tipa C

Standardima tipa C utvrduju se specifikacije za odredenu kategoriju masine. Razne vrste masina koje pripadaju u kategoriju obuhvacenu standardima tipa C sli€éne su namjene i sli¢nog nivoa
opasnosti. Standardi tipa C mogu se pozivati na standarde tipa A ili B uz navodenje specifikacija standarda tipa A ili tipa B primjenjivih na kategoriju doticne masSine. Ako za odredeni vid sigurnosti
masine standarda tipa C odstupa od specifikacija navedenih u standardima tipa A ili tipa B, specifikacije standarda tipa C imaju prvenstvo pred specifikacijama standarda tipa A ili tipa B. Primjenom
specifikacija standarda tipa C na temelju proizvodaceve procjene rizika stvara se pretpostavka o uskladenosti s bitnim zdravstvenim i sigurnosnim zahtjevima Direktive o maSinama obuhvaéenim tim
standardom. Neki standardi tipa C sastavljene su od niza razli€itih dijelova. U prvom dijelu standarda utvrduju se opée specifikacije koje se koriste za neku grupu masina, a u ostalim dijelovima
standarda navode se specifikacije za odredene kategorije masina iz te grupe kojima se nadopunjavaju ili mijenjaju op¢e specifikacije iz prvog dijela. Za standarde tipa C ustrojene na taj nacin
pretpostavka o uskladenosti s bitnim zdravstvenim i sigurnosnim zahtjevima Direktive o maSinama stvara se primjenom opcenitog prvog dijela standarda zajedno s odgovarajuéim posebnim dijelom

standarda.

BAS EN 81-3+A1:2009

Sigurnosna pravila za konstrukciju i
ugradnju liftova - Dio 3: Elektri¢ni i
hudrauli¢ni maloteretni liftovi

Safety rules for the construction and
installation of lifts - Part 3: Electric and
hydraulic service lifts

EN 81-3:2000+A1:2008

BAS EN 81-3+A1/Cor1:2010

Sigurnosna pravila za konstrukciju i
ugradnju liftova - Dio 3: Elektri¢ni i
hudrauliéni maloteretni liftovi

Safety rules for the construction and
installation of lifts - Part 3: Electric and
hydraulic service lifts

EN 81-
3:2000+A1:2008/AC:2009

BAS EN 81-31:2011

Sigurnosna pravila za konstrukciju i
ugradniju liftova - Liftovi namijenjen
isklju€ivo za noSenje tereta - Dio 31:
Pristupacni teretni liftovi

Safety rules for the construction and
installation of lifts - Lifts for the transport
of goods only - Part 31: Accessible goods
only lifts

EN 81-31:2010

BAS EN 81-40:2022

Sigurnosna pravila za konstrukciju i
ugradnju liftova — Posebni liftovi za
transport osoba i tereta — Dio 40:
Stubi$ne i nagibne podizne platforme
namijenjene za osobe s posebnim
potrebama

Safety rules for the construction and
installation of lifts - Special lifts for the
transport of persons and goods - Part
40: Stairlifts and inclined lifting platforms
intended for persons with impaired
mobility

EN 81-40:2020
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BAS EN 81-41:2012

Sigurnosna pravila za konstrukciju i
ugradnju liftova - Posebni liftovi za prevoz
osoba i tereta - Dio 41: Vertikalne
podizne platforme namijenjene osobama
sa smanjenom pokretljivoséu

Safety rules for the construction and
installation of lifts - Special lifts for the
transport of persons and goods - Part 41:
Vertical lifting platforms intended for use
by persons with impaired mobility

EN 81-41:2010

BAS EN 81-43:2010

Sigurnosna pravila za konstrukciju i
ugradnju liftova - Posebni liftovi za prevoz
osoba i tereta - Dio 43: Liftovi za dizalice

Safety rules for the construction and
installation of lifts - Special lifts for the
transport of persons and goods - Part 43:
Lifts for cranes

EN 81-43:2009

BAS EN 115-1:2018

Sigurnost pokretnih stepenica i pokretnih
traka za prijevoz osoba — Dio 1:
Konstrukcija i ugradnja

Safety of escalators and moving walks -
Part 1: Construction and installation

EN 115-1:2017

BAS EN 267+A1:2012

Automatski gorionici za te€na goriva sa
prinudnom cirkulacijom

Automatic forced draught burners for
liquid fuels

EN 267:2009+A1:2011

BAS EN 280-1:2024

Pokretne podizne radne platforme — Dio
1: Projektni proracuni — Kriterij stabilnosti
— Konstrukcija - Sigurnost — Pregledi i
ispitivanja

Mobile elevating work platforms - Part 1:
Design calculations - Stability criteria -
Construction - Safety - Examinations and
tests

EN 280-1:2022

BAS EN 280-2:2024

Pokretne podizne radne platforme — Dio
2: Dodatni sigurnosni zahtjevi za uredaje
za podizanje tereta na podiznoj
konstrukciji i radnoj platformi

Mobile elevating work platforms - Part 2:
Additional safety requirements for load
lifting appliances on the extending lifting
structure and work platform

EN 280-2:2022

BAS EN 280+A1:2016

Pokretne podizne radne platforme —
Projektni proracuni — Kriterij stabilnosti —
Konstrukcija - Sigurnost — Pregledi i
ispitivanja

Mobile elevating work platforms - Design
calculations - Stability criteria -
Construction - Safety - Examinations and
tests

EN 280:2013+A1:2015

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 289:2015

Masine za gumu i plastiku — Masine za
oblikovanje kompresijom i prenos
kalupiranja - Sigurnosni zahtjevi

Plastics and rubber machines -
Compression moulding machines and
transfer moulding machines - Safety
requirements

EN 289:2014

Heating boilers - Part 5: Heating boilers
for solid fuels, manually and automatically

EN 303-5:2021

Datum povlagenja iz
OJ EU

stoked, nominal heat output of up to 500 2.2.2025.
kW - Terminology, requirements, testing
and marking
BAS EN 303-5+A1:2024 Kotlovi za grijanje — Dio 5: Kotlovi za Heating boilers - Part 5: Heating boilers  |EN 303-5:2021+A1:2022
grijanje za €vrsta goriva, ru¢no i for solid fuels, manually and automatically
automatski punjeni, nazivne toplotne stoked, nominal heat output of up to 500
snage do 500 kW - Terminologija, kW - Terminology, requirements, testing
zahtjevi, ispitivanje i oznaavanje and marking
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standarda®

Datum prestanka
predpostavke
uskladenosti

zamijenjenog standarda

BAS EN 378-2:2017

Rashladni sistemi i toplotne pumpe —
Sigurnosni i okolinski zahtjevi — Dio 2:
Projektovanje, konstrukcija, ispitivanje,
obiliezavanje i dokumentacija

Refrigerating systems and heat pumps -
Safety and environmental requirements -
Part 2: Design, construction, testing,
marking and documentation

EN 378-2:2016

BAS EN 415-1:2015

Sigurnost masina za pakovanje — Dio 1:
Terminologija i podjela masina za
pakovanije i pridruzene opreme

Safety of packaging machines - Part 1:
Terminology and classification of
packaging machines and associated
equipment

EN 415-1:2014

BAS EN 415-3+A1:2010

Sigurnost masina za pakovanje - Dio 3:
Masine za oblikovanje, punjenje i

Safety of packaging machines - Part 3:
Form, fill and seal machines

EN 415-3:1999+A1:2009

Datum povlacenja iz
OJEU

zatvaranje 2.2.2025.
BAS EN 415-3:2023 Sigurnost masina za pakovanje - Dio 3: Safety of packaging machines - Part 3: EN 415-3:2021
Masine za oblikovanje, punjenje i Form, fill and seal machines; fill and seal
zatvaranje machines
BAS EN 415-5+A1:2010 Sigurnost masina za pakovanje - dio 5: Safety of packaging machines - Part 5: EN 415-5:2006+A1:2009
Masine za omotavanje Wrapping machines
BAS EN 415-6:2014 Sigurnost masina za pakovanje - Dio 6: Sigurnost masina za pakovanje - Dio 6: EN 415-6:2013
Masine za omotavanje paleta Masine za omotavanje paleta
Safety of packaging machines - Part 6: Safety of packaging machines - Part 6:
Pallet wrapping machines Pallet wrapping machines
BAS EN 415-7+A1:2009 Sigurnost masina za pakovanje - Dio 7: Sigurnost masina za pakovanje - Dio 7: EN 415-7:2006+A1:2008
Zbirne i dodatne masine za pakovanje Zbirne i dodatne masine za pakovanje
Safety of packaging machines - Part 7: Safety of packaging machines - Part 7:
Group and secondary packaging Group and secondary packaging
machines machines
BAS EN 415-8:2009 Sigurnost masina za pakovanje - Dio 8: Sigurnost masina za pakovanje - Dio 8: EN 415-8:2008
Masine za uvezivanje Masine za uvezivanje
Safety of packaging machines - Part 8: Safety of packaging machines - Part 8:
Strapping machines Strapping machines
BAS EN 415-9:2010 Sigurnost masina za pakovanje - dio 9: Sigurnost masina za pakovanje - dio 9: EN 415-9:2009
Metode mjerenja buke masina za Metode mjerenja buke masina za
pakovanje, pakovnih linija i pridruzene pakovanje, pakovnih linija i pridruzene
opreme, stepen tacnosti 2i 3 opreme, stepen tacnosti 2 3
Safety of packaging machines - Part 9: Safety of packaging machines - Part 9:
Noise measurement methods for Noise measurement methods for
packaging machines, packaging lines and |packaging machines, packaging lines and
associated equipment, grade of accuracy |associated equipment, grade of accuracy
2and 3 2and 3
BAS EN 415-10:2016 Sigurnost masina za pakovanje - Dio 10: |Safety of packaging machines - Part 10: [EN 415-10:2014
Opsti zahtjevi General requirements
BAS EN 422:2010 Masine za gumu i plastiku - Masine za Plastics and rubber machines - Blow EN 422:2009
oblikovanje upuhivanjem - Sigurnosni moulding machines - Safety requirements
zahtjevi
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Oznaka BAS standarda®

Naziv BAS standarda na jednom od

Naziv standarda na engleskom jeziku3

Referentni standard(i)*

Oznaka zamijenjenog

Datum prestanka
predpostavke
uskladenosti

sluzbenih jezika® standarda® T A e
BAS EN 453:2016 Masine u prehrambenoj industriji - Food processing machinery - Dough EN 453:2014
MijeSalice za tijesto - Sigurnosni i mixers - Safety and hygiene requirements
higijenski zahtjevi
BAS EN 454:2016 Masine u prehrambenoj industriji - Food processing machinery - Planetary EN 454:2014

Planetarne mijeSalice - Sigurnosni i
higijenski zahtjevi

mixers - Safety and hygiene requirements

BAS EN 474-1+A6:2020

Masine za zemljane radove - Sigurnost -
Dio 1: Op¢i zahtjevi

Earth-moving machinery - Safety - Part 1:
General requirements

EN 474-1:2006+A6:2019

Datum povlacenja iz
OJEU
2.2.2025.

Ogranic¢enje 1: Ova se objava ne odnosi na klauzulu 5.8.1. Vidljivost — vidno polje osobe koja upravlja masinom iz predmetnog standarda, ali samo u pogledu zahtjeva standarda EN 474-
5:2006+A3:2013 za hidrauli¢ne bagere, ¢ijom se primjenom ne stvara pretpostavka o uskladenosti s temeljnim zdravstvenim i sigurnosnim zahtjevima iz tacki 1.2.2. i 3.2.1. Aneksa |. Direktivi

2006/42/EZ.

Ogranicenje 2: U pogledu Aneksa B.2. — Brze spojke, uskladenog standarda EN 474-1:2006+A6:2019 ne stvara se pretpostavka uskladenosti s temeljnim zdravstvenim i sigurnosnim zahtjevima iz
tacke 1.1.2. podtacke b), tatke 1.1.2. podtacke (c) i tatke 1.3.3. Aneksa I. Direktivi 2006/42/EZ ako se primjenjuje u kombinaciji sa zahtjevima standarda EN 474-4:2006+A2:2012 za bagere
utovarivace i standarda EN 474-5:2006+A3:2013 za hidrauli¢ne bagere.

BAS EN 474-1:2023

Masine za zemljane radove - Sigurnost -
Dio 1: Opsti zahtjevi

Earth-moving machinery - Safety - Part 1:
General requirements

EN 474-1:2022

BAS EN 474-2+A1:2011

Masine za zemljane radove - Sigurnost -
Dio 2: Zahtjevi za traktore-dozere

Earth-moving machinery - Safety - Part 2:
Requirements for tractor-dozers

EN 474-2:2006+A1:2008

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN 474-2:2023

Masine za zemljane radove - Sigurnost -
Dio 2: Zahtjevi za traktore - dozere

Earth-moving machinery - Safety - Part 2:
Requirements for tractor-dozers

EN 474-2:2022

BAS EN 474-3+A1:2011

Masine za zemljane radove - Sigurnost -
Dio 3: Zahtjevi za utovarivace

Earth-moving machinery - Safety - Part 3:
Requirements for loaders

EN 474-3:2006+A1:2009

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN 474-3:2023

Masine za zemljane radove - Sigurnost -
Dio 3: Zahtjevi za utovarivace

Earth-moving machinery - Safety - Part 3:
Requirements for loaders

EN 474-3:2022

BAS EN 474-3:2023

Masine za zemljane radove - Sigurnost -
Dio 3: Zahtjevi za utovarivace

Earth-moving machinery - Safety - Part 3:
Requirements for loaders

EN 474-3:2022/AC:2022

BAS EN 474-4+A2:2013

Masine za zemljane radove - Sigurnost -
Dio 4: Zahtjevi za rovokopace-utovarivace

Earth-moving machinery - Safety - Part 4:
Requirements for backhoe loaders

EN 474-4:2006+A2:2012

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 474-4:2023

Masine za zemljane radove - Sigurnost -
Dio 4: Zahtjevi za rovokopace-utovarivace

Earth-moving machinery - Safety - Part 4:
Requirements for backhoe loaders

EN 474-4:2022

BAS EN 474-5+A3:2014

Masine za zemljane radove - Sigurnost -
Dio 5: Zahtjevi za hidrauli¢ne rovokopace

Earth-moving machinery - Safety - Part 5:
Requirements for hydraulic excavators

EN 474-5:2006+A3:2013

Datum povlacenja iz
OJEU

2.2.2025.
BAS EN 474-5:2023 Masine za zemljane radove - Sigurnost - |Earth-moving machinery - Safety - Part 5: |EN 474-5:2022
Dio 5: Zahtjevi za hidrauli¢ne rovokopace |Requirements for hydraulic excavators
BAS EN 474-5:2023 Masine za zemljane radove - Sigurnost - |Earth-moving machinery - Safety - Part 5: |EN 474-5:2022/AC:2022
Dio 5: Zahtjevi za hidrauli¢ne rovokopace |Requirements for hydraulic excavators
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Naziv BAS standarda na jednom od
sluzbenih jezika®

Naziv standarda na engleskom jeziku3

Referentni standard(i)*

Oznaka zamijenjenog
standarda®

Datum prestanka
predpostavke
uskladenosti

zamijenjenog standarda

BAS EN 474-6+A1:2011

Masine za zemljane radove - Sigurnost -
Dio 6: Zahtjevi za samoistovarivace -
kipere

Earth-moving machinery - Safety - Part
Requirements for dumpers

EN 474-6:2006+A1:2009

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN 474-6:2023

Masine za zemljane radove - Sigurnost -
Dio 6: Zahtjevi za samoistovarivace -
kipere

Earth-moving machinery - Safety - Part 6:
Requirements for dumpers

EN 474-6:2022

BAS EN 474-7+A1:2011

Masine za zemljane radove - Sigurnost -
Dio 7: Zahtjevi za strugace - skrepere

Earth-moving machinery - Safety - Part 7:
Requirements for scrapers

EN 474-7:2006+A1:2009

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 474-7:2023

Masine za zemljane radove - Sigurnost -
Dio 7: Zahtjevi za strugace - skrepere

Earth-moving machinery - Safety - Part 7:
Requirements for scrapers

EN 474-7:2022

BAS EN 474-8+A1:2011

Masine za zemljane radove - Sigurnost -
Dio 8: Zahtjevi za grejdere

Earth-moving machinery - Safety - Part 8:
Requirements for graders

EN 474-8:2006+A1:2009

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 474-8:2023

Masine za zemljane radove - Sigurnost -
Dio 8: Zahtjevi za grejdere

Earth-moving machinery - Safety - Part 8:
Requirements for graders

EN 474-8:2022

BAS EN 474-9+A1:2011

Masine za zemljane radove - Sigurnost -
Dio 9: Zahtjevi za polagacCe cijevi

Earth-moving machinery - Safety - Part 9:
Requirements for pipelayers

EN 474-9:2006+A1:2009

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 474-9:2023

Masine za zemljane radove - Sigurnost -
Dio 9: Zahtjevi za polagace cijevi

Earth-moving machinery - Safety - Part 9:
Requirements for pipelayers

EN 474-9:2022

BAS EN 474-10+A1:2011

Masine za zemljane radove - Sigurnost -
Dio 10: Zahtjevi za rovokopace

Earth-moving machinery - Safety - Part
10:Requirements for trenchers

EN 474-10:2006+A1:2009

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 474-10:2023

Masine za zemljane radove — Sigurnost -
Dio 10: Zahtjevi za rovokopace

Earth-moving machinery - Safety - Part
10: Requirements for trenchers

EN 474-10:2022

BAS EN 474-11+A1:2011

Masine za zemljane radove - Sigurnost -
Dio 12: Zahtjevi za bagere s uzadima

Earth-moving machinery - Safety - Part
11:Requirements for earth and landfill
compactors

EN 474-11:2006+A1:2008

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 474-11:2023

Masine za zemljane radove - Sigurnost -
Dio 11: Zahtjevi za konpaktore tla i
nasipnog materijala

Earth-moving machinery - Safety - Part
11: Requirements for earth- and landfill
compactors

EN 474-11:2022

BAS EN 474-12+A1:2011

Masine za zemljane radove - Sigurnost -
Dio 12: Zahtjevi za bagere s uzadima

Earth-moving machinery - Safety - Part
12: Requirements for cable excavators

EN 474-12:2006+A1:2008

Datum povlacenja iz
OJEU

2.2.2025.
Masine za zemljane radove - Sigurnost - |Earth-moving machinery - Safety - Part EN 474-12:2022
BAS EN 474-12:2023 Dio 12: Zahtjevi za bagere sa sajlama 12: Requirements for cable excavators
BAS EN 474-13:2023 Masine za zemljane radove — Sigurnost — [Earth-moving machinery - Safety - Part EN 474-13:2022
Dio 13: Zahtjevi za valike 13: Requirements for rollers
BAS EN 500-1+A1:2010 Pokretne masine za izgradnju puteva - Mobile road construction machinery - EN 500-1:2006+A1:2009
Sigurnost - Dio 1: Zajednicki zahtjevi Safety - Part 1: Common requirements
BAS EN 500-2+A1:2010 Pokrete masine za izgradnju puteva - Mobile road construction machinery - EN 500-2:2006+A1:2008
Sigurnost - Dio 2: Posebni zahtjevi za Safety - Part 2: Specific requirements for
masine za struganje puteva road-milling machines
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predpostavke
uskladenosti

zamijenjenog standarda

BAS EN 500-3+A1:2010

Pokrete masSine za izgradnju puteva -
Sigurnost - Dio 3: Posebni zahtjevi za
stabilizaciju tla i maSine za reciklazu

Mobile road construction machinery -
Safety - Part 3: Specific requirements for
soil-stabilising machines and recycling
machines

EN 500-3:2006+A1:2008

BAS EN 500-4:2012

Pokretne masine za izgradnju cesta -
Sigurnost - Dio 4: Posebni zahtjevi za
masine za nabijanje

Mobile road construction machinery -
Safety - Part 4: Specific requirements for
compaction machines

EN 500-4:2011

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 500-6+A1:2009

Pokretne masine za izgradnju puteva -
Sigurnost - Dio 4: Posebni zahtjevi za
masine za nabijanje

Mobile road construction machinery -
Safety - Part 6: Specific requirements for
paver-finishers

EN 500-6:2006+A1:2008

BAS EN 528+A1:2024

Regalne dizalice i oprema — Sigurnosni
zahtjevi za S/R masine

Rail dependent storage and retrieval
equipment - Safety requirements for S/R
machines

EN 528:2021+A1:2022

BAS EN 536:2016

Masine za izgradnju puteva - Postrojenja
za mijeSanje asfalta - Sigurnosni zahtjevi

Road construction machines - Mixing
plants for road construction materials -
Safety requirements

EN 536:2015

BAS EN 609-1:2018

Masine za poljoprivredu i Sumarstvo -
Sigurnost cjepaca trupaca - Dio 1:
Klinasti cjepaci

Agricultural and forestry machinery -
Safety of log splitters - Part 2: Screw
splitters

EN 609-1:2017

BAS EN 609-2+A1:2010

Masine za poljoprivredu i Sumarstvo -
Sigurnost cjepaca trupaca - Dio 2: Vij€ani
cjepadi

Agricultural and forestry machinery -
Safety of log splitters - Part 2: Screw
splitters

EN 609-2:1999+A1:2009

BAS EN 617+A1:2012

Oprema i sistemi za kontinualni transport -
Sigurnosni zahtjevi i zahtjevi za
elektromagnetsku kompatibilnost opreme
za skladiStenje rasutih materijala u
silosima, bunkerima, posudama i lijevcima

Continuous handling equipment and
systems - Safety and EMC requirements
for the equipment for the storage of bulk
materials in silos, bunkers, bins and
hoppers

EN 617:2001+A1:2010

BAS EN 618+A1:2012

Oprema i sistemi za kontinualni transport -
Sigurnosni zahtjevi i zahtjevi za
elektromagnetsku kompatibilnost opreme
za mehanicko rukovanje rasutim
materijalom, osim nepokretnih trakastih
transportera

Continuous handling equipment and
systems - Safety and EMC requirements
for equipment for mechanical handling of
bulk materials except fixed belt conveyors

EN 618:2002+A1:2010

BAS EN 619+A1:2012

Oprema i sistemi za kontinualni transport -
Sigurnosni zahtjevi i zahtjevi za

Continuous handling equipment and
systems - Safety and EMC requirements

EN 619:2002+A1:2010

Datum povlagenja iz
OJ EU

elektromagnetsku kompatibilnost opreme |for equipment for mechanical handling of 2.2.2025.
za mehanicko rukovanje komadnim unit loads
teretima
BAS EN 619:2024 Oprema i sistemi za kontinualni transport - |Continuous handling equipment and EN 619:2022
Sigurnosni zahtjevi za opremu za systems - Safety requirements for
mehanicko rukovanje jedini¢nim teretima |equipment for mechanical handling of unit
loads
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BAS EN 620+A1:2012

Oprema i sistemi za kontinualni transport -
Sigurnosni zahtjevi i zahtjevi za
elektromagnetsku kompatibilnost opreme
za nepokretne trakaste transportere za
rasute materijale

Continuous handling equipment and
systems - Safety and EMC requirements
for fixed belt conveyors for bulk materials

EN 620:2002+A1:2010

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN 620:2024

Oprema i sistemi za kontinualni transport -
Sigurnosni zahtjevi za fiksne trakaste
transportere za rasute materijale

Continuous handling equipment and
systems - Safety requirements for fixed
belt conveyors for bulk materials

EN 620:2021

BAS EN 676+A2:2009

Automatski gorionici sa ventilatorom na
gasovita goriva

Automatic forced draught burners for
gaseous fuels

EN 676:2003+A2:2008

BAS EN 676+A2/Corl1:2009

Automatski gorionici sa ventilatorom na
gasovita goriva

Automatic forced draught burners for
gaseous fuels

EN
676:2003+A2:2008/AC:2008

BAS EN 690:2015

Masine za poljoprivredu - Rasipaci
gnojiva - Sigurnost

Agricultural machinery - Manure
spreaders - Safety

EN 690:2013

BAS EN 703+A1:2010

Masine za poljoprivredu - MaSine za
utovar, mijesanje i/ili sjeckanje i
distribuciju silazne sto¢ne hrane -
Sigurnost

Agricultural machinery - Silage loading,
mixing and/or chopping and distributing
machines - Safety

EN 703:2004+A1:2009

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 703:2022

Masine za poljoprivredu - Sigurnost -
Masine za utovar, mijeSanje i/ili sjeckanje
i distribuciju silazne sto€ne hrane

Agricultural machinery - Safety - Silage
loading, mixing and/or chopping and
distributing machines

EN 703:2021

BAS EN 706+A1:2010

Masine za poljoprivredu - MaSine za
kidanje izdanaka vinove loze - Sigurnost

Agricultural machinery - Vine shoot
tipping machines - Safety

EN 706:1996+A1:2009

BAS EN 707:2020

Masine za poljoprivredu - Cisterne za
te€no gnojivo - Sigurnost

Agricultural machinery - Slurry tankers -
Safety

EN 707:2018

BAS EN 709+A4:2014

Masine za poljoprivredu i Sumarstvo —
Ruéno upravljani traktori sa rotacionom
kopacicom i dodatkom pogonskih
toCkova i ostalih oruda za obradu tla -
Sigurnost

Agricultural and forestry machinery -
Pedestrian controlled tractors with
mounted rotary cultivators, motor hoes,
motor hoes with drive wheel(s) - Safety

EN 709:1997+A4:2009

BAS EN 709+A4/Cor1:2014

Masine za poljoprivredu i Sumarstvo —
Ruéno upravljani traktori sa rotacionom
kopacicom i dodatkom pogonskih
toCkova i ostalih oruda za obradu tla -
Sigurnost

Agricultural and forestry machinery -
Pedestrian controlled tractors with
mounted rotary cultivators, motor hoes,
motor hoes with drive wheel(s) - Safety

EN
709:1997+A4:2009/AC:2012

BAS EN 710+A1:2011

Sigurnosni zahtjevi za masine i
postrojenja za kalupovanje i izradu jezgri
u livnicama i za pripadajuéu opremu

Safety requirements for foundry moulding
and coremaking machinery and plant
associated equipment

EN 710:1997+A1:2010

Datum povlacenja iz
OJEU
2.2.2025.
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BAS EN 710+A1/Cor1:2013

Sigurnosni zahtjevi za masine i
postrojenja za kalupovanje i izradu jezgri
u livnicama i za pripadajuéu opremu

Safety requirements for foundry moulding
and coremaking machinery and plant
associated equipment

EN
710:1997+A1:2010/AC:2012

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN 741+A1:2012

Oprema i sistemi za kontinualni transport -
Sigurnosni zahtjevi i zahtjevi za sisteme i
njihove komponenata za pneumatski
transport rasutih materijala

Continuous handling equipment and
systems - Safety requirements for
systems and their components for
pneumatic handling of bulk materials

EN 741:2000+A1:2010

BAS EN 746-1+A1:2010

Industrijska oprema za termicku obradu -
Dio 1: Opésti zahtjevi za sigurnost opreme
za termicku obradu

Industrial thermoprocessing equipment -
Part 1: Common safety requirements for
industrial thermoprocessing equipment

EN 746-1:1997+A1:2009

BAS EN 746-2:2012

Industrijska oprema za termicku obradu -
Dio 2: Sigurnosni zahtjevi za sisteme za
sagorijevanje i rukovanje gorivom

Industrial thermoprocessing equipment -
Part 2: Safety requirements for
combustion and fuel handling systems

EN 746-2:2010

BAS EN 746-3+A1:2010

Industrijska oprema za termic¢ku obradu -
Dio 3: Sigurnosni zahtjevi za proizvodnju i
upotrebu atmosferskih gasova

Industrial thermoprocessing equipment -
Part 3: Safety requirements for the
generation and use of atmosphere
gases

EN 746-3:1997+A1:2009

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 746-3:2023

Industrijska oprema za termicku obradu -
Dio 3: Sigurnosni zahtjevi za proizvodnju i
upotrebu atmosferskih gasova

Industrial thermoprocessing equipment -
Part 3: Safety requirements for the
generation and use of atmosphere gases

EN 746-3:2021

BAS EN 809+A1:2010

Pumpe i pumpne jedinice za tekucine -
Opc¢i sigurnosni zahtjevi

Pumps and pump units for liquids -
Common safety requirements

EN 809:1998+A1:2009

BAS EN 809+A1/Cor1:2012

Pumpe i pumpne jedinice za tekucine -
Op¢i sigurnosni zahtjevi

Pumps and pump units for liquids -
Common safety requirements

EN
809:1998+A1:2009/AC:2010

BAS EN 818-1+A1:2009

Kratkoclani zavareni lanci za dizanje -
Sigurnost - Dio 1: Op¢i uslovi preuzimanja

Short link chain for lifting purposes -
Safety - Part 1: General conditions of
acceptance

EN 818-1:1996+A1:2008

BAS EN 818-2+A1:2009

Kratkoclani zavareni lanci za dizanje -
Sigurnost - Dio 2: Zavareni lanci srednjih
tolerancija za lan¢ane priveznice - Klasa 8

Short link chain for lifting purposes -
Safety - Part 2: Medium tolerance chain
for chain slings - Grade 8

EN 818-2:1996+A1:2008

BAS EN 818-3+A1:2009

Kratko€lani zavareni lanci za dizanje -
Sigurnost - Dio 3: Zavareni lanci srednjih
tolerancija za lan¢ane priveznice - Klasa 4

Short link chain for lifting purposes -
Safety - Part 3: Medium tolerance chain
for chain slings - Grade 4

EN 818-3:1999+A1:2008

BAS EN 818-4+A1:2009

Kratkoclani zavareni lanci za dizanje -
Sigurnost - Dio 4: Lan€ane priveznice -
Klasa 8

Short link chain for lifting purposes -
Safety - Part 4: Chain slings - Grade 8

EN 818-4:1996+A1:2008

BAS EN 818-5+A1:2009

Kratko€lani zavareni lanci za dizanje -
Sigurnost - Dio 5: LanCane priveznice -
Klasa 4

Short link chain for lifting purposes -
Safety - Part 5: Chain slings - Grade 4

EN 818-5:1999+A1:2008
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BAS EN 818-6+A1:2009

Kratko€lani zavareni lanci za dizanje -
Sigurnost - Dio 6: Lan¢ane priveznice -
Specifikacija informacija za upotrebu i
odrzavanje koje osigurava proizvodac

Short link chain for lifting purposes -
Safety - Part 6: Chain slings -
Specification for information for use and
maintenance to be provided by the
manufacturer

EN 818-6:2000+A1:2008

BAS EN 818-7+A1:2009

Kratko€lani zavareni lanci za dizanje -
Sigurnost - Dio 7: Fino tolerisani lanci za
dizalice, Klasa T (Tipovi T, DAT i DT)

Short link chain for lifting purposes -
Safety - Part 7: Fine tolerance hoist
chain, Grade T (Types T, DAT and DT)

EN 818-7:2002+A1:2008

BAS EN 848-2+A2:2013

Sigurnost masina za obradu drveta —
Jednostrane masine za oblikovanje sa
rotacionim alatom - Dio 2: Jedovretene
glodalice sa ru¢nim/mehanickim
posmakom

Safety of woodworking machines - One
side moulding machines with rotating tool
- Part 2: Single spindle hand
fed/integrated fed routing machines

EN 848-2:2007+A2:2012

BAS EN 869+A1:2010

Sigurnost masina - Sigurnosni zahtjevi za
livenje metala pod pritiskom u kokile

Safety of machinery - Safety
requirements for pressure metal
diecasting units

EN 869:2006+A1:2009

BAS EN 908+A1:2010

Masine za poljoprivredu i Sumarstvo -
Masine za navodnjavanje sa koturom -
Sigurnost

Agricultural and forestry machinery - Reel
machines for irrigation - Safety

EN 908:1999+A1:2009

BAS EN 909+A1:2010

Masine za poljoprivredu i Sumarstvo -
Tipovi centralno obrtnih i bo¢no pokretnih
masina za navodnjavanje - Sigurnost

Agricultural and forestry machinery -
Centre pivot and moving lateral types
irrigation machines - Safety

EN 909:1998+A1:2009

BAS EN 930+A2:2010

Masine za izradu obuce, proizvoda od
koze i vjeStacke koze - MaSine za grubu
obradu, €iS¢enje, poliranje i podrezivanje -
Sigurnosni zahtjevi

Footwear, leather and imitation leather
goods manufacturing machines -
Roughing, scouring, polishing and
trimming machines - Safety requirements

EN 930:1997+A2:2009

BAS EN 931+A2:2010

Masine za izradu obuce - Prese za
oblikovanje - Sigurnosni zahtjevi

Footwear manufacturing machines -
Lasting machines - Safety requirements

EN 931:1997+A2:2009

BAS EN 957-6+A1:2015

Nepomi€ne sprave za vjezbanje - Dio 6:
Pokretne trake za tr€anje, dodatni
posebni sigurnosni zahtjevi i metode
ispitivanja

Stationary training equipment - Part 6:
Treadmills, additional specific safety
requirements and test methods

EN 957-6:2010+A1:2014

BAS EN 972+A1:2012

Masine za Stavljenje - MaSine sa valjcima
za naizmjenicno kretanje - Sigurnosni
zahtjevi

Tannery machines - Reciprocating roller
machines - Safety requirements

EN 972:1998+A1:2010

BAS EN 972+A1/Cor1:2012

Masine za Stavljenje - MaSine sa valjcima
za naizmjenicno kretanje - Sigurnosni
zahtjevi

Tannery machines - Reciprocating roller
machines - Safety requirements

EN 972:1998+
A1:2010/AC:2011

BAS EN 1010-1+A1:2012

Sigurnost masina - Sigurnosni zahtjevi za
projektovanje i konstrukciju masina za
Stampanije i oblikovanje papira - Dio 1:
Opsti zahtjevi

Safety of machinery - Safety
requirements for the design and
construction of printing and paper
converting machines - Part 1: Common
requirements

EN 1010-1:2004+A1:2010
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BAS EN 1010-2+A1:2011

Sigurnost masina - Sigurnosni zahtjevi za
projektovanje i konstrukciju masina za
Stampanje i oblikovanje papira - Dio 2:
Masine za Stampanije i lakiranje
uklju€ujuci pripremu Stampe

Safety of machinery - Safety
requirements for the design and
construction of printing and paper
converting machines - Part 2: Printing
and varnishing machines including pre-
press machinery

EN 1010-2:2006+A1:2010

BAS EN 1010-3+A1:2010

Sigurnost masina - Sigurnosni zahtjevi za
projektovanje i konstrukciju masina za
Stampanje i oblikovanje papira - Dio 3:
Masine za sjecenje

Safety of machinery - Safety
requirements for the design and
construction of printing and paper
converting machines - Part 3: Cutting
machines

EN 1010-3:2002+A1:2009

BAS EN 1010-4+A1:2010

Sigurnost masina - Sigurnosni zahtjevi za
projektovanje i konstrukciju masina za
Stampanije i oblikovanje papira - Dio 4:
Knjigovezacke masine, masSine za
oblikovanje papira i ma$ine za zavrSnu
obradu

Safety of machinery - Safety
requirements for the design and
construction of printing and paper
converting machines - Part 4:
Bookbinding, paper converting and
finishing machines

EN 1010-4:2004+A1:2009

BAS EN 1012-1:2012

Kompresori i vakuum-pumpe - Sigurnosni
zahtjevi - Dio 1: Kompresori

Compressors and vacuum pumps -
Safety requirements - Part 1: Air
compressors

EN 1012-1:2010

BAS EN 1012-2+A1:2011

Kompresori i vakuum-pumpe - Sigurnosni
zahtjevi - Dio 2: Vakuum-pumpe

Compressors and vacuum pumps -
Safety requirements - Part 2: Vacuum
pumps

EN 1012-2:1996+A1:2009

BAS EN 1012-3:2015

Kompresori i vakuum pumpe - Sigurnosni
zahtjevi - Dio 3: Procesni kompresori

Compressors and vacuum pumps -
Safety requirements - Part 3: Process
compressors

EN 1012-3:2013

BAS EN 1028-1+A1:2009

Protivpozarne pumpe - Protivpozarne
centrifugalne pumpe sa ruc¢icom - Dio 1:
Klasifikacija — Op$ti i sigurnosni zahtjevi

Fire-fighting pumps - Fire-fighting
centrifugal pumps with primer - Part 1:
Classification - General and safety
requirements

EN 1028-1:2002+A1:2008

BAS EN 1028-2+A1:2009

Protivpozarne pumpe - Protivpozarne
centrifugalne pumpe sa ruc¢icom - Dio 2:
Verifikacija opstih sigurnosnih zahtjeva

Firefighting pumps - Firefighting
centrifugal pumps with primer - Part 2:
Verification of general and safety
requirements

EN 1028-2:2002+A1:2008

BAS EN 1034-1+A1:2011

Sigurnost masina - Bezbjednosni zahtjevi
za projektovanje i konstrukciju masina za
pravljenje papira i maSina za zavrsnu
obradu - Dio 1: Opéti zahtjevi

Safety of machinery - Safety
requirements for the design and
construction of paper making and
finishing machines - Part 1: Common
requirements

EN 1034-1:2000+A1:2010

BAS EN 1034-2+A1:2011

Sigurnost masina - Bezbjednosni zahtjevi
za projektovanje i konstrukciju masina za
pravljenje papira i masina za zavrsnu
obradu - Dio 2: DobosSi za skidanje kore

Safety of machinery - Safety
requirements for the design and
construction of paper making and
finishing machines - Part 2: Barking
drums

EN 1034-2:2005+A1:2009
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BAS EN 1034-3:2012

Sigurnost masina -Sigurnosni zahtjevi za
projektovanje i konstrukciju masina za
pravljenje papira i masina za zavrsnu
obradu - Dio 3: MasSine za namotavanje,
rezanje i savijanje slojeva

Safety of machinery - Safety
requirements for the design and
construction of paper making and
finishing machines - Part 3: Rereelers
and winders

EN 1034-3:2011

BAS EN 1034-4+A1:2011

Sigurnost masina - Bezbjednosni zahtjevi
za projektovanje i konstrukciju masina za

Safety of machinery - Safety
requirements for the design and

EN 1034-4:2005+A1:2009

Datum povlacenja iz
OJEU

pravljenje papira i masina za zavrsnu construction of paper making and 2.2.2025.
obradu - Dio 4: MaSine za proizvodnju finishing machines - Part 4: Pulpers and
kaSaste drvne mase i sredstva za njihovo [their loading facilities
punjenje
BAS EN 1034-4:2023 Sigurnost masina - Sigurnosni zahtjevi za |Safety of machinery - Safety EN 1034-4:2021
projektovanje i konstrukciju masina za requirements for the design and
pravljenje papira i masina za zavr$nu construction of paper making and
obradu - Dio 4: Ka8asta drvna masa i finishing machines - Part 4: Pulpers and
sredstva za njeno punjenje their loading facilities
BAS EN 1034-5+A1:2011  |Sigurnost masina - Bezbjednosni zahtjevi |Safety of machinery - Safety EN 1034-5:2005+A1:2009
za projektovanje i konstrukciju masina za |requirements for the design and
pravljenje papira i masina za zavr$nu construction of paper making and
obradu - Dio 5: MaSine za izradu listova  [finishing machines - Part 5: Sheeters
BAS EN 1034-6+A1:2011  |Sigurnost masina - Bezbjednosni zahtjevi |Safety of machinery - Safety EN 1034-6:2005+A1:2009
za projektovanje i konstrukciju masina za |[requirements for the design and
pravljenje papira i maSina za zavrSnu construction of paper making and
obradu - Dio 6: Glacalica finishing machines - Part 6: Calender
BAS EN 1034-7+A1:2011  |Sigurnost masina - Bezbjednosni zahtjevi |Safety of machinery - Safety EN 1034-7:2005+A1:2009
za projektovanje i konstrukciju masina za |requirements for the design and
pravljenje papira i masina za zavr$nu construction of paper making and
obradu - Dio 7: Kade finishing machines - Part 7: Chests
BAS EN 1034-8:2013 Sigurnost masina — Sigurnosni zahtjevi za |Safety of machinery - Safety EN 1034-8:2012
projektovanje i konstrukciju masina za requirements for the design and
izradu papira i maS8ina za zavrsnu obradu |construction of paper making and
- Dio 8: Postrojenja za preradu finishing machines - Part 8: Refining
plants
BAS EN 1034-13+A1:2011 |Sigurnost masina - Bezbjednosni zahtjevi |Safety of machinery - Safety EN 1034-13:2005+A1:2009
za projektovanje i konstrukciju masina za |requirements for the design and
pravljenje papira i masina za zavrsnu construction of paper making and
obradu - Dio 13: MaSine za razvezivanje |[finishing machines - Part 13: Machines
bala i elemenata for de-wiring bales and units
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BAS EN 1034-14+A1:2011

Sigurnost masina - Bezbjednosni zahtjevi
za projektovanje i konstrukciju masina za
pravljenje papira i masina za zavrsnu
obradu - Dio 14: Masine za rezanje rolni

Safety of machinery - Safety
requirements for the design and
construction of paper making and
finishing machines - Part 14: Reel splitter

EN 1034-14:2005+A1:2009

BAS EN 1034-16:2013

Sigurnost masina - Sigurnosni zahtjevi

za projektovanje i konstrukciju masina za
izradu papira i masina za zavrsnu obradu
- Dio 16: Masine za izradu papira i kartona

Safety of machinery - Safety
requirements for the design and
construction of paper making and
finishing machines - Part 16: Paper and
board making machines

EN 1034-16:2012

BAS EN 1034-17:2013

Sigurnost masina - Sigurnosni zahtjevi
za projektovanje i konstrukciju masina za
izradu papira i masina za zavrsnu obradu
- Dio 17: MaSine za izradu mekanog krep
papira

Safety of machinery - Safety
requirements for the design and
construction of paper making and
finishing machines - Part 17: Tissue
making machines

EN 1034-17:2012

BAS EN 1034-21:2013

Sigurnost masina - Sigurnosni zahtjevi
za projektovanje i konstrukciju masina za
izradu papira i maSina za zavrSnu obradu
- Dio 21: MaSine za premazivanje

Safety of machinery - Safety
requirements for the design and
construction of paper making and
finishing machines - Part 21: Coating
machines

EN 1034-21:2012

BAS EN 1034-22+A1:2011

Sigurnost masSina - Bezbjednosni zahtjevi
za projektovanje i konstrukciju masina za
pravljenje papira i maSina za zavrSnu
obradu - Dio 22: Mlinovi za drvo

Safety of machinery - Safety
requirements for the design and
construction of paper making and
finishing machines - Part 22: Wood
Grinders

EN 1034-22:2005+A1:2009

BAS EN 1034-26:2013

Sigurnost masina - Sigurnosni zahtjevi
za projektovanje i konstrukciju masina za
izradu papira i ma$ina za zavr$nu obradu
- Dio 26: MaSine za pakovanje u rolne

Safety of machinery - Safety
requirements for the design and
construction of paper making and
finishing machines - Part 26: Roll
packaging machines

EN 1034-26:2012

BAS EN 1034-27:2013

Sigurnost masina - Sigurnosni zahtjevi
za projektovanje i konstrukciju mas$ina za
izradu papira i ma8ina za zavr$nu obradu
- Dio 27: Sistemi za rukovanje rolnama

Safety of machinery - Safety
requirements for the design and
construction of paper making and
finishing machines - Part 27: Roll
handling systems

EN 1034-27:2012

BAS EN 1114-1:2013

Masine za plastiku i gumu - Ekstruderi i
linije za ekstrudiranje - Dio 1: Sigurnosni
zahtjevi za ekstrudere

Plastics and rubber machines - Extruders
and extrusion lines - Part 1: Safety
requirements for extruders

EN 1114-1:2011

BAS EN 1114-3:2020

Masine za plastiku i gumu — Ekstruderi i
linije za ekstrudiranje — Dio 3: Sigurnosni
zahtjevi za izvlaCenje

Plastics and rubber machines - Extruders
and extrusion lines - Part 3: Safety
requirements for haul-offs

EN 1114-3:2019

BAS EN 1175:2021

Sigurnost vozila za unutrasnji transport -
ElektriCni/elektronski zahtjevi

Safety of industrial trucks -
Electrical/electronic requirements

EN 1175:2020
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BAS EN 1218-1+A1:2010

Sigurnost masina za obradu drveta —
Masine za izradu pera i utora - Dio 1:
Jednostrane masine za izradu pera i
utora sa pokretnim stolom

Safety of woodworking machines -
Tenoning machines - Part 1: Single end
tenoning machines with sliding table

EN 1218-1:1999+A1:2009

Datum povlacenja iz
OJ EU
15.11.2025.

BAS EN 1218-2+A1:2010

Sigurnost masina za obradu drveta -
Masine za izradu pera i utora - Dio 2:
Dvostrane masine za izradu pera i utora
i/ili maSine za profilno glodanje sa
posmakom pomocu lanca ili lanaca

Safety of woodworking machines -
Tenoning machines - Part 2: Double end
tenoning and/or profiling machines fed by
chain or chains

EN 1218-2:2004+A1:2009

Datum povlacenja iz
OJEU
15.11.2025.

BAS EN 1218-3+A1:2010

Sigurnost masina za obradu drveta —
Masine za izradu pera i utora - Dio 3:
Ruéno pogonjen masine za izradu pera i
utora sa pomi¢nim stolom za rezanje
konstruktivnog drveta

Safety of woodworking machines -
Tenoning machines - Part 3: Hand fed
tenoning machines with sliding table for
cutting structural timbers

EN 1218-3:2001+A1:2009

BAS EN 1218-5+A1:2010

Sigurnost masina za obradu drveta —
Masine za izradu pera i utora - Dio 5:
Jednostrane profilne masine sa fiksnim
stolom i pogonskim valjcima ili
pogonskim lancem

Safety of woodworking machines -
Tenoning machines - Part 5: One side
profiling machines with fixed table and
feed rollers or feed chain

EN 1218-5:2004+A1:2009

Datum povlacenja iz
OJEU
15.11.2025.

BAS EN 1247+A1:2011

Masine za livarstvo - Sigurnosni zahtjevi
za livarske lonce, opremu za livenje,

centrifugalne masine za livenje i maSine
za kontinuirano i polukontinuirano livenje

Foundry machinery - Safety requirements
for ladles, pouring equipment, centrifugal
casting machines, continuous and semi
continuous casting machines

EN 1247:2004+A1:2010

BAS EN 1248+A1:2010

Masine za livarstvo - Sigurnosni zahtjevi
za opremu za abrazivno pjeskarenje

Foundry machinery - Safety requirements
for abrasive blasting equipment

EN 1248:2001+A1:2009

BAS EN 1265+A1:2010

Sigurnost masina - Propisi za ispitivanje
buke livarskih masina i opreme

Safety of machinery - Noise test code for
foundry machines and equipment

EN 1265:1999+A1:2008

BAS EN 1374+A1:2011

Masine za poljoprivredu - Stacionirani
istovaraci za okrugle silose - Sigurnost

Agricultural machinery - Silos stationary
unloaders for round silos - Safety

EN 1374:2000+A1:2010

BAS EN 1398:2010

Nagibne platforme - Sigurnosni zahtjevi
Dock levellers - Safety requirements

Nagibne platforme - Sigurnosni zahtjevi
Dock levellers - Safety requirements

EN 1398:2009

BAS EN 1417:2016

Masine za gumu i plastiku - Mlinovi sa
dva valjka - Sigurnosni zahtjevi

Plastics and rubber machines - Two roll
mills - Safety requirements

EN 1417:2014

Datum povlacenja iz
OJEU
15.11.2025.

Plastics and rubber machines - Two-roll
mills - Safety requirements

EN 1417:2023

BAS EN 1459-1:2018

Terenska vozila — Zahtjevi za sigurnost i
verifikaciju — Dio 1: ViljuSkari s
promjenljivim dohvatom

Rough-terrain trucks - Safety
requirements and verification - Part 2:
Variable-reach trucks

EN 1459-1:2017
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BAS EN 1459-2+A1:2020

Terenski viljuSkari - Sigurnosni zahtjevi i
verifikacija — Dio 2: Okretni viljuskari
promjenljivog dohvata

Rough-terrain trucks - Safety
requirements and verification - Part 2:
Slewing variable-reach trucks

EN 1459-2:2015+A1:2018

BAS EN 1459-5:2022

Terenski viljuSkari - Sigurnosni zahtjevi i
verifikacija — Dio 5: Priklju¢ni interfejs

Rough-terrain trucks - Safety
requirements and verification - Part 5:
Attachment interface

EN 1459-5:2020

BAS EN 1492-1+A1:2010

Tekstilne priveznice - Sigurnost - Dio 1:
Pletene pljosnate priveznice od umjetnih
vlakana za op¢u upotrebu

Textile slings - Safety - Part 1: Flat woven
webbing slings made of man-made fibres
for general purpose use

EN 1492-1:2000+A1.2008

BAS EN 1492-2+A1:2010

Tekstilne priveznice - Sigurnost - Dio 2:
Kruzne priveznice od umjetnih vlakana za
opc¢u upotrebu

Textile slings - Safety - Part 2:
Roundslings made of man-made fibres
for general purpose use

EN 1492-2:2000+A1.2008

BAS EN 1492-4+A1:2010

Tekstilne priveznice - Sigurnost - Dio 4:
Priveznice za dizanje za op¢e namjene,
izradene od uzadi sa prirodnim i umjetnim
vlaknima

Textile slings - Safety - Part 4: Lifting
slings for general service made from
natural and man-made fibre ropes

EN 1492-4:2004+A1.2008

BAS EN 1493:2011

Liftovi za vozila

Vehicle lifts

EN 1493:2010

BAS EN 1494+A1:2010

Pokretne ili prenosive dizalice i
pripadaju¢a oprema

Mobile or movable jacks and associated
lifting equipment

EN 1494:2000+A1:2008

BAS EN 1495+A2:2010

Podizne platforme - Stubne podizne
radne platforme

Lifting platforms - Mast climbing work
platforms

EN 1495:1997+A2:2009

BAS EN
1495+A2/Cor1:2011

Podizne platforme - Stubne podizne
radne platforme

Lifting platforms - Mast climbing work
platforms

EN 1495:1997+
A2:2009/AC:2010

Ogranicenje: Ova objava ne odnosi se na stavku 5.3.2.4., zadnji podstav stava 7.1.2.12., tabelu 8. i sliku 9. standarda EN 1495:1997, za koje ne daje pretpostavku o uskaladenosti s odredbama

Direktive 2006/42/EC.

BAS EN 1501-1:2022

Vozila za skupljanje otpada — Opéi i
sigurnosni zahtjevi - Dio 1: Vozila za
skupljanje otpada s utovarom pozadi

Refuse collection vehicles - General
requirements and safety requirements -
Part 1: Rear loaded refuse collection
vehicles

EN 1501-1:2021

BAS EN 1501-2:2022

Vozila za skupljanje otpada - Opéi i
sigurnosni zahtjevi - Dio 2: Vozila za
skupljanje otpada s utovarom sa strane

Refuse collection vehicles - General
requirements and safety requirements -
Part 2: Side loaded refuse collection
vehicles

EN 1501-2:2021

BAS EN 1501-3:2022

Vozila za skupljanje otpada — Opéi i
sigurnosni zahtjevi — Dio 3: Vozila za
skupljanje otpada s utovarom sprijeda

Refuse collection vehicles - General
requirements and safety requirements -
Part 3: Front loaded refuse collection
vehicles

EN 1501-3:2021

BAS EN 1501-4:2009

Vozila za skupljanje otpada i njima
pridruzeni uredaji za dizanje - Opsti i
sigurnosni zahtjevi - Dio 4: Uputstvo za
ispitivanje buke vozila za skupljanje
otpada

Refuse collection vehicles and their
associated lifting devices - General
requirements and safety requirements -
Part 4: Noise test code for refuse
collection vehicles

EN 1501-4:2007

Datum povlagenja iz
OJ EU
15.11.2025.
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Refuse collection vehicles - General
requirements and safety requirements -
Part 4: Noise test code for refuse
collection vehicles

EN 1501-4:2023

U Planu rada BAS/TC 7
za 2024.

BAS EN 1501-5:2022

Vozila za skupljanje otpada — Opéi i
sigurnosni zahtjevi - Dio 5: Podizni uredaji
za vozila za skupljanje otpada

Refuse collection vehicles - General
requirements and safety requirements -
Part 5: Lifting devices for refuse collection
vehicles

EN 1501-5:2021

BAS EN 1526+A1:2010

Sigurnost industriskih vozila - Dodatni
zahtjevi za automatizovane funkcije na
kamionima

Safety of industrial trucks - Additional
requirements for automated functions on
trucks

EN 1526:1997+A1:2008

BAS EN 1539:2017

SusSare i pe¢i u kojima se oslobodaju
zapaljive supstance - Sigurnosni zahtjevi

Dryers and ovens, in which flammable
substances are released — Safety
requirements

EN 1539:2015

BAS EN 1547+A1:2010

Industrijska oprema za termicku obradu -
Propisi za ispitivanje buke industrijske
opreme za termicku obradu uklju€ujudi
njenu pomoc¢nu opremu za rukovanje

Industrial thermoprocessing equipment -
Noise test code for industrial
thermoprocessing equipment including its
ancillary handling equipment

EN 1547:2001+A1:2009

BAS EN 1550+A1:2010

Sigurnost alatnih masina - Sigurnosni
zahtjevi za projektovanje i konstrukciju
steznih glava

Machine-tools safety - Safety
requirements for the design and
construction of work holding chucks

EN 1550:1997+A1:2008

BAS EN 1554:2013

Transportne trake - Ispitivanje trenja na
pogonskom bubnju

Conveyor belts - Drum friction testing

EN 1554:2012

BAS EN 1570-1+A1:2015

Sigurnosni zahtjevi za podizne stolove -
Dio 1: Podizni stolovi za dizanje do dva
fiksna nivoa

Safety requirements for lifting tables —
Part 1: Lifting tables serving up to two
fixed landings

EN 1570-1:2011+A1:2014

BAS EN 1570-2:2017

Sigurnosni zahtjevi za podizne platforme -
Dio 2: Podizne platforme za dizanje viSe
od 2 fiksna nivoa zgrade, za dizanje
tereta gdje vertikalna brzina voznje ne
prelazi 0,15 m/s

Safety requirements for lifting tables -
Part 2: Lifting tables serving more than 2
fixed landings of a building, for lifting
goods with a vertical travel speed not
exceeding 0,15 m/s

EN 1570-2:2016

BAS EN 1612:2020

Masine za plastiku i gumu - MaS8ine i
pogoni za reakciono presovanje -
Sigurnosni zahtjevi

Plastics and rubber machines — Reaction
moulding machines and plants — Safety
requirements

EN 1612:2019

BAS EN 1672-2+A1:2010

Masine u prehrambenoj industriji -
Osnovni pojmovi - Dio 2: Higijenski
zahtjevi

Food processing machinery - Basic
concepts - Part 2: Hygiene requirements

EN 1672-2:2005+A1:2009

BAS EN 1673+A1:2011

Masine u prehrambenoj industriji -
Rotacione stalazne peci - Sigurnosni i
higijenski zahtjevi

Food processing machinery - Rotary rack
ovens - Safety and hygiene requirements

EN 1673:2000+A1:2009

BAS EN 1674:2016

Masine u prehrambenoj industriji —
Masine za razvlacenje tijesta - Sigurnosni
i higijenski zahtjevi

Food processing machinery - Dough
sheeters - Safety and hygiene
requirements

EN 1674:2015
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BAS EN 1677-1+A1:2010

Komponente za priveznice - Sigurnost -
Dio 1: Kovane ¢eli¢cne komponente, Klasa
8

Components for slings - Safety - Part 1:
Forged steel components, Grade 8

EN 1677-1:2000+A1:2008

BAS EN 1677-2+A1:2009

Komponente za priveznice - Sigurnost -
Dio 2: Kovane celicne teretne kuke sa
osigurac¢em, Klasa 8

Components for slings - Safety - Part 2:
Forged steel lifting hooks with latch,
Grade 8

EN 1677-2:2000+A1:2008

BAS EN 1677-3+A1:2009

Komponente za priveznice - Sigurnost -
Dio 3: Kovane ¢eli¢ne samozatvarajuce
kuke - Klasa 8

Components for slings - Safety - Part 3:
Forged steel self-locking hooks - Grade 8

EN 1677-3:2001+A1:2008

BAS EN 1677-4+A1:2010

Komponente za priveznice - Sigurnost -
Dio 4: Karike, Klasa 8

Components for slings - Safety - Part 4:
Links, Grade 8

EN 1677-4:2000+A1.2008

BAS EN 1677-5+A1:2010

Komponente za priveznice - Sigurnost -
Dio 5: Kovane Celilne kuke za dizanje sa
osiguracem - Klasa 4

Components for slings - Safety - Part 5:
Forged steel lifting hooks with latch -
Grade 4

EN 1677-5:2001+A1.2008

BAS EN 1677-6+A1:2010

Komponente za priveznice - Sigurnost -
Dio 6: Karike, Klasa 4

Components for slings - Safety - Part 6:
Links - Grade 4

EN 1677-6:2001+A1:2008

BAS EN 1678+A1:2011

Masine u prehrambenoj industriji -
Masine za sjeckanje povréa - Sigurnosni i
higijenski zahtjevi

Food processing machinery - Vegetable
cutting machines - Safety and hygiene
requirements

EN 1678:1998+A1:2010

BAS EN 1679-1+A1:2013

Klipni motori sa unutrasnjim
sagorijevanjem — Sigurnost — Dio 1:
Motori sa kompresionim paljenjem

Reciprocating internal combustion
engines - Safety - Part 1: Compression
ignition engines

EN 1679-1:1998+A1:2011

BAS EN 1756-1:2022

Straznji podizaci — Podizne platforme
montirane na cestovna vozila na
tockovima — Sigurnosni zahtjevi — Dio 1:
Straznji podizadi za robu

Tail lifts - Platform lifts for mounting on
wheeled vehicles - Safety requirements -
Part 1: Tail lifts for goods

EN 1756-1:2021

BAS EN 1756-2+A1:2010

Straznji podizaci - Podizne platforme
montirane na cestovna vozila na
to€kovima - Sigurnosni zahtjevi - Dio 2:
Straznji podizaéi za osobe

Tail lifts - Platform lifts for mounting on
wheeled vehicles - Safety requirements -
Part 2: Tall lifts for passengers

EN 1756-2:2004+A1:2009

BAS EN 1777:2010

Hidrauli¢ne platforme (HPs) za gaSenje
pozara i spasavanje - Sigurnosni zahtjevi
i ispitivanje

Hydraulic platforms (HPs) for fire fighting
and rescue services - Safety
requirements and testing

EN 1777:2010

BAS EN 1804-1:2022

Masine za podzemne rudnike -
Sigurnosni zahtjevi za hidraulicke
podgrade svoda - Dio 1: Elementi
podgrade i opsti zahtjevi

Machines for underground mines - Safety
requirements for hydraulic powered roof
supports - Part 1: Support units and
general requirements

EN 1804-1:2020

BAS EN 1804-2:2022

Masine za podzemne rudnike -
Sigurnosni zahtjevi za hidraulicke
podgrade svoda - Dio 2: Pogonjeni
(pogonski) sklopovi podupiraca i greda

Machines for underground mines - Safety
requirements for hydraulic powered roof
supports - Part 2: Power set legs and
rams

EN 1804-2:2020
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BAS EN 1804-3:2022

Masine za podzemne rudnike -
Sigurnosni zahtjevi za hidraulicke
podgrade svoda - Dio 3: Hidrauli¢ki i
elektrohidrauli¢ki sistemi upravljanja

Machines for underground mines - Safety
requirements for hydraulic powered roof
supports - Part 3: Hydraulic and electro
hydraulic control systems

EN 1804-3:2020

BAS EN 1807-1:2014

Sigurnost masina za obradu drveta —
Tracne pile - Dio 1: Stolne tracne pile i

Safety of woodworking machines - Band
sawing machines - Part 1: Table band

EN 1807-1:2013

Datum povlacenja iz
OJEU

tracne pile saws and band re-saws 2.2.2025.
BAS EN 1807-2:2014 Sigurnost masina za obradu drveta — Safety of woodworking machines - Band [EN 1807-2:2013
Tracne pile - Dio 2: Tra¢ne pile za trupce |sawing machines - Part 2: Log sawing
machines
BAS EN 1808:2016 Sigurnosni zahtjevi za visec¢u pristupnu Safety requirements for suspended EN 1808:2015
opremu - Projektni proracuni, kriteriji access equipment - Design calculations,
stabilnosti, konstrukcija - Pregledi i stability criteria, construction -
ispitivanja Examinations and tests
BAS EN 1829-1:2022 Masine s vodenim mlazom pod visokim High-pressure water jet machines - EN 1829-1:2021
pritiskom - Sigurnosni zahtjevi - Dio 1: Safety requirements - Part 1: Machines
Masine
BAS EN 1829-2:2010 Visokotlaéni vodeno-mlazni strojevi - High-pressure water jet machines - EN 1829-2:2008
Sigurnosni zahtjevi - Dio 2: Crijeva, Safety requirements - Part 2: Hoses,
crijevni vodovi i spojnice hose lines and connectors
BAS EN 1829-2/Cor1:2012 |High-pressure water jet machines - Visokotlaéni vodeno-mlazni strojevi - EN 1829-2:2008/AC:2011
Safety requirements - Part 2: Hoses, Sigurnosni zahtjevi - Dio 2: Crijeva,
hose lines and connectors crijevni vodovi i spojnice
BAS EN 1845:2009 Masine za izradu obuce - MaSine za Footwear manufacturing machines - EN 1845:2007
kalupovanje obuce - Sigurnosni zahtjevi  [Footwear moulding machines - Safety
requirements
BAS EN 1846-2+A1:2014  |Vozila za gasenje pozara i spaSavanje - |Firefighting and rescue service vehicles - [EN 1846-2:2009+A1:2013
Dio 2: Opésti zahtjevi - Sigurnost i Part 2: Common requirements - Safety
karakteristike and performance
BAS EN 1846-3:2014 Vozila za gaSenje pozara i spasavanje - |Firefighting and rescue service vehicles - |EN 1846-3:2013
Dio 3: Trajno postavljena oprema - Part 3: Permanently installed equipment -
Sigurnost i karakteristike Safety and performance
BAS EN 1853:2019 Masine za poljoprivredu - Prikolice - Agricultural machinery - Trailers - Safety |EN 1853:2017
Sigurnost
BAS EN 1870-3+A1:2010 |Sigurnost masina za obradu drveta - Safety of woodworking machines - EN 1870-3:2001+A1:2009
Kruzne pile - Dio 3: Pile za popre¢no Circular sawing machines - Part 3: Down
rezanje na dole i dvonamjenske pile za cutting cross-cut saws and dual purpose
poprec¢no rezanje na dole/stolne kruzne  |down cutting cross-cut saws/circular saw
pile benches
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BAS EN 1870-5+A2:2013

Sigurnost masina za obradu drveta —
Kruzne pile - Dio 5: Stolne kruzne pile/pile
za popre€no rezanje na gore

Safety of woodworking machines -
Circular sawing machines - Part 5:
Circular sawbenches/up-cutting cross-
cut sawing machines

EN 1870-5:2002+A2:2012

BAS EN 1870-6:2019

Sigurnost masina za obradu drveta —
Kruzne pile - Dio 6: Kruzne pile za
ogrjevno drvo

Safety of woodworking machines -
Circular sawing machines - Part 6:
Circular sawing machines for fire wood

EN 1870-6:2017

BAS EN 1870-7:2013

Sigurnost masina za obradu drveta —
Kruzne pile - Dio 7: Jednolisne kruzne
pile za trupce sa ugradenim posmakom
stola i ruénim ulaganjem i/ili skidanjem
radnog komada

Safety of woodworking machines -
Circular sawing machines - Part 7: Single
blade log sawing machines with
integrated feed table and manual loading
and/or unloading

EN 1870-7:2012

BAS EN 1870-8:2013

Sigurnost masina za obradu drveta —
Kruzne pile - Dio 8: Jednolisne kruzne
pile za poduzno kraj¢enje i rezanje sa
motornim pogonom reznog uredaja i
ru¢nim ulaganjem i/ili skidanjem radnog
komada

Safety of woodworking machines -
Circular sawing machines - Part 8: Single
blade edging circular rip sawing machines
with power driven saw unit and manual
loading and/or unloading

EN 1870-8:2012

BAS EN 1870-9:2013

Sigurnost masina za obradu drveta
Kruzne pile - Dio 9: Dvolisne kruzne pile
za poprec€no rezanje sa ugradenim
posmakom i ruénim ulaganjem i/ili
skidanjem radnog komada

Safety of woodworking machines -
Circular sawing machines - Part 9:
Double blade circular sawing machines
for cross-cutting with integrated feed and
with manual loading and/or unloading

EN 1870-9:2012

BAS EN 1870-10:2014

Sigurnost ma$ina za obradu drveta —
Kruzne pile - Dio 10: Automatske i
poluautomatske kruzne pile sa jednim
listom pile za poprecno rezanje nagore

Safety of woodworking machines -
Circular sawing machines - Part 10:
Single blade automatic and semi-
automatic up-cutting cross-cut sawing
machines

EN 1870-10:2013

BAS EN 1870-11:2014

Sigurnost ma$ina za obradu drveta —
Kruzne pile - Dio 11: Poluautomatske
horizontalne kruzne pile za popre¢no
rezanje s jednim listom pile (radijalni

nosaci pila)

Safety of woodworking machines -
Circular sawing machines - Part 11: Semi-
automatic and automatic horizontal cross-
cut sawing machines with one saw unit
(radial arm saws)

EN 1870-11:2013

BAS EN 1870-12:2014

Sigurnost masina za obradu drveta —
Kruzne pile - Dio 12: Klatne pile za
poprecno rezanje

Safety of woodworking machines -
Circular sawing machines - Part 12:
Pendulum cross-cut sawing
machines

EN 1870-12:2013

BAS EN 1870-15:2013

Sigurnost masina za obradu drveta —
Kruzne pile - Dio 15: ViSelisne kruzne pile
sa ugradenim posmakom radnog komada
i ruénim ulaganjem i/ili skidanjem radnog
komada

Safety of woodworking machines -
Circular sawing machines - Part 15: Multi-
blade cross-cut sawing machines with
integrated feed of the workpiece and
manual loading and/or unloading

EN 1870-15:2012
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BAS EN 1870-16:2013

Sigurnost masina za obradu drveta —
Kruzne pile - Dio 16: Dvostruke ugaone
pile za V-rezanje

Safety of woodworking machines -
Circular sawing machines - Part 16:
Double mitre sawing machines for V
cutting

EN 1870-16:2012

BAS EN 1870-17+A1:2016

Sigurnost masina za obradu drveta —
Kruzne pile - Dio 17: Ruéne horizontalne
kruzne pile sa jednim listom pile (radijalni
nosaci pila)

Safety of woodworking machines —
Circular sawing machines — Part 17:
Manual horizontal cutting cross-cut
sawing machines with one saw unit
(radial arm saws)

EN 1870-17:2012+A1:2015

BAS EN 1889-2+A1:2010

Masine za podzemne rudnike - Mobilne
masine za podzemni rad - sigurnost - Dio
2: Lokomotive na tranicama

Machines for underground mines - Mobile
machines working underground - Safety -
Part 2: Rail locomotives

EN 1889-2:2003+A1:2009

BAS EN 1915-1:2014

Zemaljska oprema za podrsku aviona -
Opsti zahtjevi - Dio 1: Osnovni sigurnosni

Aircraft ground support equipment -
General requirements - Part 1: Basic

EN 1915-1:2013

Datum povlacenja iz
OJ EU

zahtjevi safety requirements 15.11.2025.
BAS EN 1915-1:2024 Zemaljska oprema za podrSku aviona - Aircraft ground support equipment - EN 1915-1:2023
Op¢i zahtjevi - Dio 1: Osnovni sigurnosni |General requirements - Part 1: Basic
zahtjevi safety requirements
BAS EN 1915-2+A1:2010 |Zemaljska oprema za podrsku aviona - Aircraft ground support equipment - EN 1915-2:2001+A1:2009
Opsti zahtjevi - Dio 2: Zahtjevi za General requirements - Part 2: Stability
stabilnost i Evrstoéu, metode proracunai |and strength requirements, calculations
ispitivanja and test methods
BAS EN 1915-3+A1:2010 |Zemaljska oprema za podrSku aviona - Aircraft ground support equipment - EN 1915-3:2004+A1:2009
Opsti zahtjevi - Dio 3: Metode mjerenjai |General requirements - Part 3: Vibration
smanjivanja vibracija measurement methods and reduction
BAS EN 1915-4+A1:2010 |Zemaljska oprema za podrsku aviona - Aircraft ground support equipment - EN 1915-4:2004+A1:2009
Opsti zahtjevi - Dio 4: Metode mjerenjai |General requirements - Part 4: Noise
smanjivanja buke measurement methods and reduction
BAS EN 1953:2014 Oprema za rasprsivanje i prskanje Atomising and spraying equipment for EN 1953:2013
premaznih sredstava — Sigurnosni zahtjevi|coating materials - Safety requirements
BAS EN 1974:2022 Masine u prehambrenoj industriji - Food processing machinery - Slicing EN 1974:2020
Masine za rezanje - Sigurnosni i machines - Safety and hygiene
higijenski zahtjevi requirements
BAS EN ISO 2151:2010 Akustika - Kodovi za ispitivanje buke Acoustics - Noise test code for EN I1SO 2151:2008
kompresora i vakuum-pumpi - InZzenjerski |compressors and vacuum pumps -
metod (stepen 2) Engineering method (Grade 2)
BAS EN ISO 2860:2011 Masine za zemljane radove - Najmanje Earth-moving machinery - Minimum EN ISO 2860:2008
dimenzije za pristup access dimensions
BAS EN ISO 2867:2012 Masine za zemljane radove - Pristupni Earth-moving machinery - Access EN ISO 2867:2011
sistemi systems
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BAS EN ISO 3164:2014

Masine za zemljane radove -
Laboratorijska procjena zastitnih
konstrukcija - Specifikacije zastitne zone

Earth-moving machinery - Laboratory
evaluations of protective structures -
Specifications for deflection-limiting
volume

EN ISO 3164:2013

BAS EN ISO 3266:2011

Kovani €eli¢ni vijci sa uskom klase 4 za
opce nemjene dizanja

Forged steel eyebolts grade 4 for general
lifting purposes

EN ISO 3266:2010

BAS EN ISO 3266/A1:2017

Kovani €eli¢ni vijci sa uskom klase 4 za
opc¢e namjene dizanja, Amandman 1

Forged steel eyebolts grade 4 for general
lifting purposes

EN ISO 3266:2010/A1:2015

BAS EN ISO 3411:2009

Masine za zemljane radove - Fizicke
dimenzije rukovalaca i najmaniji obuhvatni
prostor rukovaoca

Earth-moving machinery - Physical
dimensions of operators and minimum
operator space envelope

EN ISO 3411:2007

BAS EN ISO 3449:2010

Masine za zemljane radove - Zastitne
konstrukcije u slu€aju padanja predmeta -
Laboratorijska ispitivanja

i zahtijevane osobine

Earth-moving machinery - Falling-object
protective structures - Laboratory tests
and performance requirements

EN I1SO 3449:2008

BAS EN ISO 3450:2012

Masine za zemljane radove - Sistemi za
koCenje masina sa mehanizmom kretanja
na pneumaticima - Zahtijevane
performanse i procedure ispitivanja
sistema za ko€enje

Earth-moving machinery - Wheeled or
high-speed rubber- tracked machines -
Performance requirements and test
procedures for brake systems

EN ISO 3450:2011

BAS EN ISO 3457:2011

Masine za zemljane radove - Zastite -
Definicije i zahtjevi

Earth-moving machinery - Guards -
Definitions and requirements

EN ISO 3457:2008

BAS EN ISO 3471:2010

Masine za zemljane radove - Zastitne
konstrukcije iznad valjka pri prevrtanju -
Laboratorijska ispitivanja i zahtjevi za
performanse

Earth-moving machinery - Roll-over
protective structures - Laboratory tests
and performance requirements

EN ISO 3471:2008

BAS EN ISO 3691-1:2016

Vozila za unutra$nji transport - Sigurnosni
zahtjevi i verifikacija - Dio 1: Samohodna
vozila za unutra$nji transport, izuzev
vozila bez rukovaoca, sa promenljivim
dohvatom i nosagem tereta

Industrial trucks - Safety requirements
and verification - Part 1: Self-propelled
industrial trucks, other than driverless
trucks, variable-reach trucks and burden-
carrier trucks

EN ISO 3691-1:2015

BAS EN ISO 3691-
1/Cor1:2017

Vozila za unutra$nji transport - Sigurnosni
zahtjevi i verifikacija - Dio 1: Samohodna
vozila za unutra$nji transport, izuzev
vozila bez rukovaoca, sa promenljivim
dohvatom i nosadem tereta

Industrial trucks - Safety requirements
and verification - Part 1: Self-propelled
industrial trucks, other than driverless
trucks, variable-reach trucks and burden-
carrier trucks

EN ISO 3691-
1:2015/AC:2016

BAS EN ISO 3691-
1/A1:2021

Vozila za unutarnji prijevoz - Sigurnosni
zahtjevi i verifikacija - Dio 1: Samohodna
vozila za unutarnji prijevoz, osim vozila
bez vozaca, vozila promjenjivog dometa i
vozila za prijevoz tereta - Amandman 1

Industrial trucks - Safety requirements
and verification - Part 1: Self-propelled
industrial trucks, other than driverless
trucks, variable-reach trucks and burden-
carrier trucks - Amendment 1

EN ISO 3691-
1:2015/A1:2020

Strana 31 od 94

BAS O 8.1- 02




Oznaka BAS standarda®

Naziv BAS standarda na jednom od
sluzbenih jezika®

Naziv standarda na engleskom jeziku3

Referentni standard(i)*

Oznaka zamijenjenog
standarda®

Datum prestanka
predpostavke
uskladenosti

zamijenjenog standarda

Industrial trucks - Safety requirements
and verification - Part 4: Driverless
industrial trucks and their systems

EN ISO 3691-4:2023

U Planu rada BAS/TC
35 za 2024.

BAS EN ISO 3691-5:2017

Vozila za unutra$nji transport - Sigurnosni
zahtjevi i verifikacija - Dio 5: Vozila
pogonjena ljudskom snagom

Industrial trucks - Safety requirements
and verification - Part 5: Pedestrian-
propelled trucks

EN ISO 3691-5:2015

BAS EN ISO 3691-
5/A1:2021

Vozila za unutra$niji transport - Sigurnosni
zahtjevi i verifikacija - Dio 5: Ru¢na kola -
Amandman 1

Industrial trucks — Safety requirements
and verification — Part 5: Pedestrian-
propelled trucks

EN ISO 3691-
5:2015/A1:2020

BAS EN ISO 3691-6:2017

Vozila za unutra$nji transport - Sigurnosni
zahtjevi i verifikacija - Dio 6: Vozila za
prevoz tereta i osoblja

Industrial trucks — Safety requirements
and verification — Part 6: Burden and
personnel carriers

EN ISO 3691-6:2015

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN ISO 3691-
6/Cor1:2017

Vozila za unutrasnji transport - Sigurnosni
zahtjevi i verifikacija - Dio 6: Vozila za
prevoz tereta i osoblja

Industrial trucks - Safety requirements
and verification - Part 6: Burden and
personnel carriers

EN ISO 3691-
6:2015/AC:2016

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN ISO 3691-6:2023

Vozila za unutrasnji transport - Sigurnosni
zahtjevi i verifikacija - Dio 6: Vozila za
prijevoz tereta i osoblja

Industrial trucks - Safety requirements
and verification - Part 6: Burden and
personnel carriers

EN ISO 3691-6:2021

BAS EN ISO 4254-1:2016

Masine za poljoprivredu - Sigurnost - Dio
1: Opsti zahtjevi

Agricultural machinery - Safety - Part 1:
General requirements

EN ISO 4254-1:2015

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN ISO 4254-
1/A1:2023

Masine za poljoprivredu - Sigurnost - Dio
1: Opsti zahtjevi— Amandman 1

Agricultural machinery - Safety - Part 1:
General requirements - Amendment 1

EN ISO 4254-
1:2015/A1:2021

BAS EN ISO 4254-5:2019

Masine za poljoprivredu - Sigurnost - Dio
5: Snagom pogonjene masine i oruda za
obradu tla

Agricultural machinery - Safety - Part 5:
Power-driven soil-working machines

EN ISO 4254-5:2018

BAS EN ISO 4254-6:2010

Masine za poljoprivredu - Sigurnost - Dio
6: Prskalice za te¢na gnojiva

Agricultural machinery - Safety - Part 6:
Sprayers and liquid fertilizer distributors

EN I1SO 4254-6:2009

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN ISO 4254-
6/Cor1:2012

Masine za poljoprivredu - Sigurnost - Dio
6: Prskalice za te¢na gnojiva

Agricultural machinery - Safety - Part 6:
Sprayers and liquid fertilizer distributors

EN ISO 4254-
6:2009/AC:2010

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN ISO 4254-6:2021

Masine za poljoprivredu - Sigurnost - Dio
6: Prskalice za te€na gnojiva

Agricultural machinery - Safety - Part 6:
Sprayers and liquid fertilizer distributors

EN I1SO 4254-6:2020

BAS EN ISO 4254-
6/A11:2023

Masine za poljoprivredu — Sigurnost — Dio
6: Prskalice i rasprSivaci za te€na gnojiva

Agricultural machinery - Safety - Part 6:
Sprayers and liquid fertilizer distributors

EN ISO 4254-
6:2020/A11:2021

BAS EN ISO 4254-7:2019

Masine za poljoprivredu - Sigurnost - Dio
7: Kombaijni za zito, kombajni za krmu,
kombajni za pamuk i kombajni za
Secernu trsku

Agricultural machinery - Safety - Part 7:
Combine harvesters, forage harvesters
and cotton harvesters and sugar cane
harvester

EN ISO 4254-7:2017

BAS EN ISO 4254-8:2019

Masine za poljoprivredu - sigurnost — Dio
8: rasturacdi ¢vrstog gnojiva

Agricultural machinery - Safety - Part 8:
Solid fertilizer distributors

EN ISO 4254-8:2018
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BAS EN ISO 4254-9:2020

Masine za poljoprivredu - Sigurnost - Dio
9: MaSine za sjetvu

Agricultural machinery - Safety - Part 9:
Seed drills

EN ISO 4254-9:2018

BAS EN ISO 4254-10:2011

Masine za poljoprivredu - Sigurnost -
Dio10: Rotirajuci rastresadi i grablje

Agricultural machinery - Safety - Part 10:
Rotary tedders and rakes

EN I1SO 4254-10:2009

BAS EN ISO 4254-
10/Cor1:2012

Masine za poljoprivredu - Sigurnost -
Dio10: Rotirajuci rastresaci i grablje

Agricultural machinery - Safety - Part 10:
Rotary tedders and rakes

EN ISO 4254-
10:2009/AC:2010

BAS EN ISO 4254-11:2012

Masine za poljoprivredu - sigurnost - Dio
11: sakupljaci bala

Agricultural machinery - Safety - Part 11:
Pick-up balers

EN ISO 4254-11:2010

BAS EN ISO 4254-
11/A1:2021

Masine za poljoprivredu - Sigurnost - Dio
11: Sakupljaci bala - Amandman 1

Agricultural machinery - Safety - Part 11:
Pick-up balers - Amendment 1

EN ISO 4254-
11:2010/A1:2020

BAS EN ISO 4254-12:2013

Masine za poljoprivredu — Sigurnost — Dio
12: rotacione kosacice sa diskom,
doboSem i rotoudaracima

Agricultural machinery - Safety - Part 12:
Rotary disc and drum mowers and flail
mowers

EN ISO 4254-12:2012

BAS EN ISO 4254-
12/A1:2018

Masine za poljoprivredu — Sigurnost — Dio
12: rotacione kosacice sa diskom,
doboSem i rotoudara¢ima - Amandman 1

Agricultural machinery - Safety - Part 12:
Rotary disc and drum mowers and flail
mowers

EN ISO 4254-
12:2012/A1:2017

BAS EN ISO 4254-14:2017

Poljoprivredne masine — Bezbjednost —
Dio 14: MaSine za pakovanje bala

Agricultural machinery - Safety - Part 14:
Bale wrappers

EN ISO 4254-14:2016

BAS EN ISO 4254-17:2023

Poljoprivredne masine — Sigurnost — Dio
17: Kombajni za berbu korijenskih usjeva

Agricultural machinery - Safety - Part 17:
Root crop harvesters

EN ISO 4254-17:2022

BAS EN ISO 5010:2021

Masine za zemljane radove - MaSine s
pneumaticima - Zahtjevi za upravljanje

Earth-moving machinery — Wheeled
machines — Steering requirements

EN ISO 5010:2019

BAS EN ISO 5395-1:2014

Oprema za vrtlarstvo — Sigurnosni
zahtjevi za kosacice travnjaka pogonjene
motorom sa unutradnjim sagorijevanjem -
Dio 1: Terminologija i opS&ta ispitivanja

Garden equipment - Safety requirements
for combustion-engine-powered
lawnmowers - Part 1: Terminology and
common tests

EN ISO 5395-1:2013

BAS EN ISO 5395-
1/A1:2019

Oprema za vratlarstvo - Zahtjevi za
sigurnost za kosilice za travu pogonjene
motorom sa unutrasnjim sagorijevanjem
— Dio 1: Terminologija i opsta ispitivanja —
Amandman 1: Prilog G (Kéd ispitivanja
vibracija — Vibracije Saka-ruka i vibracije
cijelog tijela)

Garden equipment - Safety requirements
for combustion-engine-powered
lawnmowers - Part 1: Terminology and
common tests - Amendment 1: Annex G
(Vibration test code - Hand-arm vibration
and whole-body vibration)

EN ISO 5395-
1:2013/A1:2018

BAS EN ISO 5395-2:2014

Oprema za vrtlarstvo — Sigurnosni
zahtjevi za kosacice travnjaka pogonjene
motorom sa unutrasnjim sagorijevanjem -
Dio 2: Ru€no upravljane kosacice

Garden equipment - Safety requirements
for combustion-engine-powered
lawnmowers - Part 2: Pedestrian-
controlled lawnmowers

EN ISO 5395-2:2013

BAS EN ISO 5395-
2/A1:2016

Oprema za vrtlarstvo — Sigurnosni
zahtjevi za kosilice travnjaka pogonjene
motorom s unutrasnjim sagorijevanjem -
Dio 2: Ru€no upravljane kosilice -
Amandman 1: Sigurnosni prekida¢, rezni
dio alata, crijeva pod pritiskom

Garden equipment - Safety requirements
for combustion-engine-powered
lawnmowers - Part 2: Pedestrian-
controlled lawnmowers - Amendment 1:
OPC, cutting means, pressurized hoses

EN ISO 5395-
2:2013/A1:2016
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BAS EN ISO 5395-
2/A2:2017

Oprema za vrtlarstvo — Sigurnosni
zahtjevi za kosilice travnjaka pogonjene
motorom s unutradnjim sagorijevanjem -
Dio 2: Ru¢no upravljane kosilice -

Garden equipment - Safety requirements
for combustion-engine-powered
lawnmowers - Part 2: Pedestrian-
controlled lawnmowers

EN ISO 5395-
2:2013/A2:2017

BAS EN ISO 5395-3:2014

Oprema za vrtlarstvo — Sigurnosni
zahtjevi za kosacice travnjaka pogonjene
motorom sa unutrasnjim sagorijevanjem -
Dio 3: Kosacice travnjaka sa rukovaocem
koiji siedi na masini

Garden equipment - Safety requirements
for combustion-engine-powered
lawnmowers - Part 3: Ride-on
lawnmowers with seated operator

EN ISO 5395-3:2013

BAS EN ISO 5395-
3/A1:2018

Oprema za vrtlarstvo — Sigurnosni
zahtjevi za kosilice travnjaka pogonjene
motorom s unutrasnjim sagorijevanjem -
Dio 3: Kosilice travnjaka sa sjediStem za
rukovaoca - Amandman 1: OPC, parkirna
koc€nica, zastitni ram od prevrtanja
(ROPS), crijeva pod pritiskom, aparat za
sjeCenje (nozevi), spremnik pokoSene
trave i testna ispitivanja

Garden equipment - Safety requirements
for combustion-engine-powered
lawnmowers - Part 3: Ride-on
lawnmowers with seated operator -
Amendment 1: OPC, Parking brake,
ROPS, pressurized hoses, cutting
means, grass catcher and test probe

EN ISO 5395-
3:2013/A1:2017

BAS EN ISO 5395-
3/A2:2019

Oprema za vrtlarstvo - Zahtjevi za
sigurnost za kosilice za travu pogonjene
motorom s unutrasnjim sagorijevanjem —
Dio 3: Kosilice za travu s rukovaocem Kkoji
sjedi na masini — Izmjena 2: Zatvoreni
zastitnici za sredstva za rezanje

Garden equipment - Safety requirements
for combustion-engine-powered
lawnmowers - Part 3: Ride-on
lawnmowers with seated operator -
Amendment 2: Cutting means enclosure
guard

EN ISO 5395-
3:2013/A2:2018

BAS EN ISO 5674:2010

Traktori i maSine za poljoprivredu i
Sumarstvo - Zastite pogonskih vratila za
prenos snage i troSenja ("Power Take
Off"-PTO) - Ispitivanje Evrstoce za prenos
snage i troSenja - kriterij prihvatljivosti

Tractors and machinery for agriculture
and forestry - Guards for power take-off
(PTO) drive-shafts - Strength and wear
tests and acceptance criteria

EN ISO 5674:2009

BAS EN ISO 6682:2010

Masine za zemljane radove - Zone
komfora i dohvata komandi za kontrole

Earth-moving machinery - Zones of
comfort and reach for controls

EN ISO 6682:2008

BAS EN ISO 6683:2010

Masine za zemljane radove - Pojasevi za
ucvrscivanje sjedista - Karakteristike,
zahtjevi i ispitivanja

Earth-moving machinery - Seat belts and
seat belt anchorages - Performance
requirements and tests

EN I1SO 6683:2008

BAS EN ISO 7096:2021

Masine za zemljane radove —
Laboratorijska ocjena vibriranja
operaterskog sjedista

Earth-moving machinery — Laboratory
evaluation of operator seat vibration)

EN ISO 7096:2020

BAS EN ISO 8230-1:2010

Sigurnosni zahtjevi za masine za
hemijsko ¢iS¢enje - Dio 1: Opsti
sigurnosni zahtjevi

Safety requirements for dry-cleaning
machines - Part 1: Common safety
requirements

EN ISO 8230-1:2008
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BAS EN ISO 8230-2:2010

Sigurnosni zahtjevi za masine za
hemijsko Cis¢enje - Dio 2: MasSinsko
pranje upotrebom perhloretilena

Safety requirements for dry-cleaning
machines - Part 2: Machines using
perchloroethylene

EN ISO 8230-2:2008

BAS EN ISO 8230-3:2010

Sigurnosni zahtjevi za masine za
hemijsko CiSc¢enje - Dio 3: Masinsko
pranje upotrebom zapaljivih rastvaraca

Safety requirements for dry-cleaning
machines - Part 3: Machines using
combustible solvents

EN ISO 8230-3:2008

BAS EN ISO 8528-10:2023

Elektriéni generatori naizmjeni¢ne struje
pogonjeni klipnim motorom s unutra$njim
sagorijevanjem — Dio 10: Mjerenje
okolinske buke

Reciprocating internal combustion engine
driven alternating current generating sets -
Part 10: Measurement of airborne noise

EN ISO 8528-10:2022

BAS EN ISO 8528-13:2017

Klipni motori sa unutrasnjim
sagorijevanjem za pogon generatorskih
agregata naizmjeni¢ne struje — Dio 13:
Sigurnost

Reciprocating internal combustion engine
driven alternating current generating sets -
Part 13: Safety

EN ISO 8528-13:2016

BAS EN ISO 9902-1:2007

Masine za industriju tekstila - Kodovi za
ispitivanje buke - Dio 1: Opsti zahtjevi

Textile machinery - Noise test code - Part
1: Common requirements

EN ISO 9902-1:2001

BAS EN ISO 9902-
1/A1:2010

Masine za tekstilnu industriju - Kodovi za
ispitivanje buke - Dio 1 : Opsti zahtjevi -
Amandaman 1

Textile machinery - Noise test code - Part
1: Common requirements - Amendment 1

EN I1SO 9902-
1:2001/A1:2009

BAS EN ISO 9902-
1/A2:2015

Masine za tekstilnu industriju - Kodovi za
ispitivanje buke - Dio 1 : Opsti zahtjevi -
Amandaman 2

Textile machinery - Noise test code - Part
1: Common requirements - Amendment 2

EN I1SO 9902-
1:2001/A2:2014

BAS EN ISO 9902-2:2007

Masine za industriju tekstila - Kodovi za
ispitivanje buke - Dio 2: Priprema prediva
i masine za predenje

Textile machinery - Noise test code - Part
2: Spinning preparatory and spinning
machinery

EN I1SO 9902-2:2001

BAS EN ISO 9902-
2/A1:2010

Masine za tekstilnu industriju - Kodovi za
ispitivanje buke - Dio 2: MaSine za
pripremu predenja i masine za predenje -
Amandaman 1

Textile machinery - Noise test code - Part
2: Spinning preparatory and spinning
machinery - Amendment 1

EN I1SO 9902-
2:2001/A1:2009

BAS EN ISO 9902-
2/A2:2015

Masine za industriju tekstila - Kodovi za
ispitivanje buke - Dio 2: Priprema prediva
i masine za predenje - Amandman 2

Masine za industriju tekstila - Kodovi za
ispitivanje buke - Dio 2: Priprema prediva
i masine za predenje - Amandman 2

EN I1SO 9902-
2:2001/A2:2014

BAS EN ISO 9902-3:2007

Masine za industriju tekstila - Kodovi za
ispitivanje buke - Dio 3: MaS8ine koje nisu
namjenjene za tkanje

Textile machinery - Noise test code - Part
3: Nonwoven machinery

EN I1SO 9902-3:2001

BAS EN ISO 9902-
3/A1:2010

Masine za tekstilnu industriju - Kodovi za
ispitivanje buke - Dio 3: MaS8ine za
netkane materijale - Amandaman 1

Textile machinery - Noise test code - Part
3: Nonwoven machinery - Amendment 1

EN I1SO 9902-
3:2001/A1:2009

BAS EN ISO 9902-
3/A2:2015

Masine za industriju tekstila - Kodovi za
ispitivanje buke - Dio 3: MaSine koje nisu
namjenjene za tkanje - Amandman 2

Textile machinery - Noise test code - Part
3: Nonwoven machinery - Amendment 2

EN I1SO 9902-
3:2001/A2:2014
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BAS EN ISO 9902-4:2007

Masine za industriju tekstila - Kodovi za
ispitivanje buke - Dio 4: Masine za
proizvodnju prede, uzadi i konopaca

Textile machinery - Noise test code - Part
4: Yarn processing, cordage and rope
manufacturing machinery

EN I1SO 9902-4:2001

BAS EN ISO 9902-
4/A1:2010

Masine za industriju tekstila - Kodovi za
ispitivanje buke - Dio 4: Masine za
proizvodnju prede, uzadi i konopaca -
Amandman 1

Textile machinery - Noise test code - Part
4: Yarn processing, cordage and rope
manufacturing machinery - Amendment 1

EN I1SO 9902-
4:2001/A1:2009

BAS EN ISO 9902-
4/A2:2015

Masine za industriju tekstila - Kodovi za
ispitivanje buke - Dio 4: Masine za
proizvodnju prede, uzadi i konopaca -
Amandman 2

Textile machinery - Noise test code - Part
4: Yarn processing, cordage and rope
manufacturing machinery - Amendment 2

EN I1SO 9902-
4:2001/A2:2014

BAS EN ISO 9902-5:2007

Masine za industriju tekstila - Kodovi za
ispitivanje buke - Dio 5: MaSine za
pripremu tkanja i Strikanja

Textile machinery - Noise test code - Part
5: Weaving and knitting preparatory
machinery

EN ISO 9902-5:2001

BAS EN ISO 9902-
5/A1:2010

Masine za tekstilnu industriju - Kodovi za
ispitivanje buke - Dio 5 : Masine za
pripremu tkanja i pletenja - Amandman 1

Textile machinery - Noise test code - Part
5: Weaving and knitting preparatory
machinery - Amendment 1

EN I1SO 9902-
5:2001/A1:2009

BAS EN ISO 9902-
5/A2:2010

Masine za tekstilnu industriju - Kodovi za
ispitivanje buke - Dio 5 : Masine za
pripremu tkanja i pletenja - Amandman 2

Textile machinery - Noise test code - Part
5: Weaving and knitting preparatory
machinery - Amendment 2

EN I1SO 9902-
5:2001/A2:2014

BAS EN ISO 9902-6:2007

Masine za industriju tekstila - Kodovi za
ispitivanje buke - Dio 6: MaSine za
proizvodnju tekstila

Textile machinery - Noise test code - Part
6: Fabric manufacturing machinery

EN 1SO 9902-6:2001

BAS EN ISO 9902-
6/A1:2010

Masine za tekstilnu industriju - Kodovi za
ispitivanje buke - Dio 6: MaSine za izradu
tkanina - Amandman 1

Textile machinery - Noise test code - Part
6: Fabric manufacturing machinery -
Amendment 1

EN ISO 9902-
6:2001/A1:2009

BAS EN ISO 9902-
6/A2:2010

Masine za tekstilnu industriju - Kodovi za
ispitivanje buke - Dio 6: MaSine za izradu
tkanina - Amandman 2

Textile machinery - Noise test code - Part
6: Fabric manufacturing machinery -
Amendment 2

EN I1SO 9902-
6:2001/A2:2014

BAS EN ISO 9902-7:2007

Masine za industriju tekstila - Kodovi za
ispitivanje buke - Dio 7: MaSine za
bojenje i zavrSnu obradu

Textile machinery - Noise test code - Part
7: Dyeing and finishing machinery

EN ISO 9902-7:2001

BAS EN ISO 9902-
7/A1:2010

Masine za tekstilnu industriju - Kodovi za
ispitivanje buke - Dio 7: MaSine za
bojenje i zavrSnu obradu

Textile machinery - Noise test code - Part
7: Dyeing and finishing machinery-
Amandment 1

EN I1SO 9902-
7:2001/A1:2009

BAS EN ISO 9902-
7/A2:2015

Masine za tekstilnu industriju - Kodovi za
ispitivanje buke - Dio 7: MaSine za
bojenje i zavrSnu obradu - Amandman 2

Textile machinery - Noise test code - Part
7: Dyeing and finishing machinery -
Amandment 2

EN I1SO 9902-
7:2001/A2:2014

BAS EN ISO 10218-1:2012

Roboti i robotski uredaji - Sigurnosni
zahtjevi za industrijske robote - Dio 1:
Roboti

Robots and robotic devices - Safety
requirements for industrial robots - Part 1:
Robots

EN ISO 10218-1:2011
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BAS EN ISO 10218-2:2012

Roboti i robotski uredaji — Sigurnosni
zahtjevi za industrijske robote — Dio 2:
Robotski sistemi i integracija

Robots and robotic devices - Safety
requirements for industrial robots - Part 2:
Robot systems and integration

EN ISO 10218-2:2011

BAS EN ISO 10472-1:2010

Sigurnosni zahtjevi za industrijske masine
za pranje - Dio 1: Opsti zahtjevi

Safety requirements for industrial laundry
machinery - Part 1: Common
requirements

EN ISO 10472-1:2008

BAS EN ISO 10472-2:2010

Sigurnosni zahtjevi za industrijske masine
za pranje - Dio 2: MaSine za pranje i
cijedenje

Safety requirements for industrial laundry
machinery - Part 2: Washing machines
and washer-extractors

EN ISO 10472-2:2008

BAS EN ISO 10472-3:2010

Sigurnosni zahtjevi za industrijske masine
za servise za pranje - Dio 3: Tunelske
linije za pranje sa masSinama koje su u
njihovom sastavu

Safety requirements for industrial laundry
machinery - Part 3: Washing tunnel lines
including component machines

EN ISO 10472-3:2008

BAS EN ISO 10472-4:2010

Sigurnosni zahtjevi za industrijske masine
za pranje - Dio 4: MaSine za suSenje

Safety requirements for industrial laundry
machinery - Part 4: Air dryers

EN ISO 10472-4:2008

BAS EN ISO 10472-5:2010

Sigurnosni zahtjevi za industrijske masine
za pranje - Dio 5: Valjci za peglanje,
dovodni mehanizam i pridrzavanje

Safety requirements for industrial laundry
machinery - Part 5: Flatwork ironers,
feeders and folders

EN ISO 10472-5:2008

BAS EN ISO 10472-6:2010

Sigurnosni zahtjevi za industrijske masine
za pranje - Dio 6: Prese za peglanje i
lieplienje

Safety requirements for industrial laundry
machinery - Part 6: Ironing and fusing
presses

EN ISO 10472-6:2008

BAS EN ISO 10517:2020

Ruéni rezadi zive ograde s ugradenim
pogonom - Sigurnost

Powered hand-held hedge trimmers -
Safety

EN ISO 10517:2019

BAS EN ISO 10821:2007

Industrijske Sivaée masine - Sigurnosni
zahtjevi za Sivace masine, elemente i
sisteme

Industrial sewing machines - Safety
requirements for sewing machines, units
and systems

EN ISO 10821:2005

BAS EN ISO 10821/A1:2010

Industrijske Siva¢e masine - Sigurnosni
zahtjevi za Sivace masine, elemente i
sisteme - Amandman Al

Industrial sewing machines - Safety
requirements for sewing machines, units
and systems - Amendment

EN ISO
10821:2005/A1:2009

BAS EN ISO 11102-1:2012

Klipni motori sa unutrasnjim
sagorijevanjem - Oprema za ru¢no
pokretanje - Dio 1: Sigurnosni zahtjevi i
ispitivanja

Reciprocating internal combustion
engines - Handle starting equipment -
Part 1: Safety requirements and tests

EN ISO 11102-1:2009

BAS EN ISO 11102-2:2012

Klipni motori sa unutrasnjim
sagorijevanjem - Oprema za ru¢no
pokretanje - Dio 2: Ispitna metoda za
provjeru ugla razdvajanja rucice i motora

Reciprocating internal combustion
engines - Handle starting equipment -
Part 2: Method of testing the angle of
disengagement

EN ISO 11102-2:2009

BAS EN ISO 11111-1:2017

Masine za industriju tekstila — Sigurnosni
zahtjevi — Dio 1: Opsti zahtjevi

Textile machinery - Safety requirements -
Part 1: Common requirements

EN ISO 11111-1:2016
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BAS EN ISO 11111-2:2007

Masine za industriju tekstila - Sigurnosni
zahtjevi - Dio 2: Priprema prediva i
masine za predenje

Textile machinery - Safety requirements -
Part 2: Spinning preparatory and spinning
machines

EN ISO 11111-2:2005

BAS EN ISO 11111-
2/A1:2010

Masine za tekstilnu industriju - Sigurnosni
zahtjevi Dio 2: MaSine za pripremu
predenja i maSine za predenje -
Amandaman 1

Textile machinery - Safety requirements -
Part 2: Spinning preparatory and spinning
machines - Amendment 1

EN ISO 11111-
2:2005/A1:2009

BAS EN ISO 11111-
2/A2:2017

Masine za industriju tekstila - Sigurnosni
zahtjevi - Dio 2: Priprema za predenje i
masine za predenje - Amandaman 2

Textile machinery - Safety requirements -
Part 2: Spinning preparatory and spinning
machines - Amendment 2

EN ISO 11111-
2:2005/A2:2016

BAS EN ISO 11111-3:2007

Masine za industriju tekstila - Sigurnosni
zahtjevi - Dio 3: Masine koje nisu
namjenjene za tkanje

Textile machinery - Safety requirements -
Part 3: Non-woven machinery

EN ISO 11111-3:2005

BAS EN ISO 11111-
3/A1:2010

Masine za tekstilnu industriju - Sigurnosni
zahtjevi - Dio 3: MaSine za netkane
materijale - Amandaman 1

Textile machinery - Safety requirements -
Part 3: Nonwoven machinery -
Amendment 1

EN ISO 11111-
3:2005/A1:2009

BAS EN ISO 11111-
3/A2:2017

Masine za industriju tekstila - Sigurnosni
zahtjevi - Dio 3: MaSine za netkani tekstil -
Amandman 2

Textile machinery - Safety requirements -
Part 3: Nonwoven machinery -
Amendment 2

EN ISO 11111-
3:2005/A2:2016

BAS EN ISO 11111-4:2007

Masine za industriju tekstila - Sigurnosni
zahtjevi - Dio 4: MaSine za proizvodnju
prede, uzadi i konopaca

Textile machinery - Safety requirements -
Part 4: Yarn processing, cordage and
rope manufacturing machinery

EN ISO 11111-4:2005

BAS EN ISO 11111-
4/A1:2010

Masine za tekstilnu industriju - Sigurnosni
zahtjevi - Dio 4: MaSine za proizvodnju
prede, uzadi i konopaca - Amandman 1

Textile machinery - Safety requirements -
Part 4: Yarn processing, cordage and
rope manufacturing machinery -
Amendment 1

EN ISO 11111-
4:2005/A1:2009

BAS EN ISO 11111-
4/A1:2017

Masine za industriju tekstila - Sigurnosni
zahtjevi - Dio 4: MaSine za preradu prede
i proizvodnju uzadi i konopaca -
Amandman 2

Textile machinery - Safety requirements -
Part 4: Yarn processing, cordage and
rope manufacturing machinery -
Amendment 2

EN ISO 11111-
4:2005/A2:2016

BAS EN ISO 11111-5:2007

Masine za industriju tekstila - Sigurnosni
zahtjevi - Dio 5: MaSine za pripremu
tkanja i Strikanja

Textile machinery - Safety requirements -
Part 5: Preparatory machinery to weaving
and knitting

EN ISO 11111-5:2005

BAS EN ISO 11111-
5/A1:2010

Masine za tekstilnu industriju - Sigurnosni
zahtjevi - Dio 5: MasSine za pripremu
tkanja i pletenja - Amandman 1

Textile machinery - Safety requirements -
Part 5: Preparatory machinery to weaving
and knitting - Amendment 1

EN ISO 11111-
5:2005/A1:2009

BAS EN ISO 11111-
5/A1:2017

Masine za industriju tekstila - Sigurnosni
zahtjevi - Dio 5: MaSine za pripremu
tkanja i pletenja - Amandman 2

Textile machinery - Safety requirements -
Part 5: Preparatory machinery to weaving
and knitting - Amendment 2

EN ISO 11111-
5:2005/A2:2016

BAS EN ISO 11111-6:2007

Masine za industriju tekstila - Sigurnosni
zahtjevi - Dio 6: MaSine za proizvodnju
tekstila

Textile machinery - Safety requirements -
Part 6: Fabric manufacturing machinery

EN ISO 11111-6:2005
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BAS EN ISO 11111-
6/A1:2010

Masine za tekstilnu industriju - Sigurnosni
zahtjevi - Dio 5: MaSine za pripremu
tkanja i pletenja - Amandman 1

Textile machinery - Safety requirements -
Part 6: Fabric manufacturing machinery -
Amendment 1

EN ISO 11111-
6:2005/A1:2009

BAS EN ISO 11111-
6/A2:2010

Masine za industriju tekstila - Sigurnosni
zahtjevi - Dio 6: MaSine za proizvodnju
tkanina - Amandman 2

Textile machinery - Safety requirements -
Part 6: Fabric manufacturing machinery -
Amendment 2

EN ISO 11111-
6:2005/A2:2016

BAS EN ISO 11111-7:2007

Masine za industriju tekstila - Sigurnosni
zahtjevi - Dio 7: MasSine za bojenje i
zavrSnu obradu

Textile machinery - Safety requirements -
Part 7: Dyeing and finishing machinery

EN ISO 11111-7:2005

BAS EN ISO 11111-
7/A1:2010

Masine za tekstilnu industriju - Sigurnosni
zahtjevi - Dio 7: MasSine za bojenje i
zavrSnu obradu - Amandman 1

Textile machinery - Safety requirements -
Part 7: Dyeing and finishing machinery -
Amendment 1

EN ISO 11111-
7:2005/A1:2009

BAS EN ISO 11111-
7/A2:2010

Masine za industriju tekstila - Sigurnosni
zahtjevi - Dio 7: MaSine za bojenje i
doradu - Amandman 2

Textile machinery - Safety requirements -
Part 7: Dyeing and finishing machinery -
Amendment 2

EN ISO 11111-
7:2005/A2:2016

BAS EN ISO 11145:2017

Optika i fotonika — Laseri i odgovarajuc¢a
laserska oprema - Rjecnik i oznake

Optics and photonics - Lasers and laser-
related equipment - Vocabulary and
symbols

EN ISO 11145:2016

BAS EN ISO 11148-1:2013

Ruéni neelektriéno pogonjeni alati -
Sigurnosni zahtjevi - Dio 1: Montazni alati
za mehanicko spajanje bez navoja

Hand-held non-electric power tools -
Safety requirements - Part 1: Assembly
power tools for non-threaded mechanical
fasteners

EN ISO 11148-1:2011

BAS EN ISO 11148-2:2012

Ruéni neelektricno pogonjeni alati -
Sigurnosni zahtjevi - Dio 2: Pogonjeni
alati za odsjecanje i spajanje

Hand-held non-electric power tools -
Safety requirements - Part 2: Cutting-off
and crimping power tools

EN ISO 11148-2:2011

BAS EN ISO 11148-3:2014

Ruéni neelektricno pogonjeni alati -
Sigurnosni zahtjevi - Dio 3: Busilice i
ureznice/nareznice

Hand-held non-electric power tools -
Safety requirements - Part 3: Drills and
tappers

EN ISO 11148-3:2012

BAS EN ISO 11148-4:2014

Ruéni neelektriéno pogonjeni alati -
Sigurnosni zahtjevi - Dio 4: Nerotirajuci
udarni alati

Hand-held non-electric power tools -
Safety requirements - Part 4: Non-rotary
percussive power tools

EN ISO 11148-4:2012

BAS EN ISO 11148-5:2012

Ruéni neelektriéno pogonjeni alati -
Sigurnosni zahtjevi - Dio 5: Rotiraju¢e
udarne busilice

Hand-held non-electric power tools -
Safety requirements - Part 5: Rotary
percussive drills

EN ISO 11148-5:2011

BAS EN ISO 11148-6:2014

Ruéni neelektriéno pogonjeni alati -
Sigurnosni zahtjevi - Dio 6: Alati za
montazu navojnih spojeva

Hand-held non-electric power tools -
Safety requirements - Part 6: Assembly
power tools for threaded fasteners

EN ISO 11148-6:2012

BAS EN ISO 11148-7:2014

Ruéni neelektricno pogonjeni alati -
Sigurnosni zahtjevi - Dio 7: Brusilice

Hand-held non-electric power tools -
Safety requirements - Part 7: Grinders

EN ISO 11148-7:2012

BAS EN ISO 11148-8:2012

Ruéni neelektriéno pogonjeni alati -
Sigurnosni zahtjevi - Dio 8: Alati za
pjeskarenje i poliranje

Hand-held non-electric power tools -
Safety requirements - Part 8: Sanders
and polishers

EN ISO 11148-8:2011
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BAS EN ISO 11148-9:2012

Rucéni neelektri¢no pogonjeni alati -
Sigurnosni zahtjevi - Dio 9: Brusilice za
Zljebove

Hand-held non-electric power tools -
Safety requirements - Part 9: Die grinders

EN ISO 11148-9:2011

BAS EN ISO 11148-10:2012

Ruéni neelektri¢no pogonjeni alati -
Sigurnosni zahtjevi - Dio 10: Alati za
stezanje

Hand-held non-electric power tools -
Safety requirements - Part 10:
Compression power tools

EN ISO 11148-10:2011

BAS EN ISO 11148-11:2012

Ruéni neelektri¢no pogonjeni alati -
Sigurnosni zahtjevi - Dio 11: Probojci i
makaze

Hand-held non-electric power tools -
Safety requirements - Part 11: Nibblers
and shears

EN ISO 11148-11:2011

BAS EN ISO 11148-12:2014

Ruéni neelektri¢no pogonjeni alati -
Sigurnosni zahtjevi - Dio 12: Kruzne,
oscilatorne i ubodne pile

Hand-held non-electric power tools -
Safety requirements - Part 12: Circular,
oscillating and reciprocating saws

EN ISO 11148-12:2012

BAS EN ISO 11148-13:2021

Ruéni neelektriéno pogonjeni alati -
Sigurnosni zahtjevi - Dio 13: Alati za
pri¢vr§civanje

Hand-held non-electric power tools -
Safety requirements - Part 13: Fastener
driving tool

EN ISO 11148-13:2018

BAS EN ISO 11252:2015

Laseri i laserska oprema - Laserski
uredaji — Minimalni zahtjevi za
dokumentaciju

Lasers and laser-related equipment -
Laser device - Minimum requirements for
documentation

EN ISO 11252:2013

BAS EN ISO 11553-2:2011

Sigurnost masina — laserske masine za
obradu — Dio 2: Sigurnosni zahtjevi za
rucéne laserske procesne uredaje

Safety of machinery - Laser processing
machines - Part 2: Safety requirements
for hand-held laser processing devices

EN ISO 11553-2:2008

BAS EN ISO 11553-3:2014

Sigurnost masina — Laserske masine za
obradu — Dio 3: Smanjenje buke i metode
mjerenja buke laserskih masina, ru¢nih
laserskih uredaja za obradu i dodatne
pomocne opreme (stepen preciznosti 2)

Safety of machinery - Laser processing
machines - Part 3: Noise reduction and
noise measurement methods for laser
processing machines and hand-held
processing devices and associated
auxiliary equipment (accuracy grade 2)

EN ISO 11553-3:2013

BAS EN ISO 11680-1:2014

Masine za Sumarstvo - Sigurnosni
zahtjevi i ispitivanje motorom pogonjenih
reza¢a montiranih na konzolu - Dio 1:
Masine sa integrisanim motorom na
unutradnje sagorijevanje

Machinery for forestry - Safety
requirements and testing for pole-
mounted powered pruners - Part 1:
Machines fitted with an integral
combustion engine

EN ISO 11680-1:2011

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN ISO 11680-1:2023

Masine za Sumarstvo - Sigurnosni
zahtjevi i ispitivanje motorom pogonjenih
reza¢a montiranih na konzolu - Dio 1:
Masine s integrisanim motorom na
unutras$nje sagorijevanje

Machinery for forestry - Safety
requirements and testing for pole-
mounted powered pruners - Part 1:
Machines fitted with an integral
combustion engine

EN ISO 11680-1:2021

BAS EN ISO 11680-2:2013

Masine za Sumarstvo - Sigurnosni
zahtjevi i ispitivanje motorom pogonjenih

Machinery for forestry - Safety
requirements and testing for pole-

EN ISO 11680-2:2011

Datum povlagenja iz
OJ EU

rezaCa montiranih na konzolu - Dio 2: mounted powered pruners - Part 2: 2.2.2025.
Masine sa lednom pogonskom jedinicom |Machines for use with back-pack power
source
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BAS EN ISO 11680-2:2023

Masine za Sumarstvo - Sigurnosni
zahtjevi i ispitivanje motorom pogonjenih
rezaCa montiranih na konzolu - Dio 2:
Masine s lednom pogonskom jedinicom

Machinery for forestry - Safety
requirements and testing for pole-
mounted powered pruners - Part 2:
Machines for use with backpack power
source

EN ISO 11680-2:2021

BAS EN ISO 11681-1:2013

Masine za Sumarstvo - Sigurnosni
zahtjevi i ispitivanje prenosnih lan¢anih
pila - Dio 1: Motorne lan€ane pile za
Sumske radove

Machinery for forestry - Portable chain-
saw safety requirements and testing -
Part 1: Chain-saws for forest service

EN ISO 11681-1:2011

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN ISO 11681-1:2023

Masine za Sumarstvo - Sigurnosni
zahtjevi i ispitivanje prijenosnih lan¢anih
pila - Dio 1: Motorne lan¢ane pile za
Sumske radove

Machinery for forestry - Portable chain-
saw safety requirements and testing -
Part 1: Chain-saws for forest service

EN ISO 11681-1:2022

BAS EN ISO 11681-2:2013

Masine za Sumarstvo - Sigurnosni
zahtjevi i ispitivanje prenosnih lan¢anih
pila - Dio 2: Lan¢ane pile za orezivanje
drveca

Machinery for forestry - Portable chain-
saw safety requirements and testing -
Part 2: Chain-saws for tree service

EN ISO 11681-2:2011

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN ISO 11681-
2/A1:2018

Masine za Sumarstvo - Sigurnosni
zahtjevi i ispitivanje prenosnih lan€anih
pila - Dio 2: lan€ane pile za orezivanje
drve¢a - Amandman 1

Machinery for forestry - Portable chain-
saw safety requirements and testing -
Part 2: Chain-saws for tree service

EN ISO 11681-
2:2011/A1:2017

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN ISO 11681-2:2023

Masine za Sumarstvo - Sigurnosni
zahtjevi i ispitivanje prijenosnih lan¢anih
pila - Dio 2: Lan€ane pile za orezivanje
drveca

Machinery for forestry - Portable chain-
saw safety requirements and testing -
Part 2: Chain-saws for tree service

EN ISO 11681-2:2022

BAS EN ISO 11806-1:2013

Poljoprivredne i Sumarske masine -
Sigurnosni zahtjevi i ispitivanje za
prenosne, ru¢no upravljane, Cetkaste
sjekace i trimere za travu - Dio 1: maSine
sa integrisanim motorom na unutrasnje
sagorijevanje

Agricultural and forestry machinery -
Safety requirements and testing for
portable, hand-held, powered brush-
cutters and grass-trimmers - Part 1:
Machines fitted with an integral
combustion engine

EN ISO 11806-1:2011

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN ISO 11806-1:2023

Poljoprivredne i Sumarske masine -
Sigurnosni zahtjevi i ispitivanje za
prijenosne, ruéno upravljane, Cetkaste
sjekace i trimere za travu - Dio 1: MasSine
s integrisanim motorom na unutrasnje
sagorijevanje

Agricultural and forestry machinery -
Safety requirements and testing for
portable, hand-held, powered brush-
cutters and grass-trimmers - Part 1:
Machines fitted with an integral
combustion engine

EN ISO 11806-1:2022

BAS EN ISO 11806-2:2013

Poljoprivredne i Sumarske masine -
Sigurnosni zahtjevi i ispitivanje za

Agricultural and forestry machinery -
Safety requirements and testing for

EN ISO 11806-2:2011

Datum povlagenja iz
OJ EU

prenosne, ru¢no upravljane, Cetkaste portable, hand-held, powered brush- 2.2.2025.
sjekace i trimere za travu - Dio 2: maSine |cutters and grass-trimmers - Part 2:
sa lednom pogonskom jedinicom Machines for use with back-pack power
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BAS EN ISO 11806-2:2023

Poljoprivredne i Sumarske masine -
Sigurnosni zahtjevi i ispitivanje za
prijenosne, ru¢no upravljane, Cetkaste
sjekace i trimere za travu - Dio 2: MaSine
s lednom pogonskom jedinicom

Agricultural and forestry machinery -
Safety requirements and testing for
portable, hand-held, powered brush-
cutters and grass-trimmers - Part 2:
Machines for use with backpack power

EN ISO 11806-2:2022

BAS EN ISO 11850:2013

Masine za Sumarstvo - Opsti sigurnosni
zahtjevi

Méchinery for forestry - General safety
requirements

EN ISO 11850:2011

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN ISO 11850/A1:2017

Masine za Sumarstvo — Opsti sigurnosni
zahtjevi

Machinery for forestry - General safety
requirements

EN ISO
11850:2011/A1:2016

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN ISO 11850/A2:2023

Masine za Sumarstvo - Opsti zahtjevi za
sigurnost — Amandman 2: Pristup mjestu
rukovatelja i odrzavanje prostora

Machinery for forestry - General safety
requirements - Amendment 2: Access to
operator's station and maintenance
locations

EN ISO
11850:2011/A2:2022

Ogranic¢enje: Kad je rije¢ o tacki 4.4. podtacki (a), prvoj alineji prvom odlomku, kao i upuc¢ivanjima na standard EN I1SO 2867:2011, tabelu 6. stavovi 8. i 9., najveée dimenzije za ,A” i bilieSku a)
najvece dimenzije u pogledu visine prve stepenice, ovom se objavom ne stvara pretpostavka o uskladenosti s temeljnim zdravstvenim i sigurnosnim zahtjevima iz odjeljaka 1.1.6., 1.5.15.i 1.6.2.
Priloga I. Direktivi 2006/42/EC.

BAS EN 12001:2013

Masine za transport, prskanje i
ugradivanje betona i maltera - Sigurnosni
zahtjevi

Conveying, spraying and placing
machines for concrete and mortar -
Safety requirements

EN 12001:2012

BAS EN 12012-1:2019

Masine za plastiku i gumu — MaSine za
usitnjavanje — Dio 1: Sigurnosni zahtjevi
za granulatore s nozevima i sjekace

Plastics and rubber machines - Size
reduction machines - Part 1: Safety
requirements for blade granulators and
shredders

EN 12012-1:2018

BAS EN 12013:2019

Masine za plastiku i gumu - Unutrasnje
mijesalice - Sigurnosni zahtjevi

Plastics and rubber machines - Internal
mixers - Safety requirements

EN 12013:2018

BAS EN 12016:2014

Elektromagnetna kompatibilnost —
Standard porodice proizvoda za liftove,
pokretne stepenice i trake za prevoz
osoba — Otpornost na smetnje

Electromagnetic compatibility - Product
family standard for lifts, escalators and
moving walks - Immunity

EN 12016:2013

BAS EN 12041:2016

Masine u prehrambenoj industriji - Kalupi -
Sigurnosni i higijenski zahtjevi

Food processing machinery - Moulders -
Safety and hygiene requirements

EN 12041:2014

BAS EN 12042:2015

Masine u prehrambenoj industriji -
Automatske djelilice tijesta - Sigurnosni i
higijenski zahtjevi

Food processing machinery - Automatic
dough dividers - Safety and hygiene
requirements

EN 12042:2014

BAS EN 12043:2016

Masine u prehrambenoj industriji —
Uredaji za medufaznu kontrolu -
Sigurnosni i higijenski zahtjevi

Food processing machinery -
Intermediate provers - Safety and
hygiene requirements

EN 12043:2014
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BAS EN 12044+A1:2010

Masine za izradu obuce, proizvoda od
koze i vieStaCke koze - MaSine za
sjecenje i perforiranje - Sigurnosni zahtjevi

Footwear, leather and imitation leather
goods manufacturing machines - Cutting
and punching machines - Safety
requirements

EN 12044:2005+A1:2009

BAS EN 12053+A1:2010

Sigurnost industrijskih kamiona - Metode
ispitivanja za mjerenje emitovane buke

Safety of industrial trucks - Test methods
for measuring noise emissions

EN 12053:2001+A1:2008

BAS EN 12077-2+A1:2009

Sigurnost dizalica - Zahtjevi za zdravlje i
sigurnost - Dio 2: Uredaji za
ograni¢avanje i indikaciju

Cranes safety - Requirements for health
and safety - Part 2: Limiting and
indicating devices

EN 12077-2:1998+A1:2008

BAS EN 12110:2015

Masine za gradnju tunela - Komora za
prilagodavanje (vazdusne zavjese) -
Sigurnosni zahtjevi

Tunnelling machines - Air locks - Safety
requirements

EN 12110:2014

BAS EN 12111:2015

Masine za gradnju tunela - Rovokopadi i,
kopacice za neprekidno kopanje -
Sigurnosni zahtjevi

Tunnelling machines - Road headers,
continuous miners and impact rippers -
Safety requirements

EN 12111:2014

BAS EN 12158-1+A1:2011

Gradevinske dizalice za transport
materijala - Dio 1: Dizalice sa dozvoljenim

Builders’ hoists for goods - Part 1: Hoists
with accessible platforms

EN 12158-1:2000+A1:2010

Datum povlacenja iz
OJ EU

pristupom na platforme 2.2.2025.
BAS EN 12158-1:2024 Teretne gradevinske dizalice - Dio 1: Builders' hoists for goods - Part 1: Hoists |EN 12158-1:2021
Dizalice s dozvoljenim pristupom na with accessible platforms
platforme
BAS EN 12158-2+A1:2011 |Gradevinske dizalice za transport Builders’ hoists for goods - Part 2: EN 12158-2:2000+A1:2010
materijala - Dio 2: Kose dizalice sa Inclined hoists with non- accessible load
zabranjenim pristupom uredajima za carrying devices
noSenje tereta
BAS EN 12159:2013 Gradevinski liftovi za prevoz osoba i Builders hoists for persons and materials |EN 12159:2012
materijala sa vertikalno vodenom voznom |with vertically guided cages
korpom
BAS EN 12162+A1:2010 Pumpe za tekuc¢inu - Sigurnosni zahtjevi - [Liquid pumps - Safety requirements - EN 12162:2001+A1:2009
Procedure hidrostati¢kog ispitivanja Procedure for hydrostatic testing
BAS EN 12203+A1:2010 Masine za izradu obuce, proizvoda od Footwear, leather and imitation leather EN 12203:2003+A1:2009
koze i vjeStacke koze - Prese za obu¢ui |goods manufacturing machines - Shoe
kozu - Sigurnosni zahtjevi and leather presses - Safety requirements
BAS EN 12267+A1:2011 Masine u prehrambenoj industriji - Food processing machinery - Circular EN 12267:2003+A1:2010
Masine sa cirkularnim pilama - Sigurnosni [saw machines - Safety and hygiene
i higijenski zahtjevi requirements
BAS EN 12268::2016 Masine u prehrambenoj industriji - Food processing machinery - Band saw |EN 12268:2014
Trakaste maSine za prosijavanje - machines - Safety and hygiene
Sigurnosni i higijenski zahtjevi requirements
BAS EN 12301:2021 Masine za plastiku i gumu - Pegle - Plastics and rubber machines — EN 12301:2019
Sigurnosni zahtjevi Calenders — Safety requirements
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BAS EN 12301/Cor 1:2023

Masine za plastiku i gumu — Kalanderi
(valjci za presovanje) - Sigurnosni zahtjevi

Plastics and rubber machines -
Calenders - Safety requirements

EN 12301:2019/AC:2021

BAS EN 12312-1:2014

Zemaljska oprema za podrSku aviona -
Posebni zahtjevi - Dio 1: Stepenista za
putnike

Aircraft ground support equipment -
Specific requirements - Part 1: Passenger
stairs

EN 12312-1:2013

BAS EN 12312-2:2015

Zemaljska oprema za podrsku
vazduhoplova - Posebni zahtjevi - Dio 2:
Prevozna sredstva za opskrbu
namirnicama

Aircraft ground support equipment -
Specific requirements - Part 2: Catering
vehicles

EN 12312-2:2014

BAS EN 12312-3+A1:2021

Zemaljska oprema za podrsku aviona -
Posebni zahtjevi - Dio 3: Prijevozna
sredstva s transportnim trakama

Aircraft ground support equipment -
Specific requirements - Part 3: Conveyor
belt vehicles

EN 12312-3:2017+A1:2020

BAS EN 12312-4:2015

Zemaljska oprema za podrsku
vazduhoplova - Posebni zahtjevi - Dio 4:
Mostovi za ukrcavanje putnika

Aircraft ground support equipment -
Specific requirements - Part 4: Passenger
boarding bridges

EN 12312-4:2014

BAS EN 12312-5:2022

Zemaljska oprema za podr8ku aviona -
Posebni zahtjevi - Dio 5: Oprema za
snabdijevanje aviona gorivom

Aircraft ground support equipment -
Specific requirements - Part 5: Aircraft
fuelling equipment

EN 12312-5:2021

BAS EN 12312-6:2018

Zemaljska oprema za podr8ku aviona -
Posebni zahtjevi - Dio 6: Odledivadi i
oprema za odledivanje/spre¢avanje

Aircraft ground support equipment -
Specific requirements - Part 6: Deicers
and deicing/antiicing equipment

EN 12312-6:2017

BAS EN 12312-7:2022

Zemaljska oprema za podr8ku aviona -
Posebni zahtjevi - Dio 7: Oprema za
pomjeranje aviona

Aircraft ground support equipment -
Specific requirements - Part 7: Aircraft
movement equipment

EN 12312-7:2020

BAS EN 12312-8:2020

Zemaljska oprema za podrsku aviona -
Posebni zahtjevi - Dio 8: Stepenista i
platforme za odrzavanje ili opsluzivanje

Aircraft ground support equipment -
Specific requirements - Part 8:
Maintenance or service stairs and
platforms

EN 12312-8:2018

BAS EN 12312-9:2014

Zemaljska oprema za podr8ku aviona -
Posebni zahtjevi - Dio 9: Utovarivadi
kontejnera/paleta

Aircraft ground support equipment -
Specific requirements - Part 9:
Container/Pallet loaders

EN 12312-9:2013

BAS EN 12312-10+A1:2010

Zemaljska oprema za podr8ku aviona -
Posebni zahtjevi - Dio 10: Transporteri za
prenos kontejnera/paleta

Aircraft ground support equipment -
Specific requirements - Part 10:
Container/Pallet transfer transporters

EN 12312-10:2005+A1:2009

BAS EN 12312-12:2018

Zemaljska oprema za podr8ku aviona -
Posebni zahtjevi - Dio 12: Oprema za
posluZivanje pitkom vodom

Aircraft ground support equipment -
Specific requirements - Part 12: Potable
water service equipment

EN 12312-12:2017

BAS EN 12312-13:2018

Zemaljska oprema za podrsku aviona -
Posebni zahtjevi - Dio 13: Oprema za
usluge toaleta

Aircraft ground support equipment -
Specific requirements - Part 13: Lavatory
service equipment

EN 12312-13:2017
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BAS EN 12312-14:2015

Zemaljska oprema za podrsku
vazduhoplova — Posebni zahtjevi — Dio
14: Prevozna sredstva za ukrcavanje
invalidnih/onesposobljenih putnika

Aircraft ground support equipment -
Specific requirements - Part 14:
Disabled/incapacitated passenger
boarding vehicles

EN 12312-14:2014

BAS EN 12312-15+A1:2010

Zemaljska oprema za podrsku aviona -
Posebni zahtjevi - Dio 15: Oprema za
prevoz prtljiaga

Aircraft ground support equipment -
Specific requirements - Part 15: Baggage
and equipment tractors

EN 12312-15:2006+A1:2009

BAS EN 12312-16+A1:2010

Zemaljska oprema za podrSku aviona -
Posebni zahtjevi - Dio 16: Oprema za
startovanje vazduhom

Aircraft ground support equipment -
Specific requirements - Part 16: Air start
eguipment

EN 12312-16:2005+A1:2009

BAS EN 12312-17+A1:2010

Zemaljska oprema za podrsku aviona -
Posebni zahtjevi - Dio 17: Oprema za
klimatizaciju vazduha

Aircraft ground support equipment -
Specific requirements - Part 17: Air
conditioning equipment

EN 12312-17:2004+A1:2009

BAS EN 12312-18+A1:2010

Zemaljska oprema za podrsku aviona -
Posebni zahtjevi - Dio 18: Jedinice za
azot ili kiseonik

Aircraft ground support equipment -
Specific requirements - Part 18: Nitrogen
or Oxygen units

EN 12312-18:2005+A1:2009

BAS EN 12312-19+A1:2010

Zemaljska oprema za podr8ku aviona -
Posebni zahtjevi - Dio 19: Avionske
dizalice, stubne dizalice i hidrauli¢ni repni
podupiradi

Aircraft ground support equipment -
Specific requirements - Part 19: Aircraft
jacks, axle jacks and hydraulic tail
stanchions

EN 12312-19:2005+A1:2009

BAS EN 12312-20+A1:2010

Zemaljska oprema za podrsku aviona -
Posebni zahtjevi - Dio 20: Snabdijevanje
elektricnom energijom

Aircraft ground support equipment -
Specific requirements - Part 20: Electrical
ground power units

EN 12312-20:2005+A1:2009

BAS EN 12321+A1:2010

Masine za podzemne rudnike -
specifikacija sigurnosnih zahtjeva za
lan¢ane grabuljaste transportere

Underground mining machinery -
Specification for the safety requirements
of armoured face conveyors

EN 12321:2003+A1:2009

BAS EN 12331:2022

Masine u prehrambenoj industriji -
Masine za usitnjavanje - Sigurnosni i
higijenski zahtjevi

Food processing machinery - Mincing
machines - Safety and hygiene
requirements

EN 12331:2021

BAS EN 12348+A1:2010

Masine na postolju za busenje jezgara -
Sigurnost

Core drilling machines on stand - Safety

EN 12348:2000+A1:2009

BAS EN 12355+A1:2011

Masine u prehrambenoj industriji -
Masine za skidanje kore (ljuske),
pokozice i masine za otklanjanje opne -
Sigurnosni i higijenski zahtjevi

Food processing machinery - Derinding-,
skinning- and membrane removal
machines - Safety and hygiene
requirement

EN 12355:2003+A1:2010

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 12355:2023

Masine u prehrambenoj industriji -
Masine za skidanje kore (ljuske),
pokozice i masine za otklanjanje opne -
Sigurnosni i higijenski zahtjevi

Food processing machinery - Derinding-,
skinning- and membrane removal
machines - Safety and hygiene
requirements

EN 12355:2022

BAS EN 12385-1+A1:2010

Celiéna Zi¢ana uzad - Sigurnost - Dio 1:
Opsti zahtjevi

Steel wire ropes - Safety - Part 1:
General requirements

EN 12385-1:2002+A1:2008
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BAS EN 12385-2+A1:2009

Celiéna Zi¢ana uZad - Sigurnost - Dio 2:
Definicije, oznaCavanije i klasifikacija

Steel wire ropes - Safety - Part 2:
Definitions, designation and classification

EN 12385-2:2002+A1:2008

BAS EN 12385-3+A1:2009

Celi¢na Zi¢ana uzad - Sigurnost - Dio 3:
Informacije za upotrebu i odrzavanje

Steel wire ropes - Safety - Part 3:
Information for use and maintenance

EN 12385-3:2004+A1:2008

BAS EN 12385-4+A1:2009

Celiéna Zi¢ana uZad - Sigurnost - Dio 4:
Pramena uzad za opce primjene dizanja

Steel wire ropes - Safety - Part 4:
Stranded ropes for general lifting
applications

EN 12385-4:2002+A1:2008

BAS EN 12385-5:2022

Celi¢na Zi¢ana uzad - Sigurnost - Dio 5:
Pletena uzad za liftove

Steel wire ropes - Safety - Part 5:
Stranded ropes for lifts

EN 12385-5:2021

BAS EN 12385-5/Cor1:2024

Celiéna Zi¢ana uZad - Sigurnost - Dio 5:
Upletena uzad za liftove

Steel wire ropes - Safety - Part 5:
Stranded ropes for lifts

EN 12385-5:2021/AC:2021

BAS EN 12385-10+A1:2009

Celi¢na Zi¢ana uzad - Sigurnost - Dio 10:
Spiralna uzad za opc¢e primjene u
konstrukcijama

Celi¢na zi¢ana uzad - Sigurnost - Dio 10:
Spiralna uzad za opc¢e primjene u
konstrukcijama

EN 12385-10:2003+A1:2008

BAS EN 12387+A1:2010

Masine za izradu obuce, proizvoda od
koze i vjeStacke koze - Oprema za
popravku obuée na modelu - Sigurnosni
zahtjevi

Footwear, leather and imitation leather
goods manufacturing machines - Modular
shoe repair equipment - Safety
reguirements

EN 12387:2005+A1:2009

BAS EN 12409+A1:2013

Masine za plastiku i gumu - Masine za
oblikovanje grijanjem - Sigurnosni zahtjevi

Plastics and rubber machines -
Thermoforming machines - Safety
requirements

EN 12409:2008+A1:2011

BAS EN 12417+A2:2010

Alatne masine - Sigurnost - Obradni centri

Machine tools - Safety - Machining
centres

EN 12417:2001+A2:2009

BAS EN
12417+A2/Cor1:2011

Alatne masine - Sigurnost - Obradni centri

Machine tools - Safety - Machining
centres

EN
12417:2001+A2:2009/AC:20
10

BAS EN 12418+A1:2010

Masine za zidarske radove i masSine za
sjeCenje kamena za rad na gradilistu -
Sigurnost

Masonry and stone cutting-off machines
for job site - Safety

EN 12418:2000+A1:2009

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN 12418:2023

Zidarske masine i maSine za rezanje
kamena za rad na gradiliStu - Sigurnost

Masonry and stone cutting-off machines
for job site - Safety

EN 12418:2021

BAS EN 12453+A1:2023

Industrijska, komercijalna, garazna i
ostala vrata i kapije - Sigurnost pri
upotrebi vrata na elektri¢ni pogon —
Zahtjevi i metode ispitivanja

Industrial, commercial and garage doors
and gates - Safety in use of power
operated doors - Requirements and test
methods

EN 12453:2017+A1:2021

BAS EN 12463+A1:2012

Masine u prehrambenoj industriji -
Masine za punjenje i pomoéne masine -
Sigurnosni i higijenski zahtjevi

Food processing machinery - Filling
machines and auxiliary machines - Safety
and hygiene requirements

EN 12463:2004+A1:2011

BAS EN 12505+A1:2010

Masine za prehrambenu tehnologiju -
Centrifugalne masine za preradu jestivih
ulja i masti - Sigurnosni i higijenski
zahtjevi

Food processing machinery - Centrifugal
machines for processing edible oils and
fats - Safety and hygiene requirements

EN 12505:2000+A1:2009
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BAS EN 12525+A2:2011

Masine za poljoprivredu - Utovarivaci sa
prednje strane - Sigurnost

Agricultural machinery - Front loaders -
Safety

EN 12525:2000+A2:2010

Ogranicenje : Uskladenost sa ovim uskladenim standardom ne stvara pretpostavku uskladenosti s temeljnim zdravstvenim i sigurnosnim zahtjevima utvrdenima u tacki 1.1.2. Priloga I. Direktivi
2006/42/EC, kojom se zahtijevaju tehni¢ke, ne organizacijske mjere, na primjer zastitne strukture koje konkretno &tite od predmeta koji padaju, ne i od drugih uzroka nesreca, uklju€ujuéi scenarije u
kojima dolazi do prevrtanja vozila, i tacki 1.7.4.2. podtacki () Priloga I. Direktivi 2006/42/EC, kojom se zahtijeva informacije o preostalim rizicima koji i dalje postoje unato€ mjerama imanentno sigurne
konstrukcije, sigurnosne zastite i primjeni dodatnih zastitnih mjera.

BAS EN 12545+A1:2010

Masine za izradu obuce, proizvoda od
koze i vjeStacke koze - Kodovi za
ispitivanje buke - Opsti zahtjevi

Footwear, leather and imitation leather
goods manufacturing machines - Noise
test code - Common

requirements

EN 12545:2000+A1:2009

BAS EN 12547:2015

Centrifuge - Opsti sigurnosni zahtjevi

Centrifuges - Common safety
requirements

EN 12547:2014

BAS EN 12549+A1:2010

Akustika - Kodovi za ispitivanje buke
alata za zakivanje - InZenjerska metoda

Acoustics - Noise test code for fastener
driving tools - Engineering method

EN 12549:1999+A1:2008

BAS EN 12581+A1:2011

Postrojenja za zastitu bojenjem -
Postrojenje za nanoSenje potapanjem i
elektoliticko nanosenje organskih te¢nih
premaznih sredstava - Sigurnosni zahtjevi

Coating plants - Machinery for dip coating
and electrodeposition of organic liquid
coating material - Safety requirements

EN 12581:2005+A1:2010

BAS EN 12609:2022

Mikser kamioni - Zahtjevi za sigurnost

Truck mixers - Safety requirements

EN 12609:2021

BAS EN 12621+A1:2011

Postrojenje za snabdijevanje i cirkulaciju
premaznih sredstava pod pritiskom -
Sigurnosni zahtjevi

Machinery for the supply and circulation
of coating materials under pressure -
Safety requirements

EN 12621:2006+A1:2010

BAS EN 12622+A1:2014

Sigurnost alatnih masina - Hidrauli¢ne
prese za savijanje

Safety of machine tools - Hydraulic press
brakes

EN 12622:2009+A1:2013

BAS EN 12629-1+A1:2011

Masine za izradu gradevinskih proizvoda
od betona i kalcijum-silikata - Sigurnost -
Dio 1: Opsti zahtjev

Machines for the manufacture of
constructional products from concrete
and calcium-silicate - Safety - Part 1:
Common requirementsi

EN 12629-1:2000+A1:2010

BAS EN 12629-2+A1:2011

Masine za izradu gradevinskih proizvoda
od betona i kalcijum-silikata - Sigurnost -
Dio 2: MaS8ine za proizvodnju blokova

Machines for the manufacture of
constructional products from concrete
and calcium-silicate - Safety - Part 2:
Block making machines

EN 12629-2:2002+A1:2010

BAS EN 12629-3+A1:2011

Masine za izradu gradevinskih proizvoda
od betona i kalcijum-silikata - Sigurnost -
Dio 3: MasSine sa kliznim i rotacionim
stolom

Machines for the manufacture of
constructional products from concrete
and calcium-silicate - Safety - Part 3:
Slide and turntable machines

EN 12629-3:2002+A1:2010

BAS EN 12629-4+A1:2011

Masine za izradu gradevinskih proizvoda
od betona i kalcijum-silikata - Sigurnost -
Dio 4: MaSine za proizvodnju betonskog
crijepa

Machines for the manufacture of
constructional products from concrete
and calcium-silicate - Safety - Part 4:
Concrete roof tile making machines

EN 12629-4:2001+A1:2010
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BAS EN 12629-5-
1+A1:2011

Masine za izradu gradevinskih proizvoda
od betona i kalcijum-silikata - Sigurnost -
Dio 5-1: Masine za izradu cijevi u
vertikalnom polozaju

Machines for the manufacture of
constructional products from concrete
and calcium-silicate - Safety - Parts 5-1:
Pipe making machines manufacturing in
the vertical axis

EN 12629-5-
1:2003+A1:2010

BAS EN 12629-5-
2+A1:2011

Masine za izradu gradevinskih proizvoda
od betona i kalcijum-silikata - Sigurnost -
Dio 5-2: MaSine za izradu cijevi u
horizontalnom polozaju

Machines for the manufacture of
constructional products from concrete
and calcium-silicate - Safety - Parts 5-2:
Pipe making machines manufacturing in
the horizontal axis

EN 12629-5-
2:2003+A1:2010

BAS EN 12629-5-
3+A1:2011

Masine za izradu gradevinskih proizvoda
od betona i kalcijum-silikata - Sigurnost -
Dio 5-3: MaSine za prednapregnute cijevi

Machines for the manufacture of
constructional products from concrete
and calcium-silicate - Safety - Parts 5-3:
Pipe prestressing machines

EN 12629-5-
3:2003+A1:2010

BAS EN 12629-5-
4+A1:2011

Masine za izradu gradevinskih proizvoda
od betona i kalcijum-silikata - Sigurnost -
Dio 5-4: MaSine za presvlacenje
betonskih cijevi

Machines for the manufacture of
constructional products from concrete
and calcium-silicate - Safety - Parts 5-4:
Concrete pipe coating machines

EN 12629-5-
4:2003+A1:2010

BAS EN 12629-6+A1:2011

Masine za izradu gradevinskih proizvoda
od betona i kalcijum-silikata - Sigurnost -
Dio 6: Nepokretna i pokretna oprema za
izradu prefabrikovanih armiranih
proizvoda

Machines for the manufacture of
constructional products from concrete
and calcium-silicate - Safety - Part 6:
Stationary and mobile equipment for the
manufacture of precast reinforced
products

EN 12629-6:2004+A1:2010

BAS EN 12629-7+A1:2011

Masine za izradu gradevinskih proizvoda
od betona i kalcijum-silikata - Sigurnost -
Dio 7: Nepokretna i pokretna oprema za
izradu dugackih prednapregnutih
proizvoda na radnom stolu

Machines for the manufacture of
constructional products from concrete
and calcium-silicate - Safety - Part 7:
Stationary and mobile equipment for long
line manufacture of prestressed products

EN 12629-7:2004+A1:2010

BAS EN 12629-8+A1:2011

Masine za izradu gradevinskih proizvoda
od betona i kalcijum-silikata - Sigurnost -
Dio 8: MaSine i oprema za izradu
gradevinskih proizvoda od kalcijum-
silikata (i betona)

Machines for the manufacture of
constructional products from concrete
and calcium-silicate - Safety - Part 8:
Machines and equipment for the
manufacture of constructional products
from calcium-silicate (and concrete)

EN 12629-8:2002+A1:2010

BAS EN 12635+A1:2010

Industrijska, komercijalna i garazna vrata
i kapije - Ugradnja i upotreba

Industrial, commercial and garage doors
and gates - Installation and use

EN 12635:2002+A1:2008

Ogranicenje: Kad je rije¢ o ta

sigurnosnim zahtjevima iz odjeljaka 1.1.2., 1.1.6., 1.2.1., 1.3.7., 1.3.8.2,,

¢ki 5.1. i Prilogu D, ova objava ne obuhvaca standard EN 12453:2000, primjenom koje

se ne podrazumijeva pretpostavka o uskladenosti s temeljnim zdravstvenim i
1.4.1.,1.4.3.i1.5.14. Priloga I. Direktivi 2006/42/EC.

BAS EN 12644-1+A1:2012*

Dizalice - Informacije za upotrebu i
ispitivanje - Dio 1: Uputstva*

Cranes - Information for use and testing -
Part 1: Instructions

EN 12644-1:2001+A1:2008
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BAS EN 12644-2+A1:2009

Dizalice — Podaci za upotrebu i ispitivanje
- Dio 2: Oznacavanje

Dizalice — Podaci za upotrebu i ispitivanje
- Dio 2: Oznagavanje

EN 12644-2:2000+A1:2008

BAS EN 12649+A1:2012

Masine za zbijanje i ravnanje betona -
Sigurnost

Concrete compactors and smoothing
machines - Safety

EN 12649:2008+A1:2011

BAS EN 12653+A2:2010

Masine za izradu obuce, proizvoda od
koze i vieStaCke koze - MaSine za
zakivanje - Sigurnosni zahtjevi

Footwear, leather and imitation leather
manufacturing machines - Nailing
machines - Safety requirements

EN 12653:1999+A2:2009

BAS EN 12693:2009

Rashladni sistemi i toplotne pumpe -
Zahtjevi za bezbjednost i zastitu Zivotne
sredine - Klipni rashladni kompresori

Refrigerating systems and heat pumps -
Safety and environmental requirements

EN 12693:2008

BAS EN 12717+A1:2010

Sigurnost alatnih masina - Busilice
Safety of machine tools - Drilling
machines

Sigurnost alatnih masina - Busilice
Safety of machine tools - Drilling
machines

EN 12717:2001+A1:2009

BAS EN 12733:2020

Masine za poljoprivredu i Sumarstvo -
Ruéno upravljane motorne kosacice -
Sigurnost

Agricultural and forestry machinery -
Pedestrian controlled motor mowers -
Safety

EN 12733:2018

BAS EN 12750:2014

Sigurnost masina za obradu drveta —
Masine za Cetverostranu obradu

Safety of woodworking machines - Four
sided moulding machines

EN 12750:2013

Datum povlacenja iz
OJEU

2.2.2025.
BAS EN 12753+A1:2011 Sistemi za termicko &iS¢enje izduvnog Thermal cleaning systems for exhaust EN 12753:2005+A1:2010
gasa sa opreme za tretman povrSine - gas from surface treatment equipment -
Sigurnosni zahtjevi Safety requirements
BAS EN 12757-1:2011 Postrojenje za mijeSanje premaznih Mixing machinery for coating materials - |EN 12757-1:2005+A1:2010
sredstava - Sigurnosni zahtjevi - Dio 1: Safety requirements - Part 1: Mixing
Postrojenje za mijeSanje za upotrebu pri  |machinery for use in vehicle refinishing
zavrsnoj obradi vozila
BAS EN 12779:2017 Sigurnost masina za obradu drveta — Safety of woodworking machines - Chip  |EN 12779:2015
Nepomicni sistemi za izvlacenje piljevine i |[and dust extraction systems with fixed
prasine - Osobine koja se odnose na installation - Safety requirements
sigurnosne zahtjeve
BAS EN 12852+A1:2011 Masine u prehrambenoj industriji - Uredaji [Food processing machinery - Food EN 12852:2001+A1:2010
za preradu, usitnjavanje i mijeSanje hrane |processors and blenders - Safety and
- Sigurnosni i higijenski zahtjevi hygiene requirements
BAS EN 12853+A1:2011 Masine u prehrambenoj industriji - Ruéne |Food processing machinery - Hand-held |EN 12853:2001+A1:2010
mijesalice - Sigurnosni i higijenski zahtjevi |blenders and whisks - Safety and hygiene
requirements
BAS EN Masine u prehrambenoj industriji - Ruéne |Food processing machinery - Hand-held |EN
12853+A1/Cor1:2012 mijesalice - Sigurnosni i higijenski zahtjevi |blenders and whisks - Safety and hygiene |12853:2001+A1:2010/AC:20
requirements 10
BAS EN 12854+A1:2011 Masine u prehrambenoj industriji - Mikseri [Food processing machinery - Beam EN 12854:2003+A1:2010
sa vratilom - Sigurnosni i higijenski mixers - Safety and hygiene requirements
zahtjevi
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BAS EN 12855+A1:2011

Masine u prehrambenoj industriji -
Rotiraju¢e posude za rezanje - Sigurnosni
i higijenski zahtjevi

Food processing machinery - Rotating
bowl cutters - Safety and hygiene
requirements

EN 12855:2003+A1:2010

BAS EN 12881-1:2015

Trake transportera — Ispitivanje
zapaljivosti simulacijom pozara - Dio 1:
Ispitivanja propanskim gorinikom

Conveyor belts - Fire simulation
flammability testing - Part 1: Propane
burner tests

EN 12881-1:2014

BAS EN 12881-2+A1:2009

Trake transportera - Ispitivanje
zapaljivosti - Dio 2: Protivpozarno
ispitivanje na dugom uzorku

Conveyor belts - Fire simulation
flammability testing - Part 2: Large scale
fire test

EN 12881-2:2005+A1:2008

BAS EN 12882:2016

Transportne trake za op¢u namjenu —
Sigurnosni zahtjevi u pogledu elektri¢kih
osobina i zapaljivosti

Conveyor belts for general purpose use -
Electrical and flammability safety
requirements

EN 12882:2015

BAS EN 12921-1+A1:2011

Masine za CiS¢enje povrsine i predobradu
industrijskih proizvoda upotrebom
tekucina ili para - Dio 1: Op¢i sigurnosni
zahtjevi

Machines for surface cleaning and pre-
treatment of industrial items using liquids
or vapours - Part 1: Common safety
requirements

EN 12921-1:2005+A1:2010

BAS EN 12921-2+A1:2010

Masine za €iSc¢enje povrsine i predobradu
industrijskih proizvoda upotrebom
tekucina ili para - Dio 2: Sigurnost masina
kod kojih se koriste vodeni rastvori
sredstava za CiS¢enje

Machines for surface cleaning and pre-
treatment of industrial items using liquids
or vapours - Part 2: Safety of machines
using water based cleaning liquids

EN 12921-2:2005+A1:2008

BAS EN 12921-3+A1:2010

Masine za &iS¢enje povrsine i predobradu
industrijskih proizvoda upotrebom
tekucina ili para - Dio 3: Sigurnost masina
kod kojih se koriste zapaljive te€nosti za
CisCenje

Machines for surface cleaning and pre-
treatment of industrial items using liquids
or vapours - Part 3: Safety of machines
using flammable cleaning liquids

EN 12921-3:2005+A1:2008

BAS EN 12921-4+A1:2010

Masine za €iS¢enje povrsine i predobradu
industrijskih proizvoda upotrebom
tekucina ili para - Dio 4: Sigurnost masina
kod kojih se koriste halogenizirani
rastvarac

Machines for surface cleaning and

pretreatment of industrial items using
liquids and vapours - Part 4: Safety of
machines using halogenated solvents

EN 12921-4:2005+A1:2008

BAS EN 12965:2020

Traktori i maSine za poljoprivredu i
Sumarstvo - Prikljuéno pogonsko i
kardansko vratilo za prijenos snage
("Power Take Off'-PTO) i njihove zastite -
Sigurnost

Tractors and machinery for agriculture
and forestry — Power take-off (PTO) drive
shafts and their guards — Safety

EN 12965:2019

BAS EN 12978+A1:2010

Industrijska, komercijalna i garazna vrata
i kapije — Sigurnosna oprema za vrata i
kapije sa motornim pogonom — Zahtjevi i
metode ispitivanja

Industrial, commercial and garage doors
and gates - Safety devices for power
operated doors and gates - Requirements
and test methods

EN 12978:2003+A1:2009
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BAS EN 12984+A1:2011

Masine u prehrambenoj industriji -
Prenosive i/ili ruéno vodene masine i
uredaji sa mehanicki vodenim alatima za
rezanje - Sigurnosni i higijenski zahtjevi

Food processing machinery - Portable
and/or hand-guided machines and
appliances with mechanically driven
cutting tools - Safety and hygiene
reguirements

EN 12984:2005+A1:2010

BAS EN 12999:2022

Dizalice - Utovarne dizalice

Cranes - Loader cranes

EN 12999:2020

BAS EN 13000+A1:2015

Dizalice - Mobilne dizalice

Cranes - Mobile cranes

EN 13000:2010+A1:2014

BAS EN 13001-1:2016

Dizalice — Opésti dizajn - Dio 1: Opsti
principi i zahtjevi

Cranes - General design - Part 1:
General principles and requirements

EN 13001-1:2015

BAS EN 13001-2:2022

Sigurnost dizalice - Opéti dizajn - Dio 2:
Dejstvo opterecenja

Crane safety - General design - Part 2:
Load actions

EN 13001-2:2021

BAS EN 13001-3-
1+A2:2019

Dizalice - Op¢i projekt - Dio: 3-1:
Grani€na stanja i dokaz o izdrZljivosti
¢elicne konstrukcije

Cranes - General Design - Part 3-1: Limit
States and proof competence of steel
structure

EN 13001-3-
1:2012+A2:2018

BAS EN 13001-3-2:2015

Dizalice - Opsti dizajn - Dio 3-2: Grani¢na
stanja i dokaz sigurnosti ZziCane uzadi u
uzetnjaCama

Cranes - General design - Part 3-2: Limit
states and proof of competence of wire
ropes in reeving systems

EN 13001-3-2:2014

BAS EN 13001-3-3:2015

Dizalice - Opsti dizajn - Dio 3-3: Grani¢na
stanja i dokaz sigurnosti kontakta tocka i
Sine

Cranes - General design - Part 3-3: Limit
states and proof of competence of
wheel/rail contacts

EN 13001-3-3:2014

BAS EN 13001-3-5:2017

Dizalice - Opésti dizajn - Dio 3-5: Grani¢na
stanja i dokaz sigurnosti kovanih kuka

Cranes - General design - Part 3-5: Limit
states and proof of competence of forged
hooks

EN 13001-3-5:2016

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 13001-3-
5+A1:2022

Dizalice - Op¢i dizajn - Dio 3-5: Grani¢na
stanja i dokaz sigurnosti kovanih i livenih
kuka

Cranes - General design - Part 3-5: Limit
states and proof of competence of forged
and cast hooks

EN 13001-3-
5:2016+A1:2021

BAS EN 13001-3-
6+A1:2022

Dizalice - Op¢i projekt - Dio 3-6: Grani¢na
stanja i dokaz sigurnosti masine —
Hidrauli€ni cilindri

Cranes - General design - Part 3-6: Limit
states and proof of competence of
machinery - Hydraulic cylinders

EN 13001-3-
6:2018+A1:2021

BAS EN 13015+A1:2012*

Odrzavanje liftova i pokretnih stepenica -
Pravila za izradu uputstava za
odrzavanje*

Maintenance for lifts and escalators -
Rules for maintenance instructions

EN 13015:2001+A1:2008

BAS EN 13019+A1:2011

Masine za €iS¢enje povrsine puteva -
Sigurnosni zahtjevi

Machines for road surface cleaning -
Safety requirements

EN 13019:2001+A1:2008

Datum povlagenja iz
OJ EU
2.2.2025.

BAS EN 13020:2017

Masine za povrsinsku obradu kolovoza -
Sigurnosni zahtjevi

Road surface treatment machines —
Safety requirements

EN 13020:2015

BAS EN 13021+A1:2010

Masine za servisiranje u zimskim
uslovima - Zahtjevi za sigurnost

Winter service machines - Safety
requirements

EN 13021:2003+A1:2008

Datum povlacenja iz
OJEU
2.2.2025.

Strana 51 od 94

BAS O 8.1- 02




Oznaka BAS standarda®

Naziv BAS standarda na jednom od
sluzbenih jezika®

Naziv standarda na engleskom jeziku3

Referentni standard(i)*

Oznaka zamijenjenog
standarda®

Datum prestanka
predpostavke
uskladenosti

zamijenjenog standarda

BAS EN 13023+A1:2011

Metode za mjerenje buke masina za
Stampu, masSina za oblikovanje papira,
masina za pravljenje papira i pomoéne
opreme - Stepen taCnosti 2i 3

Noise measurement methods for printing,
paper converting, paper making
machines and auxiliary equipment -
Accuracy grades 2 and 3

EN 13023:2003+A1:2010

BAS EN 13035-1:2009

Masine i postrojenja za proizvodnju,
obradu i preradu ravnog stakla -
Sigurnosni zahtjevi - Dio 1: Oprema za
skladistenje, rukovanje i transport unutar
fabrike

Machines and plants for the manufacture,
treatment and processing of flat glass -
Safety requirements - Part 1: Storage,
handling and transportation equipment
inside the factory

EN 13035-1:2008

BAS EN 13035-2:2009

Masine i postrojenja za proizvodnju,
obradu i preradu ravnog stakla -
Sigurnosni zahtjevi - Dio 2: Oprema za
skladistenje, rukovanije i transport izvan
fabrike

Machines and plants for the manufacture,
treatment and processing of flat glass -
Safety requirements - Part 2: Storage,
handling and transportation equipment
outside the factory

EN 13035-2:2008

BAS EN 13035-3+A1:2011

Masine i postrojenja za proizvodnju,
obradu i preradu ravnog stakla -
Sigurnosni zahtjevi - Dio 3: Masine za
sjeCenje

Machines and plants for the manufacture,
treatment and processing of flat glass -
Safety requirements - Part 3: Cutting
machines

EN 13035-3:2003+A1:2009

BAS EN 13035-
3+A1/Corl:2011

Masine i postrojenja za proizvodnju,
obradu i preradu ravnog stakla -
Sigurnosni zahtjevi - Dio 3: MaSine za
sjeCenje - Korekcija

Machines and plants for the manufacture,
treatment and processing of flat glass -
Safety requirements - Part 3: Cutting
machines

EN 13035-
3:2003+A1:2009/AC:2010

BAS EN 13035-4+A1:2011

Masine i postrojenja za proizvodnju,
obradu i preradu ravnog stakla -
Sigurnosni zahtjevi - Dio 4: Nagibni stolovi

Machines and plants for the manufacture,
treatment and processing of flat glass -
Safety requirements - Part 4: Tilting tables

EN 13035-4:2003+A1:2009

BAS EN 13035-5+A1:2011

Masine i postrojenja za proizvodnju,
obradu i preradu ravnog stakla -
Sigurnosni zahtjevi - Dio 5: MaSine i
uredaji za slaganje i skidanje

Machines and plants for the manufacture,
treatment and processing of flat glass -
Safety requirements - Part 5: Machines
and installations for stacking and de-
stacking

EN 13035-5:2006+A1:2009

BAS EN 13035-6+A1:2011

Masine i postrojenja za proizvodnju,
obradu i preradu ravnog stakla -
Sigurnosni zahtjevi - Dio 6: MaSine za
lomljenje

Machines and plants for the manufacture,
treatment and processing of flat glass -
Safety requirements - Part 6: Machines
for break-out

EN 13035-6:2006+A1:2009

BAS EN 13035-7+A1:2011

Masine i postrojenja za proizvodnju,
obradu i preradu ravnog stakla -
Sigurnosni zahtjevi - Dio 7: MaSine za
sjeCenje viSeslojnog stakla

Machines and plants for the manufacture,
treatment and processing of flat glass -
Safety requirements - Part 7: Cutting
machines for laminated glass

EN 13035-7:2006+A1:2009

BAS EN 13035-9+A1:2011

Masine i postrojenja za proizvodnju,
obradu i preradu ravnog stakla -
Sigurnosni zahtjevi - Dio 9: Uredaji za
pranje

Machines and plants for the manufacture,
treatment and processing of flat glass -
Safety requirements - Part 9: Washing
installations

EN 13035-9:2006+A1:2010
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BAS EN 13035-11+A1:2011

Masine i postrojenja za proizvodnju,
obradu i preradu ravnog stakla -
Sigurnosni zahtjevi - Dio 11: BuSilice

Machines and plants for the manufacture,
treatment and processing of flat glass -
Safety requirements - Part 11: Drilling
machines

EN 13035-11:2006+A1:2010

BAS EN 13042-1+A1:2011

Masine i postrojenja za proizvodnju,
obradu i preradu Supljeg stakla -
Sigurnosni zahtjevi - Dio 1: Uredaji za
doziranje

Machines and plants for the manufacture,
treatment and processing of hollow glass -
Safety requirements
- Part 1: Gob feeder

EN 13042-1:2007+A1:2009

BAS EN 13042-2+A1:2011

Masine i postrojenja za proizvodnju,
obradu i preradu Supljeg stakla -
Sigurnosni zahtjevi - Dio 2: Rukovanje
masinama za snabdijevanje

Machines and plants for the manufacture,
treatment and processing of hollow glass -
Safety requirements - Part 2: Handling
machines for feeding

EN 13042-2:2004+A1:2009

BAS EN 13042-3+A1:2011

Masine i postrojenja za proizvodnju,
obradu i preradu Supljeg stakla -
Sigurnosni zahtjevi - Dio 3: Masine sa
pojedinacnim sekcijama

Machines and plants for the manufacture,
treatment and processing of hollow glass -
Safety requirements - Part 3: IS
machines

EN 13042-3:2007+A1:2009

BAS EN 13042-5+A1:2011

Masine i postrojenja za proizvodnju,
obradu i preradu Supljeg stakla -
Sigurnosni zahtjevi - Dio 5: Prese

Machines and plants for the manufacture,
treatment and processing of hollow glass -
Safety requirements - Part 5: Presses

EN 13042-5:2003+A1:2009

BAS EN 13059+A1:2009

Sigurnost industrijskih kamiona - Metode
za mjerenje vibracija

Safety of industrial trucks - Test methods
for measuring vibration

EN 13059:2002+A1:2008

BAS EN 13102+A1:2011

Masine za keramiku - Sigurnost - Utovar i
istovar plocica od fine glin

Ceramic machines - Safety - Loading and
unloading of fine clay tiles

EN 13102:2005+A1:2008

BAS EN 13112+A1:2011

Masine za Stavljenje - Masine za
razdvajanje i trakasto sjeCenje -
Sigurnosni zahtjevi

Tannery machines - Splitting and
bandknife shearing machines - Safety
requirements

EN 13112:2002+A1:2009

BAS EN 13113+A1:2011

Masine za Stavljenje - MaSine za
prevla€enje sa valjcima - Sigurnosni
zahtjevi

Tannery machines - Roller coating
machines - Safety requirements

EN 13113:2002+A1:2010

BAS EN 13114+A1:2011

Masine za Stavljenje - Rotacioni bubnjevi
za doradu - Sigurnosni zahtjevi

Tannery machines - Rotating process
vessels - Safety requirements

EN 13114:2002+A1:2009

BAS EN 13118+A1:2010

Masine za poljoprivredu - Oprema za
ubiranje krompira - Sigurnost

Agricultural machinery - Potato
harvesting equipment- Safety

EN 13118:2000+A1:2009

Datum povlagenja iz
OJ EU

2.2.2025.

BAS EN 13120+A1:2015 Unutradnji zastori - Zahtjevi u pogledu Internal blinds - Performance EN 13120:2009+A1:2014

karakteristika, uklju€ujuci i sigurnost requirements including safety
BAS EN Unutra$nji zastori - Zahtjevi u pogledu Internal blinds - Performance EN
13120+A1/Cor2:2016 karakteristika, uklju€ujuéi i sigurnost requirements including safety 13120:2009+A1:2014/AC:20

15

BAS EN 13128+A2:2010 Sigurnost alatnih masina - Glodalice Safety of machine tools - Milling EN 13128:2001+A2:2009

(uklju€ujuci busilice) machines (including boring machines)
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BAS EN
13128+A2/Cor1:2011

Sigurnost alatnih masina - Glodalice
(uklju€ujuci busilice)

Safety of machine tools - Milling
machines (including boring machines)

EN
13128:2001+A2:2009/AC:20
10

BAS EN 13135+A1:2019

Dizalice — Sigurnost — Konstruisanje —
Zahtjevi za opremu

Cranes - Safety - Design - Requirements
for equipment

EN 13135:2013+A1:2018

BAS EN 13140+A1:2010

Masine za poljoprivredu - Oprema za
ubiranje Seéerne repe i sto¢ne repe -
Sigurnost

Agricultural machinery - Sugar beet and
fodder beet harvesting equipment - Safety

EN 13140:2000+A1:2009

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 13155+A2:2010

Dizalice - Sigurnost - Nefiksirana
sredstva za dizanje

Cranes - Safety - Non-fixed load lifting
attachments

EN 13155:2003+A2:2009

BAS EN 13157+A1:2010

Dizalice - Sigurnost - Dizalice na ruéni
pogon

Cranes - Safety - Hand powered cranes

EN 13157:2004+A1:2009

BAS EN 13204:2017

Dvosmijerni hidrauli¢ki alati za
spaSavanje, namijenjeni za upotrebu
vatrogasnih i spasilackih sluzbi-Sigurnost
i performanse

Double acting hydraulic rescue tools for
fire and rescue service use - Safety and
performance requirements

EN 13204:2016

BAS EN 13208+A1:2011

Masine u prehrambenoj industriji -
Masine za guljenje povrc¢a -Sigurnosni i
higijenski zahtjevi

Food processing machinery - Vegetable
peelers - Safety and hygiene requirements

EN 13208:2003+A1:2010

BAS EN 13241+A2:2018

Industrijska, komercijalna i garaZzna vrata
i kapije - Standard proizvoda, izvedbene
karakteristike

Industrial, commercial, garage doors and
gates - Product standard, performance
characteristics

EN 13241:2003+A2:2016

Ogranic¢enje: Kad je rije¢ o ta
temeljnim sigurnosnim zahtje

Ckama 4.2.2.,4.2.6.,4.3.2.,4.3.3., 4.3.4.14.3.6. ova se objava ne odnosi na standard EN 12453:2000 ¢ijom se primjenom ne stvara pretpostavka
vima iz odjeljaka 1.3.7. i 1.4.3. Priloga |. Direktivi 2006/42/EC.

uskladenosti sa

BAS EN 13288+A1:2011

Masine u prehrambenoj industriji -
Masine sa posudama za dizanje i
naginjanje - Sigurnosni i higijenski zahtjevi

Food processing machinery - Bowl lifting
and tilting machines - Safety and hygiene
requirements

EN 13288:2005+A1:2009

BAS EN
13289:2001+A1:2014

Postrojenja za preradu tjestenine -
Susare i hladnjace - Sigurnosni i
higijenski zahtjevi

Pasta processing plants - Dryers and
coolers - Safety and hygiene requirements

EN 13289:2001+A1:2013

BAS EN 13367+A1:2010

Masine za rad sa keramikom - Sigurnost -
Platforme za transfer i vozila

Ceramic machines - Safety - Transfer
platforms and cars

EN 13367:2005+A1:2008

BAS EN
13367+A1/Cor1:2010

Masine za rad sa keramikom — Sigurnost
— Platforme za transfer i vozila

Ceramic machines - Safety - Transfer
platforms and cars

EN
13367:2005+A1:2008/AC:20
09

BAS EN 13378+A1:2014

Postrojenja za preradu tjestenine - Prese
za tjesteninu - Sigurnosni i higijenski

zahtjevi

Pasta processing plants - Pasta presses -
Safety and hygiene requirements

EN 13378:2001+A1:2013
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BAS EN 13379+A1:2014

Postrojenja za preradu tijesta - MaSine za
razvlacenje, skidanje i rezanje tijesta,
liepljiva povratna transportna traka,
spremiste ljepljive mase - Sigurnosni i
higijenski zahtjevi

Pasta processing plants - Spreader,
stripping and cutting machine, stick return
conveyor, stick magazine - Safety and
hygiene requirements

EN 13379:2001+A1:2013

BAS EN 13389+A1:2011

Masine u prehrambenoj industriji - Mikseri
sa horizontalnim osovinama - Sigurnosni i
higijenski zahtjevi

Food processing machinery - Mixers with
horizontal shafts - Safety and hygiene
requirements

EN 13389:2005+A1:2009

BAS EN 13390+A1:2011

Masine u prehrambenoj industriji -
Masine za pite i vocne pite - Sigurnosni i
higijenski zahtjevi

Food processing machinery - Pie and tart
machines - Safety and hygiene
requirements

EN 13390:2002+A1:2009

BAS EN 13414-1+A2:2010

Priveznice od Celi¢ne uzadi - Sigurnost -
Dio 1: Priveznice za op¢e namjene dizanja

Steel wire rope slings - Safety - Part 1:
Slings for general lifting service

EN 13414-1:2003+A2:2008

BAS EN 13414-2+A2:2010

Priveznice od ¢€eli¢ne uzadi - Sigurnost -
Dio 2: Upute za upotrebu i odrzavanje
koje obezbjeduje proizvodal

Steel wire rope slings - Safety - Part 2:
Specification for information for use and
maintenance to be provided by the
manufacturer

EN 13414-2:2003+A2:2008

BAS EN 13414-3+A1:2010

Priveznice od ¢€eli¢ne uzadi - Sigurnost -
Dio 3: Upletene priveznice - beskonacne
priveznice i priveznice sa om¢ama na
krajevima

Steel wire rope slings - Safety - Part 3:
Grommets and cable-laid slings

EN 13414-3:2003+A1:2008

BAS EN 13418:2014

Masine za gumu i plastiku - MaSine za
namotavanje filmova ili listova -
Sigurnosni zahtjevi

Plastics and rubber machines - Winding
machines for film or sheet - Safety
requirements

EN 13418:2013

BAS EN 13448+A1:2010

Masine za poljoprivredu i Sumarstvo -
Priklju€ci za meduredno kosenje -
Sigurnost

Agricultural and forestry machinery - Inter-
row mowing units - Safety

EN 13448:2001+A1:2009

BAS EN 13457+A1:2011

Masine za proizvodnju obuce, robe od
koze i imitacije koze — MaSine za
razdvajanje, struganje, odsjecanje,
liepljenje i suSenje ljepka — Sigurnosni
zahtjevi

Footwear, leather and imitation leather
goods manufacturing machines -
Splitting, skiving, cutting, cementing and
cement drying machines - Safety
requirements

EN 13457:2004+A1:2010

BAS EN ISO 13482:2015

Gumena crijeva i crijevni uredaji za asfalt
i bitumen - Specifikacija

Robots and robotic devices - Safety
requirements for personal care robots

EN ISO 13482:2014

BAS EN Masine za odrzavanje cesta - Zahtjevi za |Highway maintenance machines - Safety |EN 13524:2003+A2:2014 Datum povlagenja iz
13524:2003+A2:2014 sigurnost requirements OJEU
2.2.2025.
BAS EN 13525:2021 Masine za Sumarstvo - Drobilica drvne Forestry machinery — Wood chippers — EN 13525:2020
mase - Sigurnost Safety
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BAS EN 13531+A1:2010

Masine za zemljane radove - Konstrukcija
istovara (Tip-over protection structure)
(TOPS) - Laboratorijsko ispitivanje i
osobine

Earth-moving machinery - Tip-over
protection structure (TOPS) for compact
excavators - Laboratory tests and
performance requirements

EN 13531:2001+A1:2008

BAS EN 13534+A1:2011

Masine u prehrambenoj industriji -
Masine za injektiranje - Sigurnosni i
higijenski zahtjevi

Food processing machinery - Curing
injection machines - Safety and hygiene
requirements

EN 13534:2006+A1:2010

BAS EN 13557+A2:2009

Dizalice - Upravljaci i upravljacke stanice

Cranes - Controls and control stations

EN 13557:2003+A2:2008

BAS EN 13561:2016

Grilje, kapci i vanjske zaluzine - Zahtijevi
u pogledu osobina ukljucujuéi sigurnost

External blinds - Performance
requirements including safety

EN 13561:2015

BAS EN 13561/Cor1:2017

Grilje, kapci i vanjske zaluzine - Zahtijevi
u pogledu osobina ukljucujuci sigurnost

External blinds and awnings -
Performance requirements including
safety

EN 13561:2015/AC:2016

BAS EN 13570+A1:2011

Masine u prehrambenoj industriji -
Masine za mijeSanje - Sigurnosni i
higijenski zahtjevi

Food processing machinery - Mixing
machines - Safety and hygiene
requirements

EN 13570:2005+A1:2010

BAS EN 13586:2022

Dizalice- Pristup

Cranes - Access

EN 13586:2020

BAS EN 13591+A1:2011

Masine u prehrambenoj industriji -
Fiksirani pripremni punjaci peci -
Sigurnosni i higijenski zahtjevi

Food processing machinery - Fixed deck
oven loaders - Safety and hygiene
requirements

EN 13591:2005+A1:2009

BAS EN 13617-1:2013

Benzinske pumpne stanice - Dio 1:
Sigurnosni zahtjevi za konstrukciju i

Petrol filling stations - Part 1: Safety
requirements for construction and

EN 13617-1:2012

Datum povlacenja iz
OJEU

performanse mjernih pumpi, glavnih i performance of metering pumps, 2.2.2025.
udaljenih pumpnih jedinica dispensers and remote pumping units
BAS EN 13621+A1:2011 Masine u prehrambenoj industriji - Uredaji [Food processing machinery - Salad EN 13621:2004+A1:2010
za suSenje salate - Sigurnosni i higijenski |dryers - Safety and hygiene requirements
zahtjevi
BAS EN 13659:2021* Grilje, kapci i vanjske Zaluzine - Zahtijevi |[Shutters - Performance requirements EN 13659:2015
u pogledu osobina ukljuéujuci bezbjednost |including safety
BAS EN 13675+A1:2011 Sigurnost masina - Sigurnosni zahtjevi za |Safety of machinery - Safety EN 13675:2004+A1:2010
opremu za oblikovanje i valjanje cijevi i requirements for tube forming and rolling
njihovo finaliziranje mills and their finishing line equipment
BAS EN 13683+A2:2012 Oprema za vrtlarstvo - usitnjivadi sa Garden equipment - Integrally powered EN 13683:2003+A2:2011
ugradenim pogonom - sigurnost shredders/chippers - Safety
BAS EN Oprema za vrtlarstvo - usitnjivaci sa Garden equipment - Integrally powered EN
13683+A2/Corl1:2014 ugradenim pogonom - sigurnost shredders/chippers - Safety 13683:2003+A2:2011/AC:20
13
BAS EN 13684:2019 Oprema za vrtlarstvo - Ru¢no upravljani  |Garden equipment - Pedestrian EN 13684:2018
kultivatori za aeraciju i povrSinsku obradu [controlled lawn aerators and scarifiers -
travnjaka - Sigurnost Safety
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BAS EN 13731:2009

Sistemi jastuka za dizanje koje koriste
vatrogasne i spasilacke sluzbe — Zahtjevi
za sigurnost i osobine

Lifting bag systems for fire and rescue
service use - Safety and performance
requirements

EN 13731:2007

BAS EN 13732:2014

Masine u prehrambenoj industriji -
Hladionici za mlijeko (laktofrizi) na
farmama - Zahtjevi za performanse,
sigurnost i higijenu

Food processing machinery - Bulk milk
coolers on farms - Requirements for
performance, safety and hygiene

EN 13732:2013

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 13732:2023

Masine u prehrambenoj industriji -
Laktofrizi na farmama - Zahtjevi za
performanse, sigurnost i higijenu

Food processing machinery - Bulk milk
coolers on farms - Requirements for
performance, safety and hygiene

EN 13732:2022

BAS EN ISO 13766-2:2019

Gradevinske masine - Elektromagnetska
kompatibilnost (EMC) masina s
unutrasnjim napajanjem elektricnom
energijom - Dio 2: Dodatni EMC zahtjevi
za funkcionalnu sigurnost

Earth-moving and building construction
machinery - Electromagnetic compatibility
(EMC) of machines with internal electrical
power supply - Part 2: Additional EMC
requirements for functional safety

EN ISO 13766-2:2018

BAS EN 13852-1:2014

Dizalice - Priobalne dizalice - Dio 1:
Opstenamjenske priobalne dizalice

Cranes - Offshore cranes - Part 1:
General-purpose offshore cranes

EN 13852-1:2013

BAS EN 13852-3:2022

Dizalice - Priobalne dizalice - Dio 3: Lake
priobalne dizalice

Cranes - Offshore cranes - Part 3: Light
offshore cranes

EN 13852-3:2021

BAS EN 13862+A1:2011

Masine za sjecenje podova - Sigurnost

Floor cutting-off machines - Safety

EN 13862:2001+A1:2009

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN 13862:2023

Masine za prosijecanje podloge -
Sigurnost

Floor cutting-off machines - Safety

EN 13862:2021

BAS EN 13870:2016

Masine u prehrambenoj industriji -
Masine za rezanje na komade -
Sigurnosni i higijenski zahtjevi

Food processing machinery - Portion
cutting machinery - Safety and hygiene
requirements

EN 13870:2015

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN 13870+A1:2023

Masine u prehrambenoj industriji -
Masine za rezanje na komade -
Sigurnosni i higijenski zahtjevi

Food processing machinery - Portion
cutting machines - Safety and hygiene
requirements

EN 13870:2015+A1:2021

BAS EN 13871:2016

Masine u prehrambenoj industriji -
Masine za sije€enje na kocke -
Sigurnosni i higijenski zahtjevi

Food processing machinery - Cubes
cutting machinery - Safety and hygiene
requirements

EN 13871:2014

BAS EN 13885+A1:2011

Masine u prehrambenoj industriji - Klip
masine za vezanje (klipserice) -

Food processing machinery - Clipping
machines - Safety and hygiene

EN 13885:2005+A1:2010

Datum povlagenja iz
OJ EU

Sigurnosni i higijenski zahtjevi requirements 2.2.2025.
BAS EN 13885:2023 Masine u prehrambenoj industriji - Food processing machinery - Clipping EN 13885:2022
Klipserice - Sigurnosni i higijenski zahtjevi [machines - Safety and hygiene
requirements
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BAS EN 13886+A1:2011

Masine u prehrambenoj industriji -
Posude za kuhanje opremljene sa
mjeSalicom i/ili mikserom - Sigurnosni i
higijenski zahtjevi

Food processing machinery - Cooking
kettles equipped with powered stirrer
and/or mixer - Safety and hygiene
requirements

EN 13886:2005+A1:2010

BAS EN 13889+A1:2010

Kovani Celi¢ni Skopci za opce nemjene
dizanja - Ravni i zakrivljeni Skopci - Klasa
6 - Sigurnost

Forged steel shackles for general lifting
purposes - Dee shackles and bow
shackles - Grade 6 - Safety

EN 13889:2003+A1.2008

BAS EN 13951:2013

Pumpe za tekuéinu — Sigurnosni zahtjevi
— Oprema za poljoprivredno-
prehrambene proizvode; Pravila
projektovanja za obezbjedenje higijenskih
uslova pri upotrebi

Liquid pumps - Safety requirements -
Agrifoodstuffs equipment; Design rules to
ensure hygiene in use

EN 13951:2012

BAS EN 13954+A1:2011

Masine u prehrambenoj industriji -
Masine za rezanje hljeba - Sigurnosni i
higijenski zahtjevi

Food processing machinery - Bread
slicers - Safety and hygiene requirements

EN 13954:2005+A1:2010

BAS EN 13977:2012

Podrugje primjene na Zeljeznici - Sina -
Sigurnosni zahtjevi za prenosne masine i
ZeljezniCka kolica za izgradnju i
odrZavanje

Railway applications - Track - Safety
requirements for portable machines and
trolleys for construction and maintenance

EN 13977:2011

BAS EN 13985+A1:2010

Alatne masine - Sigurnost - Makaze

Machine tools - Safety - Guillotine shears

EN 13985:2003+A1:2009

BAS EN 14010+A1:2010

Sigurnost masina - Oprema za parkiranje
na motorni pogona za motorna vozila —
Sigurnosti zahtjevi i zahtjevi
elektromagnetne kompatibilnosti za
projektovanje, proizvodnju, montazu i
pustanja u pogon

Safety of machinery - Equipment for
Power-driven parking of motor vehicles -
Safety and EMC requirements for design,
manufacturing, erection and
commissioning stages

EN 14010:2003+A1:2009

BAS EN 14033-3:2018

Podrucje primjene na Zeljeznici -
Kolosijek - MaSine za gradnju i
odrzavanje pruge - Dio 3: Op¢i sigurnosni
zahtjevi

Railway applications - Track - Railbound
construction and maintenance machines -
Part 3: General safety requirements

EN 14033-3:2017

BAS EN 14033-4:2020

Podrucje primjene na Zeljeznici - Kolosjek
- Masine za izgradnju i odrZzavanje pruge -
Dio 4: Tehnicki zahtjevi za kretanje,
premjestanje i izvodenje radova na
gradskoj zeljeznici

Railway applications - Track - Railbound
construction and maintenance machines -
Part 4: Technical requirements for
running, travelling and working on urban
rail

EN 14033-4:2019

BAS EN 14043:2014

Oprema za gasenje pozara na visokim
objektima - Obrtne zglobne ljestve sa
kombinovanim kretanjem - Sigurnost i
karakteristike, tehniCki zahtjevi i metode
ispitivanja

High rise aerial appliances for fire and
rescue service use - Turntable ladders
with combined movements - Safety and
performance requirements and test
methods

EN 14043:2014
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BAS EN 14044:2014

Oprema za gaSenje pozZara na visokim
objektima - Obrtne ljestve sa izvlagenjem
- Sigurnost i karakteristike, tehnicki
zahtjevi i metode ispitivanja

High rise aerial appliances for fire and
rescue service use - Turntable ladders
with sequential movements - Safety and
performance requirements and test
methods

EN 14044:2014

BAS EN 14070+A1:2010

Sigurnost alatnih masSina - Masine za
prenos i za posebne namjene

Safety of machine tools - Transfer and
special-purpose machines

EN 14070:2003+A1:2009

BAS EN
14070+A1/Cor1:2011

Sigurnost alatnih masina - MaSine za
prenos i za posebne namjene

Safety of machine tools - Transfer and
special-purpose machines

EN
14070:2003+A1:2009/AC:20
10

BAS EN 14238+A1:2010

Dizalice - Ru¢no upravljani manipulatori

Cranes - Manually controlled load
manipulating devices

EN 14238:2004+A1:2009

BAS EN ISO 14314:2012

Klipni motori sa unutrasnjim
sagorijevanjem - Oprema za pokretanje
na trzaj - Opsti sigurnosni zahtjevi

Reciprocal internal combustion engines -
Recoil starting equipment - General
safety requirements

EN ISO 14314:2009

BAS EN 14439+A2:2010

Dizalice - Sigurnost - Toranjske dizalice

Cranes - Safety - Tower cranes

EN 14439:2006+A2:2009

BAS EN 14462+A1:2010

Oprema za obradu povrsine - Kodovi za
ispitivanje buke opreme za obradu
povrsine uklju€ujuci njenu pomoénu
opremu za rukovanje - Stepeni tacnosti 2
i3

Surface treatment equipment - Noise test
code forsurface treatment equipment
including its ancillary handling equipment -
Accuracy grades 2 and 3

EN 14462:2005+A1:2009

BAS EN 14466+A1:2009

Vatrogasne pumpe - Prenosne pumpe -
Zahtjevi za sigurnost, radne
karakteristike, ispitivanja

Fire-fighting pumps - Portable pumps -
Safety and performance requirements,
tests

EN 14466:2005+A1:2008

BAS EN 14492-1+A1:2010

Dizalice - Vitla i mehanizmi za dizanje na
motorni pogon - Dio 1: Vitla na motorni
pogon

Cranes - Power-driven winches and
hoists - Part 1. Power-driven winches

EN 14492-1:2006+A1:2009

BAS EN 14492-
1+A1/Corl:2011

Dizalice - Vitla i mehanizmi za dizanje na
motorni pogon - Dio 1: Vitla na motorni
pogon

Cranes - Power-driven winches and
hoists - Part 1. Power-driven winches

EN 14492-
1:2006+A1:2009/AC:2010

BAS EN 14492-2+A1:2010

Dizalice - Vitla i mehanizmi za dizanje na
motorni pogon - Dio 2: Mehanizmi za
dizanje na motorni pogon

Cranes - Power-driven winches and
hoists - Part 2: Power-driven hoists

EN 14492-2:2006+A1:2009

BAS EN 14492-
2+A1/Corl1:2011

Dizalice - Vitla i mehanizmi za dizanje na
motorni pogon - Dio 2: Mehanizmi za
dizanje na motorni pogon

Cranes - Power-driven winches and
hoists - Part 2: Power-driven hoists

EN 14492-
2:2006+A1:2009/AC:2010

BAS EN 14502-2+A1:2009

Dizalice - Oprema za dizanje osoba - Dio
2: Podizne upravljacke stanice

Cranes - Equipment for the lifting of
persons - Part 2: Elevating control stations

EN 14502-2:2005+A1:2008

BAS EN 14655+A1:2011

Masine u prehrambenoj industriji - Baget
rezaci - Sigurnosni i higijenski zahtjevi

Food processing machinery - Baguette
slicers - Safety and hygiene requirements

EN 14655:2005+A1:2010
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BAS EN 14656+A1:2011

Sigurnost masina - Sigurnosni zahtjevi za
prese za istiskivanje Celika i obojenih
metala

Safety of machinery - Safety
requirements for extrusion presses for
steel and non-ferrous metals

EN 14656:2006+A1:2010

BAS EN 14658+A1:2011

Oprema i sistemi za kontinuirani transport
- Opésti sigurnosni zahtjevi za transportere
na povrsinskim kopovima lignita

Continuous handling equipment and
systems - General safety requirements
for continuous handling equipment for
opencast lignite mining

EN 14658:2005+A1:2010

BAS EN 14673+A1:2011

Sigurnost masina - Sigurnosni zahtjevi za
hidraulicke kovacke prese za slobodno
kovanje u vruéem stanju Celika i obojenih
metala

Safety of machinery - Safety
requirements for hydraulically powered
open die hot forging presses for the
forging of steel and non-ferrous metals

EN 14673:2006+A1:2010

BAS EN 14677:2009

Sigurnost masina — Sekundarna prerada
Celika — Masine i oprema za obradu
tecnog Celika

Safety of machinery - Secondary
steelmaking - Machinery and equipment
for treatment of liquid steel

EN 14677:2008

BAS EN 14681+A1:2011

Sigurnost masina - Sigurnosni zahtjevi za
masine i opremu za proizvodnju ¢elika u
elektroluénim pecima

Safety of machinery - Safety
requirements for machinery and
equipment for production of steel by
electric arc furnaces

EN 14681:2006+A1:2010

BAS EN 14710-1+A2:2010

Pumpe za gasenje pozara - Centrifugalne
pumpe bez vakum uredaja - Dio 1:
Klasifikacija, opsti i sigurnosni zahtjevi

Fire-fighting pumps - Fire-fighting
centrifugal pumps without primer - Part 1:
Classification, general and safety
requirements

EN 14710-1:2005+A2:2008

BAS EN 14710-2+A2:2010

Pumpe za gasenje pozara - Centrifugalne
pumpe bez vakum uredaja - Dio 2:
Potvrdivanje opstih i sigurnosnih zahtjeva

Fire-fighting pumps - Fire-fighting
centrifugal pumps without primer - Part 2:
Verification of general and safety
requirements

EN 14710-2:2005+A2:2008

BAS EN 14753:2010

Sigurnost masina - Sigurnosni zahtjevi za
masine i opremu za kontinuirano livenje
Celika

Safety of machinery - Safety
requirements for machinery and
eguipment for continuous casting of steel

EN 14753:2007

BAS EN 14886:2009

Masine za gumu i plastiku - MaSine sa
tracnim nozem za sje€enje pjene u bloku -
Sigurnosni zahtjevi

Plastics and rubber machines - Bandknife
cutting machines for block foams - Safety
requirements

EN 14886:2008

BAS EN 14910+A1:2010

Oprema za vrtlarstvo - Ru¢ne kosacice
(trimeri) pogonjene motorom sa
unutrasnjim sagorijevanjem - Sigurnost

Garden equipment - Walk-behind
combustion enginepowered trimmers -
Safety

EN 14910:2007+A1:2009

BAS EN 14930+A1:2010

Masine za poljoprivredu i Sumarstvo i
oprema za vrtlarstvo - Ruéno upravljane
masine - Odredivanje zasti¢enosti od
kontakta sa vrelim povrSinama

Agricultural and forestry machinery and
gardening equipment - Pedestrian
controlled and hand-held machines -
Determination of accessibility of
hotsurfaces

EN 14930:2007+A1:2009

BAS EN 14957+A1:2011

Masine u prehrambenoj industriji -
Masine za pranje posuda sa konvejerom -
Sigurnosni i higijenski zahtjevi

Food processing machinery -
Dishwashing machines with conveyor -
Safety and hygiene requirements

EN 14957:2006+A1:2010
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BAS EN 14958+A1:2010

Masine u prehrambenoj industriji -
Masine za mljevenje i obradu brasna i
semoline-griza - Sigurnosni i higijenski
zahtjevi

Food processing machinery - Machinery
for grindingand processing flour and
semolina - Safety and hygiene
requirements

EN 14958:2006+A1:2009

BAS EN 14973:2017

Trake transportera za upotrebu u
podzemnih instalacijama — Elektricni i
pozarno-sigurnosni zahtjevi

Conveyor belts for use in underground
installations — Electrical and flammability
safety requirements

EN 14973:2015

BAS EN ISO 14982:2010

Masine za poljoprivredu i Sumarstvo -
Elektromagnetna usaglasenost - Metode
ispitivanja i kriteriji prihvatljivosti

Agricultural and forestry machinery -
Electromagnetic compatibility - Test
methods and acceptance criteria

EN ISO 14982:2009

BAS EN 14985:2013

Dizalice - Obrtne konzolne dizalice

Cranes - Slewing jib cranes

EN 14985:2012

BAS EN 15000:2010

Sigurnost industrijskih vozila — Viljuskari
sa promjenjivim rastojanjem zahvata —
Specifikacije, perfomanse i ispitni zahtjevi
za poduzno opterecenje

Safety of industrial trucks - Self propelled
variable reach trucks - Specification,
performance and test requirements for
longitudinal load moment indicators and
longitudinal load moment limiters

EN 15000:2008

BAS EN 15011:2022

Dizalice — Mostne i portalne dizalice

Cranes - Bridge and gantry cranes

EN 15011:2020

BAS EN 15027+A1:2010

Oprema za prenosive zidne zi¢ane pile za
radiliSte — Sigurnost

Transportable wall saw and wire saw
equipment for job site - Safety

EN 15027:2007+A1:2009

BAS EN 15056+A1:2010

Dizalice - Zahtjevi za kontejnerske
hvataljke

Cranes - Requirements for container
handling spreaders

EN 15056:2006+A1:2009

BAS EN
15059:2009+A1:2016

Oprema za ¢iS¢enje snijega— Zahtjevi za
sigurnost

Snow grooming equipment - Safety
requirements

EN 15059:2009+A1:2015

BAS EN 15061+A1:2010

Sigurnost masina - Sigurnosni zahtjevi za
masine i opremu za proizvodnu liniju traka

Safety of machinery - Safety
requirements for strip processing line
machinery and equipment

EN 15061:2007+A1:2008

BAS EN 15067:2009

Masine za gumu i plastiku - MaSine za
preradu folije u vreée i kese - Sigurnosni
zahtjevi

Plastics and rubber machines - Film-
converting machines for bags and sacks -
Safety requirements

EN 15067:2007

BAS EN 15093:2010

Sigurnost masina - Sigurnosni zahtjevi za
valjaonice za vruce valjanje pljosnatih
proizvoda

Sigurnost masina - Sigurnosni zahtjevi za
valjaonice za vruce valjanje pljosnatih
proizvoda

EN 15093:2008

BAS EN 15094:2010

Sigurnost masine — Sigurnosni zahtjevi za
valjaonice za hladno valjanje pljosnatih
proizvoda

Safety of Machinery - Safety
requirements for cold flat rolling mills

EN 15094:2008

BAS EN 15095+A1:2010

Motorno pomiéni, paletni, ladiCasti i
okretni regali i regalni liftovi - Sigurnosni
zahtjevi

Power-operated mobile racking and
shelving, carousels and storage lifts -
Safety requirements

EN 15095:2007+A1:2008

BAS EN 15162:2009

Masine i postrojenja za rudarstvo i
obradu prirodnog kamena - Sigurnosni
zahtjevi za viselisne pile

Machines and plants for mining and
tooling of natural stone - Safety
requirements for gang saws

EN 15162:2008
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BAS EN 15163-1:2023

Masine i postrojenja za eksploataciju i
obradu prirodnog kamena - Sigurnost -
Dio 1: Zahtjevi za stacionarne dijamantne
zi€ane pile

Machines and installations for the
exploitation and processing of natural
stone - Safety - Part 1: Requirements for
stationary diamond wire saws

EN 15163-1:2022

BAS EN 15163-2:2023

Masine i postrojenja za eksploataciju i
obradu prirodnog kamena - Sigurnost -
Dio 2: Zahtjevi za prijenosne dijamantne
zi¢ane pile

Machines and installations for the
exploitation and processing of natural
stone - Safety - Part 2: Requirements for
transportable diamond wire saws

EN 15163-2:2022

BAS EN 15164:2009

Masine i postrojenja za rudarstvo i
obradu prirodnog kamena - Sigurnost -
Zahtjevi za maSine za Zlijebljenje sa
lancem i remenom

Machines and plants for mining and
tooling of natural stone - Safety -
Requirements for chain- and belt-slotting
machines

EN 15164:2008

BAS EN 15166:2010

Masine za prehrambenu tehnologiju -
Automatske masine za rezanje trupova u
klaonicama - Sigurnosni i higijenski
zahtjevi

Food processing machinery - Automatic
back splitting machines of butchery
carcasses - Safety and hygiene
requirements

EN 15166:2008

BAS EN 15194:2019

Bicikli - Bicikli s pomoénim elektri¢nim
pogonom - EPAC bicikli

Cycles - Electrically power assisted
cycles - EPAC Bicycles

EN 15194:2017

Datum povlacenja iz
OJEU
15.5.2026.

Ogranicenje 1: Uskladeni standard EN 15194:2017 ne stvara se pretpostavka uskladenosti s temeljnim zdravstvenim i sigurnosnim zahtjevima iz taaka 1.5.5., 1.5.6. i 1.5.7. Priloga I. Direktive
2006/42/EC, u kojima se zahtijeva da maSine budu konstruirane i izradene tako da uzimaju u obzir rizike povezane s ekstremnim temperaturama, pozarom i eksplozijom.

Ogranicenje 2: Uskladeni standard EN 15194:2017 ne stvara se pretpostavka Uskladenosti s temeljnim zdravstvenim i sigurnosnim zahtjevima iz ao¢aka 1.5.9. i 3.6.3.1. Priloga I. Direktive
2006/42/EC, kojima se zahtijeva da masine budu konstruirane i izradene tako da uzimaju u obzir rizike koji proizlaze iz vibracija te da masine moraju biti opremljeni mjerenjem vibracija koje
masine prenose na rukovatelja masina.

Cycles - Electrically power assisted
cycles - EPAC Bicycles

EN 15194:2017+A1:2023

U Planu rada BAS/TC
35 za 2024.

Ogranicenje : Uskladeni standard EN 15194:2017+A1:2023 ne stvara se pretpostavka uskladenosti sa temeljnim zdravstvenim i sigurnosnim zahtjevima iz tataka 1.5.9. i 3.6.3.1. Priloga I. Direktivi
2006/42/EC, kojima se zahtijeva da masine budu projektirane i izradene tako da se uzimaju u obzir rizici nastali zbog vibracija te da se za takve maSine moraju navesti mjerenja vibracija koje masine
prenose na operatera masine.

BAS EN 15268:2010

Benzinske pumpne stanice - Sigurnosni
zahtjevi za konstrukciju uronjenih
pumpnih sklopova

Petrol filling stations - Safety
requirements for the construction of
submersible pump assemblies

EN 15268:2008

BAS EN 15503+A2:2017

Oprema za vrtlarstvo - Vrtne puhalice,
usisivaci i puhala/vakum ¢istadi -

Garden equipment - Garden blowers,
vacuums and blower/ vacuums - Safety

EN 15503:2009+A2:2015

BAS EN 15571:2022

Masine i postrojenja za eksploataciju i
obradu prirodnog kamena - Sigurnost -
Zahtjevi za masine za povrSinsku obradu

Machines and plants for mining and
tooling of natural stone - Safety -
Requirements for surface-finishing
machines

EN 15571:2020

BAS EN 15572:2016

Masine i postrojenja za eksploataciju i
obradu prirodnog
kamena—-Bezbjednost—Zahtjevi za masine
za zavrSnu obradu ivica

Machines and plants for mining and
tooling of natural stone - Safety -
Requirements for edge finishing machine

EN 15572:2015
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BAS EN 15695-1:2018

Poljoprivredni traktori i samohodne
prskalice — Zastita rukovaoca (vozaca) od
opasnih supstanci — Dio 1:Klasifikacija
kabine, zahtjevi i procedure ispitivanja

Agricultural tractors and self-propelled
sprayers - Protection of the operator
(driver) against hazardous substances -
Part 1: Cab classification, requirements
and test procedures

EN 15695-1:2017

BAS EN 15695-2:2018

Poljoprivredni traktori i samohodne
prskalice — Zastita rukovaoca (vozaca) od
opasnih supstanci — Dio 2:Filteri, zahtjevi
i procedure ispitivanja

Agricultural tractors and self-propelled
sprayers - Protection of the operator
(driver) against hazardous substances -
Part 2: Filters, requirements and test
procedures

EN 15695-2:2017

BAS EN 15700:2012

Sigurnost transportnih traka za zimske
sportove ili rekreativne svrhe

Safety for conveyor belts for winter sport
or leisure use

EN 15700:2011

Datum povlacenja iz
OJEU

15.11.2025.
Bafety for conveyor belts for winter EN 15700:2023 U Planu rada BAS/TC
sport or tourist use 29 za 2024.

Ogranic¢enje : S obzirom na stav 7.3 ovog uskladenog standarda, usklade
1.7.4.2. (u) Priloga I. Direktivi

2006/42/EC.

nost sa ovim uskladenim standardaom ne stvara pretpostavku uskladenosti saa bitnim zdravstvenim i

sigurnosnim zahtjevom

BAS EN ISO 15744:2010

Ruéni neelektriéno pogonjeni alati -
Kodovi za mjerenje buke - Inzenjerski
metod (stepen 2)

Hand-held non-electric power tools -
Noise measurement code - Engineering
method (grade 2)

EN ISO 15744:2008

BAS EN 15746-2+A1:2013

Podrucje primjene na Zeljeznici -
Zeljeznicki gorniji stroj — Drumsko -
ZeljezniCke masine i pripadaju¢a oprema -
Dio 2: Opéti bezbjednosni zahtjevi

Railway applications - Track - Road-rail
machines and associated equipment -
Part 2: General safety requirements

EN 15746-2:2010+A1:2011

BAS EN 15774:2012

Masine u prehrambenoj industriji -
Masine za proizvodnju svjeze i punjene
tjestenine (tagliatelle, cannelloni, ravioli,
tortellini, orecchiette and gnocchi) -
Sigurnosni i higijenski zahtjevi

Food processing machinery - Machines
for processing fresh and filled pasta
(tagliatelle, cannelloni, ravioli, tortellini,
orecchiette and gnocchi) - Safety and
hygiene requirements

EN 15774:2010

BAS EN 15811:2015

Masine za poljoprivredu - Fiksirane i
blokirane zaSite sa ili bez
samoblokirajuce zastite pokretnih dijelova

Agricultural machinery - Fixed guards and
interlocked guards with or without guard
locking for moving transmission parts

EN 15811:2014

BAS EN 15830:2013

Terenski viljuskari promjenljivog dohvata
— Vidljivost — Metode ispitivanja i
verifikacija

Rough-terrain variable reach trucks -
Visibility - Test methods and verification

EN 15830:2012

BAS EN 15861:2013

Masine u prehrambenoj industriji —
Pu$nice Sigurnosni i higijenski zahtjevi

Food processing machinery -
Smokehouses - Safety and hygiene
requirements

EN 15861:2012

BAS EN 15895+A1:2020

Rucni alati sa spremnikom za punjenje -
Sigurnosni zahtjevi - Alati za trajno
obiliezavanje i pri€vr§éivanje

Cartridge operated hand-held tools -
Safety requirements - Fixing and hard
marking tools

EN 15895:2011+A1:2018
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BAS EN 15949:2013

Sigurnost masina - Sigurnosni zahtjevi za
valjaonice Sipki, valjaonice konstrukcionih
Celika i valjaonice Zice

Safety of machinery - Safety
requirements for bar mills, structural steel
mills and wire rod mills

EN 15949:2012

BAS EN 15954-2:2014

Podrucje primjene na Zeljeznici — Pruga -
Prikolice i pripadaju¢a oprema - Dio 2:
Opsti sigurnosni zahtjevi

Railway applications - Track - Trailers
and associated equipment - Part 2:
General safety requirements

EN 15954-2:2013

BAS EN 15955-2:2014

Podrucje primjene na zeljeznici —Pruga -
Demontazne masine i pripadajuc¢a
oprema — Dio 2: Opsti sigurnosni zahtjevi

Railway applications - Track -
Demountable machines and associated
equipment - Part 2: General safety
requirements

EN 15955-2:2013

BAS EN 15997:2013

Vozila za sve terene (ATVs - Quads) —
Sigurnosni zahtjevi i metode ispitivanja

All terrain vehicles (ATVs - Quads) -
Safety requirements and test methods

EN 15997:2011

BAS EN 15997/Cor1:2014

Vozila za sve terene (ATVs - Quads) —
Sigurnosni zahtjevi i metode ispitivanja

All terrain vehicles (ATVs - Quads) -
Safety requirements and test methods

EN 15997:2011/AC:2012

BAS EN 16005:2014

Vrata na mehanicki pogon - Sigurnost pri
upotrebi - Zahtjevi i metode ispitivanja

Power operated pedestrian doorsets -
Safety in use - Requirements and test
methods

EN 16005:2012

BAS EN
16005:2012/Cor1:2016

Vrata na mehanicki pogon - Sigurnost pri
upotrebi - Zahtjevi i metode ispitivanja

Power operated pedestrian doorsets -
Safety in use - Requirements and test
methods

EN 16005:2012/AC:2015

BAS EN 16029:2013

Jahana, motorizovana vozila namijenjena
za transport osoba i roba i nisu
namijenjena za upotrebu na javnim
cestama — Motocikli sa dva toc¢ka i jednim
kolotragom - Sigurnosni zahtjevi i metode
ispitivanja

Ride-on, motorized vehicles intended for
the transportation of persons and not
intended for use on public roads - Single-
track two-wheel motor vehicles - Safety
requirements and test methods

EN 16029:2012

BAS EN ISO 16089:2016

Alatne masine - Sigurnost - Stacionarne
brusilice

Machine tools — Safety — Stationary
grinding machines

EN ISO 16089:2015

BAS EN ISO 16092-1:2018

Sigurnost masina - Prese - Dio 1: Opd¢i
zahtjevi sigurnosti

Machine tools safety - Presses - Part 1:
General safety requirements

EN ISO 16092-1:2018

BAS EN ISO 16092-2:2022

Sigurnost alatnih masina — Prese — Dio 2:
Zahtjevi za sigurnost za mehanicke prese

Machine tools safety - Presses - Part 2:
Safety requirement for mechanical
presses

EN ISO 16092-2:2020

BAS EN ISO 16092-3:2020

Sigurnost alatnih masina — Prese — Dio 3:
Zahtjevi za sigurnost za hidrauli¢ne prese

Machine tools safety - Presses - Part 3:
Safety requirements for hydraulic presses

EN ISO 16092-3:2018

BAS EN ISO 16092-4:2022

Sigurnost alatnih masina — Prese — Dio 4:
Zahtjevi za sigurnost za pneumatske
prese

Machine tools safety - Presses - Part 4:
Safety requirements for pneumatic
presses

EN ISO 16092-4:2020

BAS EN ISO 16093:2018

Alatne masine - Sigurnost - MaSinske
testere za metale u hladnom stanju

Machine tools — Safety — Sawing
machines for cold metal

EN ISO 16093:2017
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BAS EN ISO 16119-1:2014

Masine za poljoprivredu i Sumarstvo —
Okolinski zahtjevi za rasprsivace — Dio 1:
Opste

Agricultural and forestry machinery -
Environmental requirements for sprayers -
Part 1: General

EN ISO 16119-1:2013

BAS EN ISO 16119-2:2014

Masine za poljoprivredu i Sumarstvo —
Okolinski zahtjevi za rasprsivace — Dio 2:
Prskalice sa horizontalnim nosacem

Agricultural and forestry machinery -
Environmental requirements for sprayers -
Part 2: Horizontal boom sprayers

EN ISO 16119-2:2013

BAS EN ISO 16119-3:2014

Masine za poljoprivredu i Sumarstvo —
Okolinski zahtjevi za rasprsivace — Dio 3:
Rasprsivaci za nasade grmlja i drveca

Agricultural and forestry machinery -
Environmental requirements for sprayers -
Part 3: Sprayers for bush and tree crops

EN ISO 16119-3:2013

BAS EN ISO 16119-4:2016

Masine za poljoprivredu i Sumarstvo -
Okolisni zahtjevi za rasprsivace — Dio 4:
fiksni i polumobilni rasprsivadi

Masine za poljoprivredu i Sumarstvo -
Okolisni zahtjevi za rasprsivace — Dio 4:
fiksni i polumobilni rasprSivadi

EN ISO 16119-4:2014

BAS EN 16191:2015

Masine za gradnju tunela - Sigurnosni
zahtjevi

Tunnelling machinery - Safety
requirements

EN 16191:2014

BAS EN 16203:2015

Sigurnost vozila za unutra$niji transport —
Dinamicki testovi za verifikaciju bo¢ne
stabilnosti - Ceoni viljuskari

Safety of Industrial Trucks - Dynamic
tests for verification of lateral stability -
Counterbalanced Trucks

EN 16203:2014

BAS EN 16228-1:2015

Oprema za bus$enje i izradu temelja -
Sigurnost - Dio 1: Opsti zahtjevi

Safety of Industrial Trucks - Dynamic
tests for verification of lateral stability -
Counterbalanced Trucks

EN 16228-1:2014

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 16228-1+A1:2023

Oprema za busenje i izradu temelja -
Sigurnost - Dio 1: Opsti zahtjevi

Drilling and foundation equipment -
Safety - Part 1: Common requirements

EN 16228-1:2014+A1:2021

BAS EN 16228-2:2015

Oprema za bus$enje i izradu temelja -
Sigurnost - Dio 2: Pokretne busSilice za
gradevinarstvo i geotehnicko inzinjerstvo,
kamenolome i rudarstvo

Drilling and foundation equipment -
Safety - Part 2: Mobile drill rigs for civil
and geotechnical engineering, quarrying
and mining

EN 16228-2:2014

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 16228-2+A1:2023

Oprema za busenje i izradu temelja -
Sigurnost - Dio 2: Pokretne busilice za
gradevinarstvo i geotehni€ko inzinjerstvo,
kamenolome i rudarstvo

Drilling and foundation equipment -
Safety - Part 2: Mobile drill rigs for civil
and geotechnical engineering, quarrying
and mining

EN 16228-2:2014+A1:2021

BAS EN 16228-3:2015

Oprema za bus$enje i izradu temelja -
Sigurnost - Dio 3: Horizontalno
usmjerena oprema za busenje

Drilling and foundation equipment -
Safety - Part 3: Horizontal directional
drilling equipment (HDD)

EN 16228-3:2014

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 16228-3+A1:2023

Oprema za bus$enje i izradu temelja -
Sigurnost - Dio 3: Oprema za
horizontalno busenje

Drilling and foundation equipment -
Safety - Part 3: Horizontal directional
drilling equipment (HDD)

EN 16228-3:2014+A1:2021

BAS EN 16228-4:2015

Oprema za busenje i izradu temelja -
Sigurnost - Dio 4: Oprema za izradu
temelja

Drilling and foundation equipment -
Safety - Part 4: Foundation equipment

EN 16228-4:2014

Datum povlagenja iz
OJ EU
2.2.2025.

BAS EN 16228-4+A1:2023

Oprema za busenje i izradu temelja -
Sigurnost - Dio 4: Oprema za izradu
temelja

Drilling and foundation equipment -
Safety - Part 4: Foundation equipment

EN 16228-4:2014+A1:2021

Strana 65 od 94

BAS O 8.1- 02




Oznaka BAS standarda®

Naziv BAS standarda na jednom od
sluzbenih jezika®

Naziv standarda na engleskom jeziku3

Referentni standard(i)*

Oznaka zamijenjenog
standarda®

Datum prestanka
predpostavke
uskladenosti

zamijenjenog standarda

BAS EN 16228-5:2015

Oprema za buSenje i izradu temelja -
Sigurnost - Dio 5: Oprema za
membranske zidove

Drilling and foundation equipment -
Safety - Part 5: Diaphragm walling
equipment

EN 16228-5:2014

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN 16228-5+A1:2023

Oprema za busenje i izradu temelja -
Sigurnost - Dio 5: Oprema za
membranske zidove

Drilling and foundation equipment -
Safety - Part 5: Diaphragm walling
equipment

EN 16228-5:2014+A1:2021

BAS EN 16228-6:2015

Oprema za buSenje i izradu temelja -
Sigurnost - Dio 6: Oprema za mlazno
nano$enje i ubrizgavanje

Drilling and foundation equipment -
Safety - Part 6: Jetting, grouting and
injection equipment

EN 16228-6:2014

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 16228-6+A1:2023

Oprema za buSenje i izradu temelja -
Sigurnost - Dio 6: Oprema za mlazno
nanosenje i injektiranje

Drilling and foundation equipment -
Safety - Part 6: Jetting, grouting and
injection equipment

EN 16228-6:2014+A1:2021

BAS EN 16228-7:2015

Oprema za bus$enje i izradu temelja -
Sigurnost - Dio 7: Zamjenjiva pomoc¢na
oprema

Drilling and foundation equipment -
Safety - Part 7: Interchangeable auxiliary
equipment

EN 16228-7:2014

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 16228-7+A1:2023

Oprema za bus$enje i izradu temelja -
Sigurnost - Dio 7: Zamjenjiva pomo¢na
oprema

Drilling and foundation equipment -
Safety - Part 7: Interchangeable auxiliary
eguipment

EN 16228-7:2014+A1:2021

BAS EN 16230-1+A1:2016

Karting za razonodu - Dio 1: Sigurnosni
zahtjevi i metode ispitivanja za kartinge

Leisure karts - Part 1: Safety
requirements and test methods for karts

EN 16230-1:2013+A1:2014

BAS EN ISO 16230-1:2016

Poljoprivredne masine i traktori -
Sigurnost od viseg napona elektri¢nih i
elektronskih komponenti i sistema — Dio
1: Opsti zahtjevi

Agricultural machinery and tractors -
Safety of higher voltage electrical and
electronic components and systems -
Part 1: General requirements

EN ISO 16230-1:2015

BAS EN ISO 16231-1:2014

Samohodne poljoprivredne masine -
Ocjena stabilnosti - Dio 1: Principi

Self-propelled agricultural machinery -
Assessment of stability - Part 1: Principles

EN ISO 16231-1:2013

BAS EN ISO 16231-2:2016

Samohodne poljoprivredne masine -
Procjena stabilnosti — Dio 2: Odredivanje
statiCke stabilnosti i postupci ispitivanja

Self-propelled agricultural machinery -
Assessment of stability - Part 2:
Determination of static stability and test
procedures

EN ISO 16231-2:2015

BAS EN 16246:2014

Poljoprivredne masine - Rovokopadi -
Bezbjednost

Agricultural machinery - Backhoes - Safet

EN 16246:2012

BAS EN 16252:2014

Masine za sabijanje otpada ili recikliranih
frakcija — Horizontalne prese za baliranje -
Sigurnosni zahtjevi

Machines for compacting waste materials
or recyclable fractions - Horizontal baling
presses - Safety requirements

EN 16252:2012

BAS EN 16307-1:2021

Vozila za unutra$nji transport - Sigurnosni
zahtjevi i verifikacija — Dio 1: Dodatni
zahtjevi za samohodna vozila za
unutra$nji transport, izuzev vozila bez
rukovaoca, s promenljivim dohvatom i
nosacem tereta

Industrial trucks - Safety requirements
and verification - Part 1: Supplementary
requirements for self-propelled industrial
trucks, other than driverless trucks,
variable-reach trucks and burden-carrier
trucks

EN 16307-1:2020

Strana 66 od 94

BAS O 8.1- 02




Oznaka BAS standarda®

Naziv BAS standarda na jednom od
sluzbenih jezika®

Naziv standarda na engleskom jeziku3

Referentni standard(i)*

Oznaka zamijenjenog
standarda®

Datum prestanka
predpostavke
uskladenosti

zamijenjenog standarda

BAS EN 16307-5:2014

Vozila za unutradnji transport —
Sigurnosni zahtjevi i verifikacija — Dio 5:
Dodatni zahtjevi za vozila za unutrasdnji
transport sa ru¢nim pogonom

Industrial trucks - Safety requirements
and verification - Part 5: Supplementary
requirements for pedestrian-propelled
trucks

EN 16307-5:2013

Datum povlacenja iz
OJ EU
15.11.2025.

[mdustrial trucks - Safety requirements
and verification - Part 5: Supplementary
requirements for pedestrian-propelled
truck

EN 16307-5:2023

BAS EN 16307-6:2015

Vozila za unutradnji transport —
Sigurnosni zahtjevi i verifikacija - Dio 6:
Dodatni zahtjevi za vozila za prevoz
tereta i osoblja

Industrial trucks - Safety requirements
and verification - Part 6: Supplementary
requirements for burden and personnel
carriers

EN 16307-6:2014

BAS EN 16327:2015

Protivpozarna zastita — Sistemi za
doziranje nadpritiskom (PPPS) i sistemi
za komprimiranu vazdu$nu pjenu (CAFS)

Fire-fighting - Positive-pressure
proportioning systems (PPPS) and
compressed-air foam systems (CAFS)

EN 16327:2014

BAS EN 16474:2016

Masine za gumu i plastiku — Prese za
vulkanizaciju — Sigurnosni zahtjevi

Plastics and rubber machines - Tyre
curing machines - Safety requirements

EN 16474:2015

BAS EN 16486+A1:2021

Masine za sabijanje otpadnog materijala
ili frakcija za reciklazu — Sabijaci -
Sigurnosni zahtjevi

Machines for compacting waste materials
or recyclable fractions - Compactors -
Safety requirements

EN 16486:2014+A1:2020

BAS EN 16500:2015

Masine za sabijanje otpadnog materijala
ili frakcija za reciklazu — Vertikalne prese
za baliranje - Sigurnosni zahtjevi

Machines for compacting waste materials
or recyclable fractions - Vertical baling
presses - Safety requirements

EN 16500:2014

BAS EN 16517:2023

Masine za poljoprivrednu i Sumarstvo -
Mobilne Zi€are za iznoSenje drva -
Sigurnost

Agricultural and forestry machinery -
Mobile yarders for timber logging - Safety

EN 16517:2021

BAS EN 16564:2022

Masine i postrojenja za eksploataciju i
obradu prirodnog kamena - Sigurnost -
Zahtjevi za mosne pile/glodalice,
uklju€ujuci numericki upravljane alatne
(NC/CNC) masine

Machines and plants for mining and
tooling of natural stone - Safety -
Requirements for bridge type
sawing/milling machines, included
numerical control (NC/CNC) versions

EN 16564:2020

BAS EN 16590-3:2015

Traktori i maSine za poljoprivredu i
Sumarstvo - Dijelovi upravljagkih sistema
koji se odnose na sigurnost - Dio 3:
Serijski razvoj, hardver i softver

Tractors and machinery for agriculture
and forestry - Safety-related parts of
control systems - Part 3: Series
development, hardware and software

EN 16590-3:2014

Datum povlacenja iz
OJEU
15.11.2025.

BAS EN 16590-4:2015

Traktori i maSine za poljoprivredu i
Sumarstvo - Dijelovi upravljackih sistema

TTractors and machinery for agriculture
and forestry - Safety-related parts of

EN 16590-4:2014

Datum povlagenja iz
OJ EU

koji se odnose na sigurnost - Dio 4: control systems - Part 4: Production, 15.11.2025.
Proizvodnja, rukovanje, modifikacija i operation, modification and supporting
prateci procesi processes
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BAS EN 16712-4:2019

Prijenosna oprema za izbacivanje
sredstava za gaSenje pozara koja se
dovode pomocu vatrogasnih pumpi —
Prijenosna oprema za pjenu — Dio 4:
Generatori pjene visoke ekspanzije PN16

Portable equipment for projecting
extinguishing agents supplied by
firefighting pumps - Portable foam
equipment - Part 4: High expansion foam
generators PN16

EN 16712-4:2018

BAS EN 16719:2019

Transportne platforme

Transport platforms

EN 16719:2018

BAS EN 16743:2017

Masine za preradu hrane - Automatski
industrijski strojevi za rezanje -
Sigurnosni i higijenski zahtjevi

Food processing machinery — Automatic
industrial slicing machines — Safety and
hygiene requirements

EN 16743:2016

BAS EN 16770:2019

Sigurnost masina za obradu drveta —
Sistemi za usisavanje strugotine i prasine
za unutrasnju montazu — Sigurnosni
zahtjevi

Safety of woodworking machines - Chip
and dust extraction systems for indoor
installation - Safety requirements

EN 16770:2018

BAS EN 16774:2017

Sigurnost masina - Sigurnosni zahtjevi
konvertora za Celik i pripadajucu opremu

Safety of machinery — Safety
requirements for steel converter and
associated equipment

EN 16774:2016

BAS EN 16808:2021

Industrija nafte, petrohemije i prirodnog
gasa — Sigurnost masina — Ru¢ni elevatori

Petroleum, petrochemical and natural gas
industries - Safety of machineries -
Manual elevators

EN 16808:2020

BAS EN 16851+A1:2022

Dizalice — Sistemi lakih dizalica

Cranes - Light crane systems

EN 16851:2017+A1:2020

BAS EN 16952:2018

Masine za poljoprivredu - Terenske
platforme za rad u vo¢njacima — Sigurnost

Agricultural machinery - Rough-terrain
Work Platforms for Orchard’s operations

EN 16952:2018

Datum povlacenja iz
OJEU

(WPO) - Safety 2.2.2025.

BAS EN 16952+A1:2023 Masine za poljoprivredu - Terenske Agricultural machinery - Rough-terrain EN 16952:2018+A1:2021
platforme za rad u voénjacima (WPQO) — |Work Platforms for Orchard’s operations
Sigurnost (WPOQO) - Safety

BAS EN 16985:2019 Kabine za nano$enje organskih Spray booths for organic coating material |EN 16985:2018
premaznih sredstava — Sigurnosni zahtjevi |- Safety requirements

BAS EN 17003:2023 Cestovna vozila — Uredaji s valjcima za Road vehicles - Roller brake testers for EN 17003:2021
ispitivanje ko€nica na vozilima ukupne vehicles of more than 3,5 tons GVW -
dozvoljene mase vecée od 3,5 tona GVW |Safety requirements
— Zahtjevi za sigurnost

BAS EN 17059:2019 Postrojenja za nanoSenje prevlaka i Plating and anodizing lines - Safety EN 17059:2018
anodizaciju - Sigurnosni zahtjevi requirements

BAS EN 17067:2020 Masine za Sumarstvo - Zahtjevi za Forestry machinery - Safety requirements |EN 17067:2018
sigurnost bezi¢nih daljinskih upravljaca on radio remote controls

BAS EN 17088:2022 Ventilacijski sistemi bo¢nih zavjesa - Side curtain ventilation systems - Safety |EN 17088:2021
Sigurnost

BAS EN 17106-1:2023 Masine za radove na putevima - Road operation machinery - Safety - Part |EN 17106-1:2021
Sigurnost - Dio 1: Opsti zahtjevi 1: General requirements

BAS EN 17106-1:2023 Masine za radove na putevima - Road operation machinery - Safety - Part [EN 17106-2:2021
Sigurnost - Dio 2: Zahtjevi za masine za  |2: Specific requirements for road surface
CiS¢enje povrsSine puteva cleaning machines
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BAS EN 17106-3-1:2023

Masine za radove na putevima —
Sigurnost — Dio 3-1: Mehanizacija za
zimsko odrzavanje — Zahtjevi za masine
za Cisc€enje snijega s rotacionim alatima i
plugovima za snijeg

Road operation machinery - Safety - Part
3-1: Winter service machines -
Requirements for snow clearing
machines with rotating tools and snow
ploughs

EN 17106-3-1:2021

BAS EN 17106-3-2:2023

Masine za radove na putevima —
Sigurnost — Dio 3-2: Mehanizacija za
zimsko odrzavanje — Posebni zahtjevi za
posipace

Road operation machinery - Safety - Part
3-2: Winter service machines - Specific
requirements for spreading machines

EN 17106-3-2:2021

BAS EN 17106-4:2023

Masine za radove na putevima —
Sigurnost — Dio 4: MaSine za odrzavanje
podrucja oko puteva — Zahtjevi za masine
za koSenje trave i sjeCenje Zbunja

Road operation machinery - Safety - Part
4: Road service area maintenance
machines - Requirements for grass and
brush cutting machines

EN 17106-4:2021

BAS EN 17281:2022

Sigurnosni zahtjevi - Oprema za ¢iS¢enje
vozila

Safety requirements - Vehicle cleaning
eguipment

EN 17281:2021

BAS EN 17348:2023

Zahtjevi za konstruisanje i testiranje
usisivaca koji se koriste u potencijalno
eksplozivnim atmosferama

Requirements for design and testing of
vacuum cleaners for use in potentially
explosive atmospheres

EN 17348:2022

BAS EN 17352:2023

Elektricna oprema za kontrolu ulaza
pjeSaka - Sigurnost pri koristenju -
Zahtjevi i metode ispitivanja

Power operated pedestrian entrance
control equipment - Safety in use -
Requirements and test methods

EN 17352:2022

BAS EN ISO 17916:2017

Sigurnost masina za toplinsko rezanje

Safety of thermal cutting machines

EN ISO 17916:2016

BAS EN ISO 18063-2:2023

Terenski viljuskari — Metode ispitivanja
vidljivosti i njihova verifikacija — Dio 2:
Vozila s obrtnom nadgradnjom i
promjenljivim dohvatom

Rough-terrain trucks - Visibility test
methods and their verification - Part 2:
Slewing rough-terrain variable-reach
trucks

EN ISO 18063-2:2021

BAS EN ISO 18217:2016

Sigurnost masina za obradu drveta —
Masine za ljepljenje rubova pomocu
lanaca

Safety of woodworking machines - Edge-
banding machines fed by chain(s)

EN ISO 18217:2015

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN ISO 19085-1:2022

Masine za obradu drveta - Sigurnost - Dio
1: Op¢i zahtjevi

Woodworking machines - Safety - Part 1:
Common requirements

EN ISO 19085-1:2021

BAS EN ISO 19085-2:2018

Masine za obradu drveta - Sigurnost - Dio
2: Horizontalne kruzne pile za ploce s
pritisnim uredajem

Woodworking machines - Safety - Part 2:
Horizontal beam panel circular sawing
machines

EN ISO 19085-2:2017

Datum povlagenja iz
OJ EU
2.2.2025.

BAS EN ISO 19085-2:2023

Masine za obradu drveta - Sigurnost - Dio
2: Horizontalne kruzne testere za plo¢e s
pritisnim uredajem

Woodworking machines - Safety - Part 2:
Horizontal beam panel circular sawing
machines

EN ISO 19085-2:2021

BAS EN ISO 19085-3:2019

Masine za obradu drveta — Zahtjevi za
sigurnost — Dio 3: Numericki kontrolisane
(NC) masine za busenje i maSine za
glodanje

Woodworking machines - Safety
requirements - Part 3: Numerically
controlled (NC) boring and routing

machines

EN ISO 19085-3:2017

Datum povlagenja iz
OJ EU
2.2.2025.

Ogranic¢enje: S obzirom na njezinu ta¢ku 6.6.2.2.3.1., harmoniziranim standardom EN ISO 19085-3:2017 ne stvara se pretpostavka uskladenosti s temeljnim zdravstvenim i sigurnosnim zahtjevom iz
taCke 1.4.1. Priloga |. Direktivi 2006/42/EC kojim se propisuje da se Stitnici i zastitni uredaji ne smiju lako zaobilaziti.
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BAS EN ISO 19085-3:2023

Masine za obradu drveta — Sigurnost —
Dio 3: Numericki kontrolisane (NC/CNC)
masine za busenje i masine za glodanje

Woodworking machines - Safety - Part 3:
Numerically controlled (NC/CNC) boring
and routing machines

EN ISO 19085-3:2021

BAS EN ISO 19085-4:2019

Masine za obradu drveta — Zahtjevi za
sigurnost — Dio 4: Kruzne pile za
vertikalno krojenje plo¢a

Woodworking machines - Safety - Part 4:
Vertical panel circular sawing machines

EN ISO 19085-4:2018

BAS EN ISO 19085-5:2018

Masine za obradu drveta - Sigurnost - Dio
5: Formatne pile

Woodworking machines - Safety - Part 5:
Dimension saws

EN ISO 19085-5:2017

BAS EN ISO 19085-6:2019

Masine za obradu drveta - Zahtjevi za
sigurnost - Dio 6: MaSine za kopirno
glodanje s jednim vertikalnim vratilom

Woodworking machines - Safety - Part 6:
Single spindle vertical moulding machines
("toupies")

EN ISO 19085-6:2017

BAS EN ISO 19085-7:2020

Masine za obradu drveta - Zahtjevi za
sigurnost - Dio 7: MaSine za ravnanje i
dimenzionisanje debljine, kombinovane
masine za ravnanje i dimenzionisanje
debljine

Woodworking machines - Safety - Part 7:
Surface planing, thickness planing,
combined surface/thickness planing
machines

EN ISO 19085-7:2019

BAS EN ISO 19085-9:2021

Masine za obradu drveta - Zahtjevi za
sigurnost - Dio 9: Stolne kruzne pile (s
pomi¢nim stolom i bez njega)

Woodworking machines — Safety — Part
9: Circular saw benches (with and without
sliding table)

EN ISO 19085-9:2020

BAS EN ISO 19085-10:2020

Masine za obradu drveta - Zahtjevi za
sigurnost - Dio 10: Pile za gradilista

Woodworking machines - Safety - Part
10: Building site saws (contractor saws)

EN ISO 19085-10:2020

BAS EN ISO 19085-
10/A11:2022

Masine za obradu drveta - Zahtjevi za
sigurnost - Dio 10: Pile za gradevinarstvo

Woodworking machines - Safety - Part
10: Building site saws

EN ISO 19085-
10:2019/A11:2020

BAS EN ISO 19085-11:2021

Masine za obradu drveta - Zahtjevi za
sigurnost - Dio 11: Kombinovane masine

Woodworking machines — Safety —
Part 11: Combined machines

EN ISO 19085-11:2020

BAS EN ISO 19085-12:2022

Masine za obradu drveta - Sigurnost - Dio
12: Masine za izradu profila

Woodworking machines - Safety - Part
12: Tenoning/profiling machines

EN ISO 19085-12:2021

Woodworking machines - Safety - Part
12: Tenoning/profiling machines

EN ISO 19085-
12:2021/A11:2023

U Planu rada BAS/TC
42 za 2024.

BAS EN ISO 19085-13:2021

Masine za obradu drveta - Zahtjevi za
sigurnost - Dio 13: ViSelisne kruzne pile s
ruénim ulaganjem i/ili skidanjem radnog
komada

Woodworking machines — Safety — Part
13: Multi-blade rip sawing machines with
manual loading and/or unloading

EN ISO 19085-13:2020

BAS EN ISO 19085-14:2023

Masine za obradu drveta — Sigurnost -
Dio 14: Cetvorostrane blanjalice
(rendisalike)

Woodworking machines - Safety - Part
14: Four-sided moulding machines

EN ISO 19085-14:2021

BAS EN ISO 19085-15:2023

Masine za obradu drveta — Sigurnost —
Dio 15: Prese

Woodworking machines - Safety - Part
15: Presses

EN ISO 19085-15:2021

BAS EN ISO 19085-16:2023

Masine za obradu drveta — Sigurnost -
Dio 16: Stolarske tra¢ne testere i
rastruzne tracne testere

Woodworking machines - Safety - Part
16: Table band saws and band re-saws

EN ISO 19085-16:2021
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BAS EN ISO 19085-17:2023

Masine za obradu drveta - Sigurnost - Dio
17: Masine za oblaganje ivica

Woodworking machines - Safety - Part
17: Edge banding machines fed by chains

EN ISO 19085-17:2021

BAS EN ISO 19225:2019

Rudarske masine za podzemnu
eksploataciju — Pokretne maSine za
vadenje rude na otkopu — Sigurnosni
zahtjevi za kombinovane otkopne masine
i strugove za otkopavanje

Underground mining machines - Mobile
extracting machines at the face - Safety
requirements for shearer loaders and
plough systems

EN ISO 19225:2017

BAS EN ISO 19225/A1:2020

Rudarski strojevi za podzemnu
eksploataciju — Pokretni strojevi za
vadenje rude na otkopu — Sigurnosni
zahtjevi za kombinirane otkopne strojeve
i strugove za otkopavanje — Amandman 1

Underground mining machines — Mobile
extracting machines at the face — Safety
requirements for shearer loaders and
plough systems

EN ISO
19225:2017/A1:2019

BAS EN ISO 19296:2020

Rudarstvo — Pokretne masine za
podzemnu eksploataciju — Sigurnost

Mining - Mobile machines working
underground - Machine safety

EN ISO 19296:2018

BAS EN ISO 19432-1:2021

Gradevinske masine i oprema -
Prijenosne, ru¢ne masine za rezanje,
pokretane motorom s unutrasnjim
sagorijevanjem - Dio 1: Sigurnosni
zahtjevi za maSine za odsijecanje s
centralnim rotirajuéim abrazivnim
to€kovima

Building construction machinery and
equipment - Portable, hand-held, internal
combustion engine-driven abrasive
cutting machines - Part 1: Safety
requirements for cut-off machines for
centre-mounted rotating abrasive wheels

EN ISO 19432-1:2020

BAS EN ISO 19472-2:2023

Masine za Sumarstvo - Vitla - Dio 2: Vitla
za pomoc¢ pri vuéeniju

Machinery for forestry - Winches - Part 2:
Traction aid winches

EN ISO 19472-2:2022

BAS EN ISO 19932-1:2014

Oprema za zastitu bilja - Ledne prskalice -
Dio 1: Zahtjevi za bezbjednost i zastitu
Zivotne sredine

Equipment for crop protection - Knapsack
sprayers - Part 1: Safety and
environmental requirements

EN ISO 19932-1:2013

BAS EN ISO 19932-2:2014

Oprema za zastitu bilja - Ledne prskalice -
Dio 2: Metode ispitivanja

Equipment for crop protection - Knapsack
sprayers - Part 2: Test methods

EN ISO 19932-2:2013

BAS EN ISO 20361:2020

Pumpe za te¢nost i pumpni agregati —
Testni kod buke — Klase tacnosti 2 i 3

Liquid pumps and pumps units — Noise
test code — Grades 2 and 3 of accuracy

EN ISO 20361:2019

BAS EN ISO
20361/A11:2021

Pumpe za te€nost i pumpni agregati —
Testni kod buke — Klase tacnosti 2 i 3

Liquid pumps and pumps units - Noise
test code - Grades 2 and 3 of accuracy

EN ISO
20361:2019/A11:2020

BAS EN ISO 20430:2021

Masine za plastiku i gumu - MaSine za
injekciono ubrizgavanje - Sigurnosni
zahtjevi

Plastics and rubber machines - Injection
moulding machines - Safety requirements

EN ISO 20430:2020

BAS EN ISO 21904-1:2021

Zdravlje i zastita u zavarivanju i srodnim
postupcima - Oprema za prikupljanje i
odvajanje dima prilikom zavarivanja - Dio
1: OpSti zahtjevi

Health and safety in welding and allied
processes — Equipment for capture and
separation of welding fume — Part 1:
General requirements

EN I1SO 21904-1:2020

BAS EN ISO 22291:2023

Sigurnosni zahtjevi za masine za izradu
netkanog tekstila mokrim postupkom

Safety requirements for wetlaid-
nonwoven machinery

EN ISO 22291:2022
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BAS EN ISO 22867:2013

Masine za Sumarstvo i vrtlarstvo - Kodovi
za ispitivanje vibracija prenosnih ru¢nih
masina sa motorom na unutrasnje
sagorijevanje - Vibracije na rukohvatima

Forestry and gardening machinery -
Vibration test code for portable hand-held
machines with internal combustion
engine - Vibration at the handles

EN ISO 22867:2011

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN ISO 22868:2022

Masine za Sumarstvo i vrtlarstvo -
Postupak ispitivanja buke kod prijenosnih
ru¢nih masina s motorom na unutrasnje
sagorijevanje - inZinjerska metoda (2.
stepen tacnosti)

Forestry and gardening machinery -
Noise test code for portable hand-held
machines with internal combustion
engine - Engineering method (Grade 2
accuracy)

EN ISO 22868:2021

BAS EN ISO 23062:2024

Masine za livenje - Sigurnosni zahtjevi za
masine za livenje u kalupe, proizvodnju
livarskih jezgri i prate¢u opremu

Foundry machinery - Safety requirements
for molding and coremaking machinery
and associated equipment

EN ISO 23062:2022

BAS EN ISO 23125:2015

Alatne masine — Sigurnost — Strugovi

Machine tools - Safety - Turning machines

EN ISO 23125:2015

Tractors and machinery for agriculture
and forestry - Safety-related parts of
control systems - Part 1: General
principles for design and development

EN ISO 25119-1:2023

Tractors and machinery for agriculture
and forestry - Safety-related parts of
control systems - Part 1: General
principles for design and development -
Amendment 1

EN ISO 19085-
12:2021/A11:2023

Tractors and machinery for agriculture
and forestry - Safety-related parts of
control systems - Part 2: Concept phase

EN ISO 25119-2:2023

Tractors and machinery for agriculture
and forestry - Safety-related parts of
control systems - Part 3: Series
development, hardware and software

EN ISO 25119-3:2023

Tractors and machinery for agriculture
and forestry - Safety-related parts of
control systems - Part 4: Production,
operation, modification and supporting
processes

EN ISO 25119-4:2023

BAS EN ISO 28139:2010

Masine za poljoprivredu i Sumarstvo -
Ledni zamagljiva¢ pogonjen motorom na
unutra$nje sagorijevanje — Sigurnosni
uslovi

Agricultural and forestry machinery -
Knapsack combustion-engine-driven
mistblowers - Safety requirements

EN ISO 28139:2009

BAS EN ISO 28881:2014

Alatne masine - Sigurnost - MaSine za
elektroerozionu obradu

Machine tools - Safety - Electro-discharge
machines

EN ISO 28881:2013

Datum povlacenja iz
OJEU
2.2.2025.
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BAS EN ISO
28881/Corl1:2014

Alatne masine - Sigurnost - Masine za
elektroerozionu obradu — Tehni¢ka
korekcija 1

Machine tools - Safety - Electro-discharge
machines - Technical Corrigendum 1

EN ISO
28881:2013/AC/2013

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN ISO 28881:2023

Alatne masine - Sigurnost - MaSine za
elektroerozionu obradu

Machine tools - Safety - Electrical
discharge machines

EN ISO 28881:2022

BAS EN ISO 28927-1:2011

Ruéni prenosni motorni alati — Metode
ispitivanja za procjenu emisije vibracija -
Dio 1: Ugaone i vertikalne brusilice

Hand-held portable power tools - Test
methods for evaluation of vibration
emission - Part 1: Angle and vertical
grinders

EN ISO 28927-1:2009

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN ISO 28927-

Ruéni prenosni motorni alati — Metode

Hand-held portable power tools - Test

EN ISO 28927-

Datum povlacenja iz

1/A1:2018 ispitivanja za procjenu emisije vibracija - |methods for evaluation of vibration 1:2009/A1:2017 OJEU
Dio 1: Ugaone i vertikalne brusilice — emission - Part 1: Angle and vertical 2.2.2025.
Amandman 1- Konusne Zi¢ane Cetke grinders
BAS EN ISO 28927-1:2021 |Ru¢ni prijenosni motorni alati — Metode Hand-held portable power tools - Test EN ISO 28927-1:2019
ispitivanja za procjenu emisije vibracija - [methods for evaluation of vibration
Dio 1: Ugaone i vertikalne brusilice emission - Part 1: Angle and vertical
grinders
BAS EN ISO 28927-2:2011 |Ruéni prenosni motorni alati — Metode Hand-held portable power tools - Test EN I1SO 28927-2:2009
ispitivanja za procjenu emisije vibracija - |methods for evaluation of vibration
Dio 2: Klju€evi, odvijaCi navrtki i odvija¢i  |[emission - Part 2: Wrenches, nutrunners
vijaka and screwdrivers
BAS EN ISO 28927- Ruéni prenosni motorni alati — Metode Hand-held portable power tools - Test EN ISO 28927-
2/A1:2018 ispitivanja za procjenu emisije vibracija - |methods for evaluation of vibration 2:2009/A1:2017
Dio 2: Klju€evi, odvijadi navrtki i odvijai |emission - Part 2: Wrenches, nutrunners
vijaka- Amandman 1:Promjene u Aneksu |and screwdrivers
BAS EN ISO 28927-3:2011 |Rucéni prenosni motorni alati - Metode Hand-held portable power tools - Test EN I1SO 28927-3:2009
ispitivanja za procjenu emisije vibracija - |methods for evaluation of vibration
Dio 3: MaSine za poliranje i rotacione, emission - Part 3: Polishers and rotary,
oscilatorne i ekscentar brusilice orbital and random orbital sanders
BAS EN ISO 28927-4:2012 |Ruéni prenosni motorni alati — Metode Hand-held portable power tools - Test EN I1SO 28927-4:2010
ispitivanja za procjenu emisije vibracija - |methods for evaluation of vibration
Dio 4: Ravne brusilice emission - Part 4: Straight grinders
BAS EN ISO 28927- Rugni prijenosni motorni alati — Metode Hand-held portable power tools - Test EN I1SO 28927-
4/A1:2021 ispitivanja za procjenu emisije vibracija - |methods for evaluation of vibration 4:2010/A1:2018
Dio 4: Ravne brusilice emission - Part 4: Straight grinders
BAS EN ISO 28927-5:2011 |Rucni prenosni motorni alati - Metode Hand-held portable power tools - Test EN ISO 28927-5:2009
ispitivanja za procjenu emisije vibracija - |methods for evaluation of vibration
Dio 5: BusSilice i udarne busilice emission - Part 5: Drills and impact drills
BAS EN ISO 28927- Ruéni prenosni motorni alati — Metode Hand-held portable power tools - Test EN ISO 28927-
5:2009/A1:2015 ispitivanja za procjenu emisije vibracija - [methods for evaluation of vibration 5:2009/A1:2015
Dio 5: BusSilice i udarne busilice, emission - Part 5: Drills and impact drills
Amandman 1
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BAS EN ISO 28927-6:2011

Ruéni prenosni motorni alati - Metode
ispitivanja za procjenu emisije vibracija -
Dio 6: Nabijaci

Hand-held portable power tools - Test
methods for evaluation of vibration
emission - Part 6;: Rammers

EN ISO 28927-6:2009

BAS EN ISO 28927-7:2011

Ruéni prenosni motorni alati - Metode
ispitivanja za procjenu emisije vibracija -
Dio 7: Sjekaci i makaze

Hand-held portable power tools - Test
methods for evaluation of vibration
emission - Part 7: Nibblers and shears

EN ISO 28927-7:2009

BAS EN ISO 28927-8:2011

Rucni prenosni motorni alati - Metode
ispitivanja za procjenu emisije vibracija -
Dio 8: Pile, maSine za poliranje i turpije s
povratnim dejstvom i pile sa oscilatornim
ili rotacionim dejstvom

Hand-held portable power tools - Test
methods for evaluation of vibration
emission - Part 8: Saws, polishing and
filing machines with reciprocating action
and saws with oscillating or rotating action

EN I1SO 28927-8:2009

BAS EN ISO 28927-
8/A1:2015

Ruéni prenosni motorni alati — Metode
ispitivanja za procjenu emisije vibracija —
Dio 8: Pile, masine za poliranje i turpije s
povratnim dejstvom i pile sa oscilatornim
ili rotacionim dejstvom- Amandman 1:
Masine za poliranje, prilagodljivih sila
posmaka

Hand-held portable power tools - Test
methods for evaluation of vibration
emission - Part 8: Saws, polishing and
filing machines with reciprocating action
and saws with oscillating or rotating action

EN ISO 28927-
8:2009/A1:2015

BAS EN ISO 28927-9:2011

Ruéni prenosni motorni alati - Metode
ispitivanja za procjenu emisije vibracija -
Dio 9: Cekici i dlijeta za uklanjanje
naslaga materijala

Hand-held portable power tools - Test
methods for evaluation of vibration
emission - Part 9: Scaling hammers and
needle scalers

EN I1SO 28927-9:2009

BAS EN ISO 28927-10:2011

Ruéni prenosni motorni alati — Metode
ispitivanja za procjenu emisije vibracija -
Dio 10: Udarne busilice, €ekici i drobilice

Hand-held portable power tools - Test
methods for evaluation of vibration
emission - Part 10: Percussive drills,
hammers and breakers

EN ISO 28927-10:2011

BAS EN ISO 28927-11:2012

Ruéni prenosni motorni alati — Metode
ispitivanja za procjenu emisije vibracija -
Dio 11: Cekiéi za kamen

Fire-fighting - Positive-pressure
proportioning systems (PPPS) and
compressed-air foam systems (CAFS)

EN ISO 28927-11:2011

BAS EN ISO 28927-12:2014

Ruéni prenosni motorni alati — Metode
ispitivanja za procjenu emisije vibracija -
Dio 12: Brusilice - glodalice

Hand-held portable power tools - Test
methods for evaluation of vibration
emission - Part 12: Die grinders

EN ISO 28927-12:2012

BAS EN ISO 28927-13:2023

Rugni prijenosni motorni alati — Metode
ispitivanja za procjenu emisije vibracija -
Dio 13: Alati za
pri¢vr§¢ivanje/zakucavanje

Hand-held portable power tools - Test
methods for evaluation of vibration
emission - Part 13: Fastener driving tools

EN ISO 28927-13:2022

BAS EN 50223:2010

Stacionarna oprema za elektrostati¢ko
nanos$enje zapaljivog taloZnog materijala
— Sigurnosni zahtjevi

Stationary electrostatic application
equipment for ignitable flock material -
Safety requirements

EN 50223:2015

BAS EN 50348:2011

Stacionarna oprema za elektrostati¢ko
nanos$enje te€nih premaznih nezapaljivih
materijala - Zahtjevi za bezbjednost

Stacionarna oprema za elektrostaticko
nanosenje tecnih premaznih nezapaljivih
materijala - Zahtjevi za bezbjednost

EN 50348:2010

Strana 74 od 94

BAS O 8.1- 02




Oznaka BAS standarda®

Naziv BAS standarda na jednom od
sluzbenih jezika®

Naziv standarda na engleskom jeziku3

Referentni standard(i)*

Oznaka zamijenjenog
standarda®

Datum prestanka
predpostavke
uskladenosti

zamijenjenog standarda

BAS EN 50348/Cor1:2012

Stacionarna oprema za elektrostati¢ko
nanoSenje te¢nih premaznih nezapaljivih
materijala - Zahtjevi za bezbjednost

Stationary electrostatic application
equipment for non-ignitable liquid coating
material - Safety requirements

EN 50348:2010/AC:2010

BAS EN 50434:2015

Sigurnost ku¢anskih i sliénih elektri¢nih
uredaja — Posebni zahtjevi za rezace i
strugace koji se napajaju iz distributivne
mreze

Safety of household and similar
appliances - Particular requirements for
mains operated shredders and chippers

EN 50434:2014

BAS EN 50569:2014

Kucanski i sli¢ni elektri¢ni uredaji -
Sigurnost - Posebni zahtjevi za
komercijalne centrifugalne masine za
rublje

Household and similar electrical
appliances - Safety - Particular
requirements for commercial electric spin
extractors

EN 50569:2013

BAS EN 50569/A1:2019

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost - Posebni zahtjevi za
komercijalne centrifuge za rublje

Household and similar electrical
appliances - Safety - Particular
requirements for commercial electric spin
extractors

EN 50569:2013/A1:2018

BAS EN 50570:2014

Kuéanski i sliéni elektrini uredaiji -
Sigurnost - Posebni zahtjevi za
komercijalne elektricne masine za
susenje rublja

Household and similar electrical
appliances - Safety - Particular
requirements for commercial electric
tumble dryers

EN 50570:2013

BAS EN 50570/A1:2019

Kucanski i sli¢ni elektriéni uredaji -
Sigurnost - Posebni zahtjevi za
komercijalne elektricne masine za
susSenje rublja

Household and similar electrical
appliances - Safety - Particular
requirements for commercial electric
tumble dryers

EN 50570:2013/A1:2018

BAS EN 50571:2015

Kuéanski i sliéni elektri¢ni uredaji —
Sigurnost — Posebni zahtjevi za
komercijalne elektricne masine za pranje
vesSa

Household and similar electrical
appliances - Safety - Particular
requirements for commercial electric
washing machines

EN 50571:2013

BAS EN 50571/A1:2019

Kucanski i sli¢ni elektriéni uredaji -
Sigurnost - Posebni zahtjevi za
komercijalne elektricne masine za
susenje rublja

Household and similar electrical
appliances - Safety - Particular
requirements for commercial electric
washing machines

EN 50571:2013/A1:2018

BAS EN 50580:2013

Sigurnost ru¢nih alata sa ektromotornim
pogonom - Posebni zahtjevi za pistolje za
rasprsivanje

Safety of hand-held electric motor
operated tools - Particular requirements
for spray guns

EN 50580:2012

BAS EN 50580/A1:2014

Sigurnost ru¢nih alata sa ektromotornim
pogonom - Posebni zahtjevi za pistolje za
rasprsivanje

Safety of hand-held electric motor
operated tools - Particular requirements
for spray guns

EN 50580:2012/A1:2013

BAS EN 50636-2-91:2015

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost - Dio 2-91: Posebni zahtevi za
ruéno upravljane trimere i rubne trimere
za travnjake

Household and similar electrical
appliances - Safety - Part 2-91: Particular
requirements for walk-behind and hand-
held lawn trimmers and lawn edge
trimmers

EN 50636-2-91:2014
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BAS EN 50636-2-92:2015

Kucanski i sli¢ni elektri¢ni uredaji -
Sigurnost - Dio 2-92: Posebni zahtjevi za
ceSljace i prozracivaCe travnjaka sa
rukovaocem koji hoda, koji se napajaju iz
distributivne mreze

Household and similar electrical
appliances - Safety - Part 2-92: Particular
requirements for pedestrian-controlled
mains-operated lawn scarifiers and
aerators

EN 50636-2-92:2014

BAS EN 50636-2-94-2015

Kucanski i sli¢ni elektri¢ni uredaji -
Sigurnost - Dio 2-94: Posebni zahtjevi za
makaze za travu

Household and similar electrical
appliances - Safety - Part 2-94: Particular
requirements for scissors type grass
shears

EN 50636-2-94-2014

BAS EN 50636-2-100:2015

Kucanski i sli¢ni elektricni uredaji —
Sigurnost — Dio 2-100: Posebni zahtjevi
za rucéne bastenske puhace, usisivace i
uredaje sa obje funkcije, koji se napajaju
iz distributivhe mreze

Household and similar electrical
appliances - Safety - Part 2-100:
Particular requirements for hand-held
mains-operated garden blowers,
vacuums and blower vacuums

EN 50636-2-100:2014

BAS EN 50636-2-
107/A3:2022

Sigurnost ku¢anskih i sliénih elektri¢nih
uredaja - Dio 2-107: Posebni zahtjevi za
roboticke kosilice za travu na baterijski
pogon

Safety of household and similar
appliances - Part 2-107: Particular
requirements for robotic battery powered
electrical lawnmowers

EN 50636-2-
107:2015/A3:2021

BAS EN 60204-31:2014

Sigurnost masina - Elektrina oprema
masina - Dio 31: Posebna sigurnost i
EMC zahtjevi za Sivaée masine, jedinice i
sisteme

Safety of machinery - Electrical
equipment of machines - Part 31:
Particular safety and EMC requirements
for sewing machines, units and systems

EN 60204-31:2013

BAS EN 60335-1/A15:2022

Kucanski i sli¢ni elektri¢ni aparati —
Sigurnost — Dio 1: Opci zahtjevi

Household and similar electrical
appliances - Safety - Part 1: General
requirements

EN 60335-1:2012/A15:2021

BAS EN 60335-2-8:2017

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost - Dio 2-8: Posebni zahtjevi za
aparate za brijanje, SiSanje i slicne
aparate

Household and similar electrical
appliances — Safety — Part 2-8:
Particular requirements for shavers, hair
clippers and similar appliances

EN 60335-2-8:2015

BAS EN 60335-2-8/A1:2017

Kuéanski i sliéni elektrini uredaiji -
Sigurnost - Dio 2-8: Posebni zahtjevi za
uredaje za brijanje, SiSanje i slicne
uredaje - Amandman 1

Household and similar electrical
appliances — Safety — Part 2-8:
Particular requirements for shavers, hair
clippers and similar appliances

EN 60335-2-8:2015/A1:2016

BAS EN 60335-2-23:2007

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost — Dio 2-23: Posebni zahtjevi za
uredaje za njegu koZe i kose

Household and similar electrical
appliances - Safety - Part 2-23: Particular
requirements for appliances for skin or
hair care

EN 60335-2-23:2003

BAS EN 60335-2-
23/A2:2016

Kuéanski i sliéni elektriéni uredaiji -
Sigurnost — Dio 2-23: Posebni zahtjevi za
uredaje za njegu koze i kose

Household and similar electrical
appliances - Safety - Part 2-23: Particular
requirements for appliances for skin or
hair care

EN 60335-2-
23:2003/A2:2015
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BAS EN 60335-2-36:2007

Kucanski i sli¢ni elektri¢ni uredaji -
Sigurnost - Dio 2-36: Posebni zahtjevi za
ugostiteljske Stednjake, pecnice, kuhala i
grijace ploce

Household and similar electrical
appliances - Safety -Part 2-ents for
commercial electric cooking ranges,
ovens, hobs and hob elements

EN 60335-2-36:2002

BAS EN 60335-2-
36/A11:2013

Kucanski i sli¢ni elektricni uredaiji -
Sigurnost - Dio 2-36: Posebni zahtjevi za
ugostiteljske Stednjake, peénice, ploce za
kuvanje i njeni djelovi

Household and similar electrical
appliances - Safety - Part 2-36: Particular
requirements for commercial electric
cooking ranges, ovens, hobs and hob
elements

EN 60335-2-
36:2002/A11:2012

BAS EN 60335-2-
36/Corl1:2012

Kucanski i sli¢ni elektricni uredaiji -
Sigurnost - Dio 2-36: Posebni zahtjevi za
ugostiteljske Stednjake, pecnice, kuhala i
ploCe za kuhanje

Household and similar electrical
appliances - Safety - Part 2-36: Particular
requirements for commercial electric
cooking ranges, ovens, hobs and hob
elements

EN 60335-2-
36:2002/AC:2007

BAS EN 60335-2-37:2007

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost - Dio 2-37: Posebni zahtjevi za
ugostiteljske elektricne friteze

Household and similar electrical
appliances - Safety - Part 2-37: Particular
requirements for commercial electric
deep fat fryers

EN 60335-2-37:2002

BAS EN 60335-2-
37/A11:2013

Kuéanski i sliéni elektrini uredaiji -
Sigurnost - Dio 2-37: Posebni zahtjevi za
ugostiteljske elektri¢ne friteze

Household and similar electrical
appliances - Safety - Part 2-37: Particular
requirements for commercial electric
deep fat fryers

EN 60335-2-
37:2002/A11:2012

BAS EN 60335-2-
37/Cor1:2012

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost - Dio 2-37: Posebni zahtjevi za
ugostiteljske elektriéne friteze

Household and similar electrical
appliances - Safety - Part 2-37: Particular
requirements for commercial electric
deep fat fryers

EN 60335-2-
37:2002/AC:2007

BAS EN 60335-2-
37/A12:2016

Kuéanski i sliéni elektrini uredaiji -
Sigurnost - Dio 2-37: Posebni zahtjevi za
ugostiteljske elektri¢ne friteze

Household and similar electrical
appliances - Safety - Part 2-37: Particular
requirements for commercial electric
deep fat fryers

EN 60335-2-
37:2002/A12:2016

BAS EN 60335-2-40:2007

Kucanski i sli¢ni elektriéni uredaji -
Sigurnost - Dio 2-40: Posebni zahtjevi za
elektri¢ne toplinske pumpe, klima-uredaje
i uredaje za susenje zraka

Household and similar electrical
appliances - Safety - Part 2-40: Particular
requirements for electrical heat pumps,
air- conditioners and dehumidifiers

EN 60335-2-40:2003

BAS EN 60335-2-
40/A11:2007

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost - Dio 2-40: Posebni zahtjevi za
elektri¢ne toplinske pumpe, klima-uredaje
i uredaje za susenje zraka - Amandman
11

Household and similar electrical
appliances - Safety - Part 2-40: Particular
requirements for electrical heat pumps,
air-conditioners and dehumidifiers -
Amendment 11

EN 60335-2-
40:2003/A11:2004
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BAS EN 60335-2-
40/A12:2007

Kucanski i sli¢ni elektri¢ni uredaji -
Sigurnost - Dio 2-40: Posebni zahtjevi za
elektri¢ne toplinske pumpe, klima-uredaje
i uredaje za susenje zraka - Amandman
12

Household and similar electrical
appliances - Safety - Part 2-40: Particular
requirements for electrical heat pumps,
air-conditioners and dehumidifiers -
Amendment 12

EN 60335-2-
40:2003/A12:2005

BAS EN 60335-2-
40/A1:2007

Kucanski i sli¢ni elektri¢ni uredaji -

Sigurnost - Dio 2-40: Posebni zahtjevi za
elektri¢ne toplinske pumpe, klima-uredaje
i uredaje za susenje zraka - Amandman 1

Household and similar electrical
appliances - Safety - Part 2-40: Particular
requirements for electrical heat pumps,
air-conditioners and dehumidifiers -
Amendment 1

EN 60335-2-
40:2003/A1:2006

BAS EN 60335-2-
40/A13/Corl1:2014

Kucanski i sli¢ni elektri¢ni uredaji -
Sigurnost - Dio 2-40: Posebni zahtjevi za
elektri¢ne toplinske pumpe, klima-uredaje
i uredaje za suSenje zraka

Household and similar electrical
appliances - Safety - Part 2-40: Particular
requirements for electrical heat pumps,
air-conditioners and dehumidifiers

EN 60335-2-

40:2003/A13:2012/AC:2013

BAS EN 60335-2-
40/A13:2013

Kuéanski i sliéni elektrini uredaiji -
Sigurnost - Dio 2-40: Posebni zahtjevi za
elektri¢ne toplinske pumpe, klima-uredaje
i uredaje za suSenje zraka

Household and similar electrical
appliances - Safety - Part 2-40: Particular
requirements for electrical heat pumps,
air-conditioners and dehumidifiers

EN 60335-2-
40:2003/A13:2012

BAS EN 60335-2-
40/A2:2011

Kuéanski i sliéni elektrini uredaiji -
Sigurnost - Dio 2-40: Posebni zahtjevi za
elektri¢ne toplinske pumpe, klima-uredaje
i uredaje za suSenje zraka

Household and similar electrical
appliances - Safety - Part 2-40: Particular
requirements for electrical heat pumps,
air-conditioners and dehumidifiers -
Amendment 2

EN 60335-2-
40:2003/A2:2009

BAS EN 60335-2-
40/Cor1:2012

Kuéanski i sliéni elektrini uredaiji -
Sigurnost - Dio 2-40: Posebni zahtjevi za
elektri¢ne toplotne pumpe, klima-uredaje
i uredaje za suSenje zraka

Household and similar electrical
appliances - Safety — Part 2-40:
Particular requirements for electrical heat
pumps, air-conditioners and dehumidifiers

EN 60335-2-
40:2003/AC:2006

BAS EN 60335-2-
40/Cor2:2012

Kuéanski i sliéni elektrini uredaiji -
Sigurnost - Dio 2-40: Posebni zahtjevi za
elektriéne toplotne pumpe, klima-uredaje
i uredaje za suSenje zraka

Household and similar electrical
appliances - Safety — Part 2-40:
Particular requirements for electrical heat
pumps, air-conditioners and dehumidifiers

EN 60335-2-
40:2003/AC:2010

BAS EN IEC 60335-2-
41:2023

Kuéanski i sliéni elektriéni uredaiji -
Sigurnost - Dio 2-41: Posebni zahtjevi za
pumpe

Household and similar electrical
appliances - Safety - Part 2-41: Particular
requirements for pumps

EN IEC 60335-2-41:2021

BAS EN IEC 60335-2-
41/A11:2023

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost - Dio 2-41: Posebni zahtjevi za
pumpe

Household and similar electrical
appliances - Safety - Particular
requirements for pumps

EN IEC 60335-2-
41:2021/A11:2021
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BAS EN 60335-2-42:2003

Kucanski i sli¢ni elektri¢ni uredaji -
Sigurnost - Dio 2-42: Posebni zahtjevi za
ugostiteljske elektricne pecnice s
ventilatorom, parne pecnice i
konvekcijske parne pecnice

Household and similar electrical
appliances - Safety - Part 2-42: Particular
requirements for commercial electric
forced convection ovens, steam cookers
and steam-convection ovens

EN 60335-2-42:2003

BAS EN 60335-2-
42/A11:2013

Kucanski i sli¢ni elektri¢ni uredaji -
Sigurnost - Dio 2-42: Posebni zahtjevi za
ugostiteljske elektricne pecnice s
ventilatorom, parne pecnice i
konvekcijske parne pecnice

Household and similar electrical
appliances - Safety - Part 2-42: Particular
requirements for commercial electric
forced convection ovens, steam cookers
and steam-convection ovens

EN 60335-2-
42:2003/A11:2012

BAS EN 60335-2-
42/Cor1:2012

Kucanski i sli¢ni elektri¢ni uredaji -
Sigurnost - Dio 2-42: Posebni zahtjevi za
ugostiteljske elektricne peénice s
ventilatorom, pecnice na paru i
konvekcijske pecnice na paru

Household and similar electrical
appliances - Safety - Part 2-42: Particular
requirements for commercial electric
forced convection ovens, steam cookers
and steam-convection ovens

EN 60335-2-
42:2003/AC:2007

BAS EN 60335-2-47:2003

Kuéanski i sliéni elektrini uredaiji -
Sigurnost - Dio 2-47: Posebni zahtjevi za
ugostiteljske elektrine kotlove
Household and similar electrical
appliances - Safety - Part 2-47: Particular
requirements for commercial electric
boiling pans

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost - Dio 2-47: Posebni zahtjevi za
ugostiteljske elektriéne kotlove
Household and similar electrical
appliances - Safety - Part 2-47: Particular
requirements for commercial electric
boiling pans

EN 60335-2-47:2003

BAS EN 60335-2-
47/A11:2013

Kuéanski i sli¢ni elektrini uredaiji -
Sigurnost - Dio 2-47: Posebni zahtjevi za
ugostiteljske elektriéne kotlove

Household and similar electrical
appliances - Safety - Part 2-47: Particular
requirements for commercial electric
boiling pans

EN 60335-2-
47:2003/A11:2012

BAS EN 60335-2-
47/Cor1:2012

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost - Dio 2-47: Posebni zahtjevi za
ugostiteljske elektricne kotlove

Household and similar electrical
appliances - Safety - Part 2-47: Particular
requirements for commercial electric
boiling pans

EN 60335-2-
47:2003/AC:2007

BAS EN 60335-2-48:2003

Kuéanski i sliéni elektrini uredaiji -
Sigurnost - Dio 2-48: Posebni zahtjevi za
ugostiteljske elektri€ne rostilje i tostere

Household and similar electrical
applicances - Safety - Part 2-48:
Particular requirements for commercial
grillers and toasters

EN 60335-2-48:2003

BAS EN 60335-2-
48/A11:2013

Kuéanski i sliéni elektriéni uredaiji -
Sigurnost - Dio 2-48: Posebni zahtjevi za
ugostiteljske elektri€ne rostilje i tostere

Household and similar electrical
applicances - Safety - Part 2-48:
Particular requirements for commercial
grillers and toasters

EN 60335-2-
48:2003/A11:2012

BAS EN 60335-2-
48/Corl1:2012

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost - Dio 2-48: Posebni zahtjevi za
ugostiteljske elektrine rostilje i tostere

Household and similar electrical
applicances - Safety - Part 2-48:
Particular requirements for commercial
grillers and toasters

EN 60335-2-
48:2003/AC:2007
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BAS EN 60335-2-49:2003

Kucanski i sli¢ni elektri¢ni uredaji -
Sigurnost - Dio 2-49: Posebni zahtjevi za
ugostiteljske elektricne ormare za
odrzavanije toplote hrane

Household and similar electrical
appliances - Safety - Part 2-49: Particular
requirements for commercial electric hot
cupboards

EN 60335-2-49:2003

BAS EN 60335-2-
49/A11:2013

Kucanski i sli¢ni elektricni uredaiji -
Sigurnost - Dio 2-49: Posebni zahtjevi za
ugostiteljske elektri€ne vitrine za
odrzavanje toplote

Household and similar electrical
appliances - Safety - Part 2-49: Particular
requirements for commercial electric hot
cupboards

EN 60335-2-
49:2003/A11:2012

BAS EN 60335-2-
49/Cor1:2012

Kucanski i sli¢ni elektri¢ni uredaji -
Sigurnost - Dio 2-49: Posebni zahtjevi za
ugostiteljske elektricne ormare za
odrzavanje toplote hrane

Household and similar electrical
appliances - Safety - Part 2-49: Particular
requirements for commercial electric hot
cupboards

EN 60335-2-
49:2003/AC:2007

BAS EN 60335-2-58:2007

Kuéanski i sliéni elektrini uredaiji -
Sigurnost - Dio 2-58: Posebni zahtjevi za
ugostiteljske elektricne masine za pranje
posuda

Household and similar electrical
appliances - Safety - Part 2-58: Particular
requirements for commercial electric
dishwashing machines

EN 60335-2-58:2005

BAS EN 60335-2-
58/A2:2017

Kuéanski i sliéni elektrini uredaiji -
Sigurnost — Dio 2-58: Posebni zahtjevi za
komercijalne elektricne masine za pranje
posuda

Household and similar electrical
appliances - Safety - Part 2-58: Particular
requirements for commercial electric
dishwashing machines

EN 60335-2-
58:2005/A2:2015

BAS EN 60335-2-
58/A2:2017

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost — Dio 2-58: Posebni zahtjevi za
komercijalne elektricne masine za pranje
posuda

Household and similar electrical
appliances - Safety - Part 2-58: Particular
requirements for commercial electric
dishwashing machines

EN 60335-2-
58:2005/A12:2016

BAS EN 60335-2-65:2003

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost - Dio 2-65: Posebni zahtjevi za
aparate za prociS¢avanje zraka

Household and similar electrical
appliances - Safety - Part 2-65:
Particular requirements for air-cleaning
appliances

EN 60335-2-65:2003

BAS EN 60335-2-
65/A11:2013

Kuéanski i sliéni elektrini uredaiji -
Sigurnost - Dio 2-65: Posebni zahtjevi za
uredaje za preciS¢avanje vazduha

Household and similar electrical
appliances - Safety - Part 2-65:
Particular requirements for air-cleaning
appliances

EN 60335-2-
65:2003/A11:2012

BAS EN 60335-2-67:2013

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost - Dio 2-67: Posebni zahtjevi za
masine za odrzavanje i CiS¢enje poda za
komercijalnu upotrebu

Household and similar electrical
appliances - Safety - Part 2-67: Particular
requirements for floor treatment
machines for commercial use

EN 60335-2-67:2012

BAS EN 60335-2-68:2013

Kuéanski i sliéni elektriéni uredaiji -
Sigurnost - Dio 2-68: Posebni zahtjevi za
rasprsivace za komercijalnu upotrebu

Household and similar electrical
appliances - Safety - Part 2-68: Particular
requirements for spray extraction
machines, for commercial use

EN 60335-2-68:2012
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BAS EN 60335-2-69:2013

Kucanski i sli¢ni elektri¢ni uredaji -
Sigurnost - Dio 2-69: Posebni zahtjevi za
usisivaCe za suho i mokro CiS¢enje
uklju€ujuci elektricne Cetke za
komercijalnu upotrebu

Household and similar electrical
appliances - Safety - Part 2-69: Particular
requirements for wet and dry vacuum
cleaners, including power brush for
commercial use

EN 60335-2-69:2012

BAS EN 60335-2-72:2013

Kucanski i sli¢ni elektri¢ni uredaji -
Sigurnost - Dio 2-72: Posebni zahtjevi za
masine za odrzavanije i CiS¢enje podova
sa i bez pogona za vucu, za komercijalnu
upotrebu

Household and similar electrical
appliances - Safety - Part 2-72: Particular
requirements for floor treatment
machines with or without traction drive,
for commercial use

EN 60335-2-72:2012

BAS EN 60335-2-77:2012

Sigurnost elektriénih uredaja za
domacdinstvo i sli¢ne namjene - Dio 2-77:
Posebni zahtjevi za ru€no upravljane
elektri¢ne kosilice

Safety of household and similar
appliances — Parts 2-77: Particular
requirements for pedestrian-controlled
walk-behind electrically powered lawn
mowers

EN 60335-2-77:2010

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 60335-2-79:2013

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost - Dio 2-79: Posebni zahtjevi za
uredaje za CiS¢enje pod visokim pritiskom
i CistaCe na principu pare

Household and similar electrical
appliances - Safety - Part 2-79: Particular
requirements for high pressure cleaners
and steam cleaners

EN 60335-2-79:2012

BAS EN 60335-2-89:2012

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost - Dio 2-89: Posebni zahtjevi za
komercijalne uredaje sa ugradenom ili
udaljenom rashladnom jedinicom ili
kompresorom

Household and similar electrical
appliances — Safety — Part 2-89:
Particular requirements for commercial
refrigerating appliances with an
incorporated or remote refrigerant
condensing unit or compressor

EN 60335-2-89:2010

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 60335-2-
89/A1:2017

Kuéanski i sliéni elektri¢ni uredaiji -
Sigurnost - Dio 2-89: Posebni zahtjevi za
komercijalne uredaje sa ugradenom ili
udaljenom rashladnom jedinicom ili
kompresorom

Household and similar electrical
appliances — Safety — Part 2-89:
Particular requirements for commercial
refrigerating appliances with an
incorporated or remote refrigerant
condensing unit or compressor

EN 60335-2-
89:2010/A1:2016

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 60335-2-

Elektri¢ni uredaji za domacinstvo i sli¢ne

Household and similar electrical

EN 60335-2-

Datum povlacenja iz

89/A2:2018 namjene - Sigurnost - Dio 2-89: Posebni |appliances - Safety - Part 2-89: Particular [89:2010/A2:2017 OJEU
zahtjevi za komercijalne rashladne requirements for commercial refrigerating 2.2.2025.
uredaje s ugradenom ili odvojenom appliances with an incorporated or
jedinicom za kondenzaciju rashladnog remote refrigerant condensing unit or
sredstva ili kompresorom compressor
BAS EN IEC 60335-2- Kuéanski i sliéni elektri¢ni aparati - Household and similar electrical EN IEC 60335-2-89:2022
89:2023 Sigurnost - Dio 2-89: Posebni zahtjevi za |appliances - Safety - Part 2-89: Particular
komercijalne rashladne uredaje i requirements for commercial refrigerating
ledomate s ugradenom ili udaljenom appliances and ice-makers with an
rashladnom jedinicom ili motor- incorporated or remote refrigerant unit or
kompresorom motor-compressor
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BAS EN IEC 60335-2-
89/A11:2023

Kucanski i sli¢ni elektri¢ni aparati -
Sigurnost - Dio 2-89: Posebni zahtjevi za
komercijalne rashladne uredaje i
ledomate s ugradenom ili udaljenom
rashladnom jedinicom ili motor-
kompresorom

Household and similar electrical
appliances - Safety - Part 2-89: Particular
requirements for commercial refrigerating
appliances and ice-makers with an
incorporated or remote refrigerant unit or
motor-compressor

EN IEC 60335-2-
89:2022/A11:2022

Household and similar electrical
appliances - Safety - Part 2-89: Particular
requirements for commercial refrigerating
appliances and ice-makers with an
incorporated or remote refrigerant unit or
motor-compressor

EN IEC 60335-2-
89:2022/AC:2023

BAS EN 60335-2-95:2016

Kuéanski i sliéni elektrini uredaiji -
Sigurnost - Dio 2-95: Posebni zahtjevi
pogona za okomito pomicanje garaznih
vrata u domacinstvu

Household and similar electrical
appliances - Safety - Part 2-95: Particular
requirements for drives for vertically
moving garage doors for residential use

EN 60335-2-95:2015

BAS EN 60335-2-
95/A1:2016

Kuéanski i sliéni elektrini uredaiji -
Sigurnost - Dio 2-95: Posebni zahtjevi
pogona za okomito pomicanje garaznih
vrata u domacinstvu

Household and similar electrical
appliances - Safety - Part 2-95: Particular
requirements for drives for vertically
moving garage doors for residential use

EN 60335-2-
95:2015/A1:2015

BAS EN 60335-2-97:2007

Kuéanski i sliéni elektrini uredaiji -
Sigurnost - Dio 2-97: Posebni zahtjevi za
pogone za roletne, tende, Zaluzine i
sliénu opremu

Household and similar electrical
appliances - Safety - Part 2-97: Particular
requirements for drives for rolling
shutters, awnings, blinds and similar
equipment

EN 60335-2-97:2006

BAS EN 60335-2-
97/A12:2016

Kuéanski i sliéni elektrini uredaiji -
Sigurnost - Dio 2-97: Posebni zahtjevi za
pogone za roletne, tende, Zaluzine i
sliénu opremu

Household and similar electrical
appliances - Safety - Part 2-97: Particular
requirements for drives for rolling
shutters, awnings, blinds and similar
equipment

EN 60335-2-
97:2006/A12:2015

BAS EN 60335-2-102:2016

Kuéanski i sliéni elektriéni uredaiji -
Sigurnost - Dio 2-102: Posebni zahtjevi
za aparate na plinovito, uljno i kruto
gorivo s elektri¢nim priklju¢kom

Household and similar electrical
appliances — Safety — Part 2-102:
Particular requirements for gas, oil and
solid-fuel burning appliances having
electrical connections

EN 60335-2-102:2016

BAS EN 60335-2-103:2016

Kuéanski i sliéni elektrini uredaji —
Sigurnost — Dio 2-103: Posebni zahtjevi
za pogonske mehanizme za kapije, vrata
i prozore

Household and similar electrical
appliances - Safety - Part 2-103:
Particular requirements for drives for
gates, doors and windows

EN 60335-2-103:2015
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Household and similar electrical
appliances - Safety - Part 2-119:
Particular requirements for commercial
vacuum packaging appliances

EN IEC 60335-2-119:2024

Household and similar electrical
appliances - Safety - Part 2-119:
Particular requirements for commercial
vacuum packaging appliances

EN IEC 60335-2-
119:2024/A11:2024

BAS EN 60519--1:2016

Safety in installations for electroheating
and electromagnetic processing — Part
1: General requirements

Safety in installations for electroheating
and electromagnetic processing — Part
1: General requirements

EN 60519-1:2015

BAS EN 60745-2-3:2012

Ruc¢ni alati sa elektromotornim pogonom -
Sigurnost - Dio 2-3: Posebni zahtjevi za
glodalice, alate za poliranje i alate za
pjeskarenje u obliku diska

Hand-held motor-operated electric tools -
Safety - Part 2-3: Particular requirements
for grinders, polishers and disk-type
sanders

EN 60745-2-3:2011

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 60745-2-
3/A11:2015

Ruéni motorni alati s elektromotornim
pogonom - Sigurnost - Dio 2-3: Posebni
zahtjevi za brusilice, polirke i brusilice sa
diskom

Hand-held motor-operated electric tools -
Safety - Part 2-3: Particular requirements
for grinders, polishers and disk-type
sanders

EN 60745-2-
3:2011/A11:2014

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 60745-2-
3/A13:2017

Ruc¢ni alati sa elektromotornim pogonom -
Sigurnost - Dio 2-3: Posebni zahtjevi za
glodalice, alate za poliranje i alate za
pjeskarenje u obliku diska

Hand-held motor-operated electric tools -
Safety - Part 2-3: Particular requirements
for grinders, polishers and disk-type
sanders

EN 60745-2-
3:2011/A13:2015

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 60745-2-
3/A12:2015

Ruéni motorni alati s elektromotornim
pogonom - Sigurnost - Dio 2-3: Posebni
zahtjevi za brusilice, polirke i brusilice sa
diskom

Hand-held motor-operated electric tools -
Safety - Part 2-3: Particular requirements
for grinders, polishers and disk-type
sanders

EN 60745-2-
3:2011/A12:2014

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN 60745-2-3/A2:2014

Ruc¢ni alati sa elektromotornim pogonom -
Sigurnost - Dio 2-3: Posebni zahtjevi za
glodalice, alate za poliranje i alate za
pjeskarenje u obliku diska

Hand-held motor-operated electric tools -
Safety - Part 2-3: Particular requirements
for grinders, polishers and disk-type
sanders

EN 60745-2-3:2011/A2:2013

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 60745-2-12:2010

Ru¢ni alati sa elektromotornim pogonom -
Sigurnost - Dio 2-12: Posebni zahtjevi za
vibratore za beton

Hand-held motor-operated electric tools -
Safety - Part 2-12: Particular
requirements for concrete vibrators

EN 60745-2-12:2009

BAS EN 60745-2-15:2010

Rugni alati sa elektromotornim pogonom -
Sigurnost - Dio 2-15: Posebni zahtjevi za
alate za obrezivanje zive ograde (trimere)

Hand-held motor-operated electric tools -
Safety - Part 2-15: Particular
requirements for hedge trimmers

EN 60745-2-15:2009

Datum povlagenja iz
OJ EU
2.2.2025.

BAS EN 60745-2-

Rucni alati s elektromotornim pogonom -

Hand-held motor-operated electric tools -

EN 60745-2-

Datum povlagenja iz

15/A1:2012 Sigunost - Dio 2-15: Posebni zahtjevi za |Safety - Part 2-15: Particular 15:2009/A1:2010 OJEU
trimere za zivu ogradu requirements for hedge trimmers 2.2.2025.
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BAS EN 60745-2-16:2012

Ruc¢ni alati s elektromotornim pogonom -
Sigunost - Dio 2-16: Posebni zahtjevi za
alate za spajanje zakovicama

Hand-held motor-operated electric tools -
Safety - Parts 2- 16: Particular
requirements for tackers

EN 60745-2-16:2010

BAS EN 60745-2-18:2010

Ruc¢ni alati sa elektromotornim pogonom -
Sigurnost - Dio 2-18: Posebni zahtjevi za
alate za stezanje

Hand-held motor-operated electric tools -
Safety - Part 2-18: Particular
requirements for strapping tools

EN 60745-2-18:2009

BAS EN 60745-2-19:2010

Ruc¢ni alati sa elektromotornim pogonom -
Sigurnost - Dio 2-19: Posebni zahtjevi za
alate za izradu spojeva

Hand-held motor-operated electric tools -
Safety - Part 2-19: Particular
requirements for jointers

EN 60745-2-19:2009

BAS EN 60745-2-
19/A1:2012

Ruéni alati sa elektromotornim pogonom -
Sigurnost - Dio 2-19: Posebni zahtjevi za
alate za izradu spojeva

Hand-held motor-operated electric tools -
Safety - Part 2-19: Particular
requirements for jointers

EN 60745-2-
19:2009/A1:2010

BAS EN 60745-2-20:2010

Ruc¢ni alati sa elektromotornim pogonom -
Sigurnost - Dio 2-20: Posebni zahtjevi za
tracne pile

Hand-held motor-operated electric tools -
Safety - Part 2-20: Particular
requirements for band saws

EN 60745-2-20:2009

BAS EN 60745-2-22:2012

Rugni alati sa elektromotornim pogonom -
Sigurnost - Dio 2-22: Posebni zahtjevi za
masine za odsjecanje

Hand-held motor-operated electric tools -
Safety - Part 2-22: Particular
requirements for cut-off machines

EN 60745-2-22:2011

BAS EN 60745-2-22/A1:
2014

Ruc¢ni alati sa elektromotornim pogonom -
Sigurnost - Dio 2-22: Posebni zahtjevi za
masine za odsjecanje

Hand-held motor-operated electric tools -
Safety - Part 2-22: Particular
requirements for cut-off machines

EN 60745-2-
22:2011/A11:2013

BAS EN 60745-2-23:2014

Ruc¢ni alati sa elektromotornim pogonom -
Sigurnost — Dio 2-23: Posebni zahtjevi za
brusilice za zavrSnu obradu | male
rotacione alate

Hand-held motor-operated electric tools -
Safety - Part 2-23: Particular
requirements for die grinders and small
rotary tools

EN 60745-2-23:2013

BAS EN 60947-5-3:2015

Niskonaponska sklopna i upravljacka
postrojenja. Dio 5-3 Uredaji upravljackih
krugova i sklopnih elemenata - Zahtjevi
za slicne uredaje u uslovima kvara
(PDDB)

Low-voltage switchgear and controlgear -
Part 5-3: Control circuit devices and
switching elements - Requirements for
proximity devices with defined behaviour
under fault conditions (PDDB)

EN 60947-5-3:2013

BAS EN 60947-5-5:2007

Niskonaponska razvodna i upravljacka
postrojenja - Dio 5-5: Jedinice
upravljackih krugova i prespojni elementi -
Elektricna jedinica za zaustavljanje u
slu€aju nuzde sa mehani¢kom funkcijom
kvake

Niskonaponska razvodna i upravljacka
postrojenja - Dio 5-5: Jedinice
upravljackih krugova i prespojni elementi -
Elektrina jedinica za zaustavljanje u
slu€aju nuzde sa mehanic¢kom funkcijom
kvake

EN 60947-5-5:1997

BAS EN 60947-5-5/A1:2007

Niskonaponska razvodna i upravljacka
postrojenja - Dio 5-5: Jedinice
upravljackih krugova i prespojni elementi -
Elektrina jedinica za zaustavljanje u
slu€aju nuzde sa mehani¢kom funkcijom
kvake - Amandman 1

Low-voltage switchgear and controlgear -
Part 5-5: Control circuit devices and
switching elements - Electrical
emergency stop device with mechanical
latching function - Amendment 1

EN 60947-5-5:1997/A1:2005
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BAS EN 60947-5-5/A11:
2014

Niskonaponska sklopna i upravljacka
postrojenja- Dio 5-5 — Prekidacki
elementi i uredaji u upravljackim
krugovima- Elektri¢ni uredaj za hitno
zaustavljanje sa funkcijom mehanicke
zadrSke

Low-voltage switchgear and controlgear -
Part 5-5: Control circuit devices and
switching elements - Electrical
emergency stop device with mechanical
latching function

EN 60947-5-
5:1997/A11:2013

BAS EN 60947-5-5/A2:2018

Niskonaponska razvodna i upravljacka
postrojenja - Dio 5-5: Jedinice
upravljackih krugova i prespojni elementi -
ElektriCna jedinica za zaustavljanje u
slu¢aju nuzde s mehanic¢kom funkcijom

Low-voltage switchgear and controlgear -
Part 5-5: Control circuit devices and
switching elements - Electrical
emergency stop device with mechanical
latching function

EN 60947-5-5:1997/A2:2017

BAS EN 61029-2-3:2012

Sigurnost elektri¢nih alata sa motornim
pogonom koji se mogu transportovati -
Dio 2-3: Posebni zahtjevi za planer
glodalice i oblarice

Safety of transportable motor-operated
electric tools - Part 2-3: Particular
requirements for planers and thicknessers

EN 61029-2-3:2011

BAS EN 61029-2-5:2013

Sigurnost elektri¢nih alata sa motornim
pogonom koji se mogu transportovati -
Dio 2-5: Posebni zahtjevi za trakaste
testere

Safety of transportable motor-operated
electric tools -- Part 2-5: Particular
requirements for band saws

EN 61029-2-5:2011

BAS EN 61029-2-
5:2/A11:2016

Sigurnost elektri¢nih alata sa motornim
pogonom koji se mogu transportovati -
Dio 2-5: Posebni zahtjevi za trakaste
testere

Safety of transportable motor-operated
electric tools - Part 2-5: Particular
requirements for band saws

EN 61029-2-
5:2011/A11:2015

BAS EN 61029-2-8:2012

Sigurnost elektri¢nih alata sa motornim
pogonom koji se mogu transportovati -
Dio 2-8: Posebni zahtjevi za jednovretene
vertikalne masSine za oblikovanje

Safety of transportable motor-operated
electric tools - Part 2- 8: Particular
requirements for single spindle vertical
moulders

EN 61029-2-8:2010

BAS EN 61029-2-11:2013

Sigurnost prenosivih elektromotornih
alata - Dio 2-11: Posebni zahtjevi za
stone pile za ugaono rezanje

Safety of transportable motor-operated
electric tools - Part 2-11: Particular
requirements for combined mitre and
bench saws

EN 61029-2-11:2012

BAS EN 61029-2-
11/A11:2014

Sigurnost prenosivih elektromotornih
alata — Dio 2-11:Posebni zahtjevi za
kombinovane ugaone i stone pile

Safety of transportable motor-operated
electric tools - Part 2-10: Particular
requirements for cutting-off grinders

EN 61029-2-
11:2012/A11:2013

BAS EN 61029-2-12:2012

Safety of transportable motor-operated
electric tools - Part 2-12: Particular
requirements for threading machines

Safety of transportable motor-operated
electric tools - Part 2-12: Particular
requirements for threading machines

EN 61029-2-12:2011

BAS EN 62841-1:2016

Rucni prenosivi alati na elektromotorni
pogon za uredenje travnjaka i dvorista -
Sigurnost - Dio 1: Opsti zahtjevi

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery — Safety — Part 1: General
requirements

EN 62841-1:2015

Datum povlagenja iz
OJ EU
2.2.2025.
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BAS EN 62841-1/Cor
1:2017

Rucni prenosivi alati na elektromotorni
pogon za uredenje travnjaka i dvorista -
Sigurnost - Dio 1: Opsti zahtjevi

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery — Safety — Part 1: General
requirements

EN 62841-1:2015/AC:2015

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN 62841-1/A11:2023

Ruc¢ni alati s elektromotornim pogonom,
prenosivi alati i masine za travnjake i
vrtove - Sigurnost - Dio 1: Opsti zahtjevi

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 1: general
requirements

EN 62841-1:2015/A11:2022

Ogranicenje : Uskladenost sa ovim uskladenim standardom ne stvara pretpostavku uskaldenosti sa temeljnim zdravstvenim i sigurnosnim zahtjevi

primijenjeno s prvim stakom)

i taCke 2.2.1. (prvi stav, tre¢a alineja) Priloga I. Direktivi 2006/42/EC, kojima se zahtijeva dovoljna zastita od nenamjernog pokretanja iz bilo kojeg

ma iz taCke 1.2.3. (drugi stavka, prva alineja,

razloga.

BAS EN 62841-2-1:2019

Rucni alati s elektromotornim pogonom,
prenosivi alati i masine za travnjake i
vrtove — Sigurnost — Dio 2-1: Posebni
zahtjevi za ru¢ne busilice i udarne busilice

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 2-1: Particular
requirements for hand-held drills and
impact drills

EN 62841-2-1:2018

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 62841-2-

Rucni alati s elektromotornim pogonom,

Electric motor-operated hand-held tools,

EN 62841-2-

Datum povlacenja iz

1/A11:2020 prenosivi alati i maSine za travnjake i transportable tools and lawn and garden |1:2018/A11:2019 OJEU
vrtove — Sigurnost — Dio 2-1: Posebni machinery - Safety - Part 2-1: Particular 2.2.2025.
zahtjevi za ru€ne busilice i udarne busilice [requirements for hand-held drills and
impact drills
BAS EN 62841-2- Rucni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, |EN 62841-2-
1/A12:2023 prenosivi alati i maSine za travnjake i transportable tools and lawn and garden |1:2018/A12:2022
vrtove — Sigurnost - Dio 2-1: Posebni machinery - Safety - Part 2-1: Particular
zahtjevi za ru€ne busilice i udarne busSilice [requirements for hand-held drills and
impact drills
BAS EN 62841-2-1/A1:2023 |Ruc¢ni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, [EN 62841-2-1:2018/A1:2022
prenosivi alati i maSine za travnjake i transportable tools and lawn and garden
vrtove — Sigurnost - Dio 2-1: Posebni machinery - Safety - Part 2-1: Particular
zahtjevi za ru€ne busilice i udarne busilice [requirements for hand-held drills and
impact drills
BAS EN 62841-2-2:2015 Rucni alati sa elektromotornim pogonom, |Electric motor-operated hand-held tools, |EN 62841-2-2:2014
prenosivi alati i strojevi za travnjake i transportable tools and lawn and garden
vrtove — Sigurnost — Dio 2-2: Posebni machinery - Safety - Part 2-2: Particular
zahtjevi za ru€ne odvijace i udarne requirements for hand-held screwdrivers
odvijace/kljuceve and impact wrenches
BAS EN 62841-2- Rucni alati sa elektromotornim pogonom, |Electric motor-operated hand-held tools, |EN 62841-2-
2/Cor1:2017 prenosivi alati i strojevi za travnjake i transportable tools and lawn and garden |2:2014/AC:2015
vrtove — Sigurnost — Dio 2-2: Posebni machinery - Safety - Part 2-2: Particular
zahtjevi za ru€ne odvijace i udarne requirements for hand-held screwdrivers
odvijace/kljuceve and impact wrenches
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BAS EN IEC 62841-2-
3:2022

Ruc¢ni alati s elektromotornim pogonom,
prenosivi alati i masine za travnjake i
baste - Sigurnost - Dio 2-3: Posebni
zahtjevi za ruéne brusilice, diskove za
poliranje i brusilice s diskom

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 2-3: Particular
requirements for hand-held grinders, disc-
type polishers and disc-type sanders

EN IEC 62841-2-3:2021

BAS EN IEC 62841-2-
3/A11:2022

Ruc¢ni alati s elektromotornim pogonom,
prenosivi alati i masine za travnjake i
baste - Sigurnost - Dio 2-3: Posebni
zahtjevi za glodalice, alate za poliranje i
alate za pjeskarenje u obliku diska

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 2-3: Particular
requirements for hand-held grinders, disc-
type polishers and disc-type sanders

EN IEC 62841-2-
3:2021/A11:2021

BAS EN 62841-2-4:2015

Ruc¢ni alati sa elektromotornim pogonom,
prenosivi alati i strojevi za travnjake i
vrtove — Sigurnost — Dio 2-4: Posebni
zahtjevi za ru€ne brusilice i polirke koji
nisu u obliku diska

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 2-4: Particular
requirements for hand-held sanders and
polishers other than disc type

EN 62841-2-4:2014

BAS EN 62841-2-
4/Cor1:2017

Ruc¢ni alati sa elektromotornim pogonom,
prenosivi alati i strojevi za travnjake i
vrtove — Sigurnost — Dio 2-4: Posebni
zahtjevi za ru¢ne brusilice i polirke koji
nisu u obliku diska

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 2-4: Particular
requirements for hand-held sanders and
polishers other than disc type

EN 62841-2-
4:2014/AC:2015

BAS EN 62841-2-5:2015

Ruc¢ni alati sa elektromotornim pogonom,
prenosivi alati i strojevi za travnjake i
vrtove — Sigurnost — Dio 2-5: Posebni
zahtjevi za ru¢ne kruzne pile

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 2-5: Particular

requirements for hand-held circular saws

EN 62841-2-5:2014

BAS EN IEC 62841-2-
6:2022

Rugni alati s elektromotornim pogonom,
prenosivi alati i maSine za travnjake i
vrtove - Sigurnost - Dio 2-6: Posebni
zahtjevi za ru€ne &ekice

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 2-6: Particular
requirements for hand-held hammers

EN IEC 62841-2-6:2020

BAS EN IEC 62841-2-
6/A11:2022

Rugni alati s elektromotornim pogonom,
prenosivi alati i masine za travnjake i
baste - Sigurnost - Dio 2-6: Posebni
zahtjevi za ruéne Cekice

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 2-6: Particular
requirements for hand-held hammers

EN IEC 62841-2-
6:2020/A11:2020

BAS EN 62841-2-8:2017

Rucni alati sa elektromotornim pogonom,
prenosni alati i masine za travnjake i
vrtove — Sigurnost — Dio 2-8: Posebni
zahtjevi za ru€ne makaze i ubodne
sjekace

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 2-8: Particular
requirements for hand-held shears and
nibblers

EN 62841-2-8:2016

BAS EN 62841-2-9:2016

Rucni prenosivi alati na elektromotorni
pogon za uredenje travnjaka i dvorista -
Sigurnost - Dio 2-9: Posebni zahtjevi za
ruéne ureznice i alate za pravljenje navoja

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 2-9: Particular
requirements for hand-held tappers and
threaders

EN 62841-2-9:2015
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BAS EN 62841-2-9/Cor
1:2017

Rucni prenosivi alati na elektromotorni
pogon za uredenje travnjaka i dvorista -
Sigurnost - Dio 2-9: Posebni zahtjevi za
ruéne ureznice i alate za pravljenje navoja

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 2-9: Particular
requirements for hand-held tappers and
threaders

EN 62841-2-
9:2015/AC:2016

BAS EN 62841-2-10:2018

Ruc¢ni alati s elektromotornim pogonom,
prijenosni alati i masine za travnjake i
baste — Sigurnost — Dio 2-10: Posebni
zahtjevi za ru¢ne mjeSalice

Electric motor-operated hand-held tools,

transportable tools and lawn and garden

machinery - Safety - Part 2-10: Particular
requirements for hand-held mixers

EN 62841-2-10:2017

BAS EN 62841-2-11:2017

Rucni alati sa elektromotornim pogonom,
prenosivi alati i masine za travnjake i
vrtove — Sigurnost — Dio 2-11: Posebni
zahtjevi za ru€ne povratne testere

Electric motor-operated hand-held tools,

transportable tools and lawn and garden

machinery - Safety - Part 2-11: Particular
requirements for hand-held reciprocating
saws

EN 62841-2-11:2016

BAS EN 62841-2-
11/A1:2021

Rugni alati s elektromotornim pogonom,
prenosivi alati i masine za travnjake i
vrtove — Sigurnost — Dio 2-11: Posebni
zahtjevi za ru€ne povratne testere

Electric motor-operated hand-held tools,

transportable tools and lawn and garden

machinery - Safety - Part 2-11: Particular
requirements for hand-held reciprocating
saws

EN 62841-2-
11:2016/A1:2020

Ogranicenje: Uskladenost sa ovom uskladenim standardom ne stvara pretpostavku uskladenosti sa temeljnim zdravstvenim i sigurnosnim zahtjevima iz tacke 1.2.3. (drugi stav, prva alineja,
primijenjeno sa prvim stavom) i tatke 2.2.1. (prvi stav, tre¢a alineja) Priloga |. Direktivi 2006/42/EC, kojima se zahtijeva dovoljna zastita od nenamjernog pokretanja iz bilo kojeg razloga.

BAS EN 62841-2-14:2017

Rugni alati s elektromotornim pogonom,
prenosivi alati i maSine za travnjake i
vrtove - Sigunost - Dio 2-14: Posebni
zahtjevi za blanjalice

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery — Safety — Part 2-14:
Particular requirements for hand-held
planers

EN 62841-2-14:2015

BAS EN 62841-2-17:2019

Rugni alati s elektromotornim pogonom,
prenosivi alati i maSine za travnjake i
vrtove — Sigurnost - Dio 2-17: Posebni
zahtjevi za ru€ne alate za usmjerenu
obradu

Electric motor-operated hand-held tools,

transportable tools and lawn and garden

machinery - Safety - Part 2-17: Particular
requirements for hand-held routers

EN 62841-2-17:2017

BAS EN 62841-2-21:2020

Rugni alati s elektromotornim pogonom,
prenosivi alati i maSine za travnjake i
vrtove - Sigurnost - Dio 2-21: Posebni
zahtjevi za ru€ne CistaCe odvoda

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 2-21: Particular
requirements for hand-held drain cleaners

EN 62841-2-21:2019

BAS EN 62841-3-1:2015

Rucni alati sa elektromotornim pogonom,
prenosivi alati i strojevi za travnjake i
vrtove — Sigurnost — Dio 3-1: Posebni
zahtjevi za prenosive stolne pile

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 3-1: Particular
requirements for transportable table saws

EN 62841-3-1:2014

Datum povlagenja iz
OJ EU
2.2.2025.

BAS EN 62841-3-
1/Corl1:2017

Ruc¢ni alati sa elektromotornim pogonom,
prenosivi alati i strojevi za travnjake i

Electric motor-operated hand-held tools,
transportable tools and lawn and garden

EN 62841-3-
1:2014/AC:2015

Datum povlacenja iz
OJEU

vrtove — Sigurnost — Dio 3-1: Posebni machinery - Safety - Part 3-1: Particular 2.2.2025.
zahtjevi za prenosive stolne pile requirements for transportable table saws
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BAS EN 62841-3-
1/A11:2019

Ruc¢ni alati s elektromotornim pogonom,
prenosivi alati i masine za travnjake i
vrtove — Sigurnost — Dio 3-1: Posebni
zahtjevi za prenosive stone pile

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 3-1: Particular
requirements for transportable table saws

EN 62841-3-
1:2014/A11:2017

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN 62841-3-1/A1:2022

Rucni alati s elektromotornim pogonom,
prenosivi alati i masine za travnjake i
vrtove — Sigurnost — Dio 3-14: Posebni
zahtjevi za prenosive stolne testere

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 3-1: Particular
requirements for transportable table saws

EN 62841-3-1:2014/A1:2021

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 62841-3-
1/A12:2022

Rucni alati s elektromotornim pogonom,
prenosivi alati i masine za travnjake i
baste - Sigurnost - Dio 3-1: Posebni
zahtjevi za prenosive stone pile

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 3-1: Particular
requirements for transportable table saws

EN 62841-3-
1:2014/A12:2021

BAS EN 62841-3-4:2017

Ruc¢ni alati sa elektromotornim pogonom,
prenosni alati i masine za travnjake i
baste — Bezbjednost — Dio 3-14: Posebni
zahtjevi za prenosne stone brusilice

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 3-4: Particular
requirements for transportable bench
grinders

EN 62841-3-4:2016

BAS EN 62841-3-
4/A11:2019

Rugni alati s elektromotornim pogonom,
prenosivi alati i masine za travnjake i
vrtove — Sigurnost — Dio 3-14: Posebni
zahtjevi za prenosive stone brusilice

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 3-4: Particular
requirements for transportable bench
grinders

EN 62841-3-
4:2016/A11:2017

BAS EN 62841-3-
4/A12:2021

Rugni alati s elektromotornim pogonom,
prenosivi alati i masine za travnjake i
baste — Sigurnost — Dio 3-14: Posebni
zahtjevi za prenosive stone brusilice

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 3-4: Particular
requirements for transportable bench
grinders

EN 62841-3-
4:2016/A12:2020

BAS EN IEC 62841-3-
5:2023

Rugni alati s elektromotornim pogonom,
prenosivi alati i masine za travnjake i
baste - Sigurnost - Dio 3-5: Posebni
zahtjevi za prenosive tracne testere

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 3-5: Particular
requirements for transportable band saws

EN IEC 62841-3-5:2022

BAS EN IEC 62841-3-
5/A11:2023

Rugni alati s elektromotornim pogonom,
prenosivi alati i maSine za travnjake i
baste - Sigurnost - Dio 3-5: Posebni
zahtjevi za prenosive tracne testere

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 3-5: Particular
requirements for transportable band saws

EN IEC 62841-3-
5:2022/A11:2022

BAS EN 62841-3-6:2015

Ruc¢ni alati sa elektromotornim pogonom,
prenosivi alati i strojevi za travnjake i

lectric Motor-Operated Hand-Held Tools,
Transportable Tools and Lawn and

EN 62841-3-6:2014

Datum povlacenja iz
OJEU

vrtove — Sigurnost - Dio 3-6: Posebni Garden Machinery - Safety - Part 3-6: 2.2.2025.
zahtjevi za dijamantske busilice sa te¢nim |Particular requirements for diamond drills
hladenjem with liquid system
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BAS EN 62841-3-
6/Corl1:2015

Ruc¢ni alati sa elektromotornim pogonom,
prenosivi alati i strojevi za travnjake i
vrtove — Sigurnost - Dio 3-6: Posebni
zahtjevi za dijamantske busilice sa te¢nim
hladenjem

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 2-9: Particular
requirements for hand-held tappers and
threaders

EN 62841-3-
6:2014/AC:2015

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN 62841-3-

Ruc¢ni alati s elektromotornim pogonom,

Electric Motor-Operated Hand-Held

EN 62841-3-

Datum povlacenja iz

6/A11:2019 prenosivi alati i masine za travnjake i Tools, Transportable Tools and Lawn and |6:2014/A11:2017 OJEU
vrtove — Sigurnost — Dio 3-6: Posebni Garden Machinery - Safety - Part 3-6: 2.2.2025.
zahtjevi za prenosive busilice s Particular requirements for transportable
dijamantskom burgijom i s te¢nim diamond drills with liquid system
hladenjem
BAS EN 62841-3- Rucni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, |EN 62841-3-
6/A12:2023 prenosivi alati i masine za travnjake i transportable tools and lawn and garden |6:2014/A12:2022
vrtove — Sigurnost - Dio 3-6: Posebni machinery - Safety - Part 3-6: Particular
zahtjevi za dijamantske busilice s teCnim |requirements for transportable diamond
hladenjem drills with liquid system
BAS EN 62841-3-6/A1:2023 |Ruc¢ni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, [EN 62841-3-6:2014/A1:2022
prenosivi alati i maSine za travnjake i transportable tools and lawn and garden
vrtove — Sigurnost - Dio 3-6: Posebni machinery - Safety - Part 3-6: Particular
zahtjevi za dijamantske busilice s te€nim [requirements for transportable diamond
hladenjem drills with liquid system
BAS EN IEC 62841-3- Ruéni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, |EN IEC 62841-3-7:2021
7:2022 prenosivi alati i masine za travnjake i transportable tools and lawn and garden
baste - Sigurnost - Dio 3-7: Posebni machinery - Safety - Part 3-7: Particular
zahtjevi za prenosive zidne testere requirements for transportable wall saws
BAS EN IEC 62841-3- Rugni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, |EN IEC 62841-3-
7/A11:2022 prenosivi alati i maSine za travnjake i transportable tools and lawn and garden [7:2021/A11:2021
baste - Sigurnost - Dio 3-7: Posebni machinery - Safety - Part 3-7: Particular
zahtjevi za prenosive pile za zidove requirements for transportable wall saws
BAS EN IEC 62841-3- Ru¢ni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, |EN IEC 62841-3-9:2020
9:2021 prenosivi alati i masine za travnjake i transportable tools and lawn and garden
vrtove — Sigurnost — Dio 3-9: Posebni machinery — Safety — Part 3-9: Particular
zahtjevi za prenosive ugaone testere requirements for transportable mitre saws
BAS EN IEC 62841-3- Ruc¢ni alati s elektromotornim pogonom, [Electric motor-operated hand-held tools, [EN IEC 62841-3-
9/A11:2021 prenosivi alati i masine za travnjake i transportable tools and lawn and garden [9:2020/A11:2020
vrtove — Sigurnost — Dio 3-9: Posebni machinery - Safety - Part 3-9: Particular
zahtjevi za prenosive ugaone testere requirements for transportable mitre saws
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BAS EN 62841-3-10:2017

Ruc¢ni alati sa elektromotornim pogonom,
prenosivi alati i masine za travnjake i
vrtove — Sigurnost — Dio 3-10: Posebni
zahtjevi za prenosne masine za
odsjecanje

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 3-10: Particular
requirements for transportable cut-off
machines

EN 62841-3-10:2015

Datum povlacenja iz
OJ EU
2.2.2025.

BAS EN 62841-3-
10/Cor1:2017

Ruc¢ni alati sa elektromotornim pogonom,
prenosivi alati i masine za travnjake i
vrtove — Sigurnost — Dio 3-10: Posebni
zahtjevi za prenosne masine za
odsjecanje

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery — Safety — Part 3-10:
Particular requirements for transportable
cut-off machines

EN 62841-3-
10:2015/AC:2016

Datum povlacenja iz
OJEU
2.2.2025.

BAS EN 62841-3-
10/A11:2019

Ruc¢ni alati s elektromotornim pogonom,
prenosivi alati i masine za travnjake i

Electric motor-operated hand-held tools,
transportable tools and lawn and garden

EN 62841-3-
10:2015/A11:2017

Datum povlacenja iz
OJEU

vrtove — Sigurnost — Dio 3-10: Posebni machinery - Safety - Part 3-10: Particular 2.2.2025.
zahtjevi za prenosive masine za requirements for transportable cut-off
odsijecanje machines
BAS EN 62841-3- Rucni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, |EN 62841-3-
10/A12:2023 prenosivi alati i maSine za travnjake i transportable tools and lawn and garden |10:2015/A12:2022
vrtove — Sigurnost — Dio 3-10: Posebni machinery - Safety - Part 3-10: Particular
zahtjevi za prijenosne masine za requirements for transportable cut-off
odsijecanje machines
BAS EN 62841-3- Rucni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, |EN 62841-3-
10/A1:2023 prenosivi alati i maSine za travnjake i transportable tools and lawn and garden |10:2015/A1:2022
vrtove — Sigurnost — Dio 3-10: Posebni machinery - Safety - Part 3-10: Particular
zahtjevi za prijenosne masine za requirements for transportable cut-off
odsijecanje machines
BAS EN 62841-3-12:2020 |Ru¢ni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, [EN 62841-3-12:2019
prenosivi alati i maSine za travnjake i transportable tools and lawn and garden
baste - Sigurnost - Dio 3-12: Posebni machinery - Safety - Part 3-12: Particular
zahtjevi za prenosive masine za requirements for transportable threading
narezivanje navoja machines
BAS EN 62841-3-13:2018 |Rucni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, [EN 62841-3-13:2017
prijenosni alati i maSine za travnjake i transportable tools and lawn and garden
baste — Sigurnost — Dio 3-13: Posebni machinery — Safety — Part 3-13:
zahtjevi za prijenosne busilice Particular requirements for transportable
drills
BAS EN 62841-3-14:2019 |Rucni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, [EN 62841-3-14:2017
prenosivi alati i maSine za travnjake i transportable tools and lawn and garden
vrtove — Sigurnost — Dio 3-14: Posebni machinery - Safety - Part 3-14: Particular
zahtjevi za prenosive Cistace odvoda requirements for transportable drain
cleaners
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BAS EN 62841-4-1:2021

Ruc¢ni alati s elektromotornim pogonom,
prenosivi alati i masine za travnjake i
vrtove — Sigurnost — Dio 4-1: Posebni
zahtjevi za lan€ane pile

Electric Motor-Operated Hand-Held
Tools, Transportable Tools and Lawn
and Garden Machinery — Safety — Part
4—1: Particular requirements for chain
saws

EN 62841-4-1:2020

BAS EN 62841-4-2:2020

Ruc¢ni alati s elektromotornim pogonom,
prenosivi alati i masine za travnjake i

Electric motor-operated hand-held tools,
transportable tools and lawn and garden

EN 62841-4-2:2019

Datum povlacenja iz
OJEU

vrtove — Sigurnost — Dio 4-2: Posebni machinery - Safety - Part 4-2: Particular 2.2.2025.
zahtjevi za trimere za Zivu ogradu requirements for hedge trimmers
BAS EN 62841-4-2/A1:2023 |Ruc¢ni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, [EN 62841-4-2:2019/A1:2022
prenosivi alati i masine za travnjake i transportable tools and lawn and garden
vrtove — Sigurnost — Dio 4-2: Posebni machinery - Safety - Part 4-2: Particular
zahtjevi za trimere za Zivu ogradu requirements for hedge trimmers
BAS EN 62841-4- Rucni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, |EN 62841-4-
2/A11:2023 prenosivi alati i maSine za travnjake i transportable tools and lawn and garden |2:2019/A11:2022
vrtove — Sigurnost — Dio 4-2: Posebni machinery - Safety - Part 4-2: Particular
zahtjevi za trimere za Zivu ogradu requirements for hedge trimmers
BAS EN IEC 62841-4- Ruéni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, |EN IEC 62841-4-3:2021
3:2022 prenosivi alati i masine za travnjake i transportable tools and lawn and garden
vrtove — Sigurnost — Dio 4-3: Posebni machinery - Safety - Part 4-3: Particular
zahtjevi za kosilice koje gura i njima requirements for pedestrian controlled
upravlja Covjek walk-behind lawnmowers
BAS EN IEC 62841-4- Ru¢ni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, |EN IEC 62841-4-
3/A11:2022 prenosivi alati i masine za travnjake i transportable tools and lawn and garden |3:2021/A11:2021
vrtove — Sigurnost — Dio 4-3: Posebni machinery - Safety - Part 4-3: Particular
zahtjevi za kosilice koje pjeSice gura i requirements for pedestrian controlled
njima upravlja €ovjek walk-behind lawnmowers
BAS EN IEC 62841-4- Ru¢ni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, |EN IEC 62841-4-5:2021
5:2023 prenosivi alati i masine za travnjake i transportable tools and lawn and garden
baste - Sigurnost - Dio 4-5: Posebni machinery - Safety - Part 4-5: Particular
zahtjevi za makaze za travu requirements for grass shears
BAS EN IEC 62841-4- Rucni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, |EN IEC 62841-4-
5/A11:2023 prenosivi alati i maSine za travnjake i transportable tools and lawn and garden [5:2021/A11:2021
baste - Sigurnost - Dio 4-5: Posebni machinery - Safety - Part 4-5: Particular
zahtjevi za makaze za travu requirements for grass shears
Electric motor-operated hand-held tools, |EN IEC 62841-4-
transportable tools and lawn and garden [5:2021/AC:2024
machinery - Safety - Part 4-5: Particular
requirements for grass shears
BAS EN IEC 62841-4- Rucni alati s elektromotornim pogonom, |Electric motor-operated hand-held tools, |EN IEC 62841-4-7:2022
7:2024 prijenosni alati i maSine za travnjake i transportable tools and lawn and garden
vrtove — Sigurnost — Dio 4-7: Posebni machinery - Safety - Part 4-7: Particular
zahtjevi za skarifikatore travnjaka i requirements for pedestrian controlled
aeratore kojima upravlja rukovalac koji walk-behind lawn scarifiers and aerators
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Oznaka BAS standarda®

Naziv BAS standarda na jednom od
sluzbenih jezika®

Naziv standarda na engleskom jeziku3

Referentni standard(i)*

Oznaka zamijenjenog
standarda®

Datum prestanka
predpostavke
uskladenosti

zamijenjenog standarda

BAS EN IEC 62841-4-
7/A11:2024

Ruc¢ni alati s elektromotornim pogonom,
prijenosni alati i masine za travnjake i
vrtove — Sigurnost — Dio 4-7: Posebni
zahtjevi za skarifikatore travnjaka i
aeratore kojima upravlja rukovalac koji

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 4-7: Particular
requirements for pedestrian controlled

walk-behind lawn scarifiers and aerators

EN IEC 62841-4-
7:2022/A11:2022

BAS EN IEC 62841-4-
7/Corl1:2024

Ruc¢ni alati s elektromotornim pogonom,
prijenosni alati i masine za travnjake i
vrtove — Sigurnost — Dio 4-7: Posebni
zahtjevi za skarifikatore travnjaka i
aeratore kojima upravlja rukovalac koji
hoda

Electric motor-operated hand-held

tools, transportable tools and lawn and
garden machinery - Safety - Part 4-7:
Particular requirements for pedestrian
controlled walk-behind lawn scarifiers and
aerators

EN IEC 62841-4-
7:2022/AC:2023-05

Electric motor-operated hand-held tools,
transportable tools and lawn and garden
machinery - Safety - Part 4-7: Particular
requirements for pedestrian controlled

walk-behind lawn scarifiers and aerators

EN IEC 62841-4-
7:2022/AC:2023-10

BAS EN ISO/IEC 80079-
38:2017

Eksplozivne atmosfere - Dio 38: Oprema
i sastavni dijelovi koji se koriste u
eksplozivnim atmosferama u podzemnim
rudnicima

Explosive atmospheres - Part 38:
Equipment and components in explosive
atmospheres in underground mines

EN ISO/IEC 80079-38:2016

BAS EN ISO/IEC 80079-
38/A1:2019

Eksplozivne atmosfere - Dio 38: Oprema
i sastavni dijelovi za eksplozivne
atmosfere u podzemnim rudnicima

Explosive atmospheres - Part 38:
Equipment and components in explosive
atmospheres in underground mines

EN ISO/IEC 80079-
38:2016/A1:2018

1 Oznaka BAS standarda: Standardizovana referentna oznaka standarda sastoji se od oznake bosanskohercegovackog standarda (BAS), slovne oznake izvornog dokumenta

i identifikacionog broja izvornog dokumenta i godine izdanja bosanskohercegovackog standarda.

2 Naziv standarda na jednom od sluzbenih jezika u Bosni i Hercegovini

3 Naziv standarda na engleskom jeziku.

4 Referentni dokument(i) je(su) dokument(i), koji je(su) bio(bili) podloga za BAS standard.

5 Oznaka zamijenjenog standarda je referentna oznaka standarda sa godinom izdanja.

* Standard je preuzet metodom prevoda.

Napomena 1: Opcenito, datum prestanka pretpostavke uskladenosti treba biti datum povlacenja (dow), stavljen van snage od Evropske organizacije za standardizaciju, ali se korisnicima ovih
standarda skrece paznja na Cinjenicu da u odredenim iznimnimi slu¢ajevima moze biti i drugacije.

Napomena 2.1: Novi (ili dopunjeni) standard ima isto podrucje primjene kao i zamjenjeni standard. Na navedeni datuma, zamjenjeni standard prestaje da daje pretpostavku uskladenosti sa osnovnim

zahtjevima Direktive.
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Datum prestanka
predpostavke
uskladenosti

zamijenjenog standarda

Naziv BAS standarda na jednom od
sluzbenih jezika®

Oznaka zamijenjenog

Naziv standarda na engleskom jeziku3 Referentni standard(i)4 5
standarda

Oznaka BAS standarda®

Napomena 3: U slu¢aju amandamana, standard na koji se upuc¢uje je EN CCCC:YYYY, njegovi prethodni amandmani, ako ih ima, i novi, navedeni amandman. Zamjenjeni standard (kolona 4) se
stoga sastoji od EN CCCC:YYYY i njegovih prethodnih amandmana, ako ih ima, ali bez novog navedenog amandmana. Na navedeni datum, za povuceni standard prestaje pruzanje pretpostavke
uskladenosti sa osnovnim zahtjevima direktive.
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